Development of a computationally efficient monolith reactor simulator: CFD-hybrid model analysis of methane oxidation monolith catalysed systems. by Khama, Mopeli Ishmael.
   
Development of a computationally efficient 
monolith reactor simulator: CFD-Hybrid 
model analysis of methane oxidation 
monolith catalysed systems 
Mopeli Khama 
 
Thesis presented for the degree of  
DOCTOR OF PHILOSOPHY IN CHEMICAL 
ENGINEERING 
Under the supervision of: 
Assoc. Prof. Randhir Rawatlal 
In the department of Chemical 
Engineering 
 
UNIVERSITY OF KWAZULU NATAL 
 
 
Plagiarism declaration 
I hereby undertake that I know the meaning of plagiarism and I declare that all the 
work that is not mine is properly acknowledged in this document. 
        
_________________________ 
Signature 
 
_________________________ 
Date
i 
 
 
 Abstract 
The optimisation of complex geometries such as that of monolith reactors can be 
supported by computation and simulation. However, complex boundaries such as 
those found in multi-channel monoliths render such simulations of extremely high 
computational expense.  Adding to the computational expense is the strong coupling 
among reaction kinetics, heat and mass transfer limitations in these channels. This 
severely limits the possibilities for geometric optimisation.  
In the first step toward developing a fast-solving hybrid simulation, a detailed CFD 
simulation was used to obtain the unsteady state, spatial temperature and 
concentration (and hence reaction rate) profiles for a range of input conditions. The 
results of the CFD simulation were then accepted as the benchmark to which faster-
solving models were measured against to be considered as viable descriptions. A 
modified plug flow with effectiveness factor correction for wall mass-transfer was 
developed and evaluated as the first step towards the development of a multi-channel 
model.  
However, the modified plug model is only applicable to single channel monoliths and 
cannot account for heat transfer across high-density multi-channel beds. For 
multichannel simulations, the modified plug flow model is embedded into a hybrid-
model framework. The hybrid model is based on the principle that, due to the high 
density of channels in a monolith, there will exist an equivalent homogeneous 
cylindrical model that approximates the behaviour of a bundle of channels acting as 
axial heat sources. This model entails the coupling of analytical solutions to single 
channel mass and momentum transfer with heat transfer across the single-shell extra-
multi-channel space. Due to the application of effectiveness-factor type approaches, 
it is shown that the model can be represented by algebraic models that accurately 
represent the partial differential equations (PDEs) that describe monolith reactors. 
A close agreement between both temperature and species mole fraction profiles 
predicted from the modified plug flow model and a detailed CFD model was found with 
R2 values of 0.994 for temperature. The time needed to find a converged solution for 
plug flow model on an Intel(R) Core(TM) i5-5300U CPU @ 2.30GHz workstation was 
found to be 53 seconds in comparison to 1.3 hours taken by a CFD model. The hybrid 
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model was itself validated against the CFD multichannel model. The hybrid model axial 
temperature and species concentration profiles at various radial positions were found 
to be in a close agreement with CFD simulations, with relative error found to be in the 
0.35 % range. The clock time on an Intel(R) Core(TM) i5-5300U CPU @ 2.30GHz 
workstation was found to be 38 hours for a CFD multi-channel simulation which when 
compared with the 53 seconds clock time of the hybrid model implies the suitability of 
hybridisation for the application to geometric optimisation in the design of monolith 
reactors. 
The hybrid-model is developed to facilitate geometric optimization with the view of 
reducing hot spot formation, pressure drop and manufacturing costs.  This is because 
monolith reactors applied in catalytic partial oxidation of methane are coated with 
precious metal catalysts, significantly contributing to capital costs. By isolating regions 
of high catalytic activity, it becomes possible to reduce the amount of precious metal 
coating required to achieve high conversion. 
The fast-solving hybrid model was used in the economic analysis of the catalytic partial 
oxidation of methane to syngas. Due to the low computational expense of the hybrid 
model, it was possible to investigate a wide range of design geometry and operating 
condition .It is shown that, for methane oxidation over a Platinum gauze catalyst, the 
channel diameter could be optimised to the 0.8 mm level resulting in the highest 
syngas revenue (R 65754.14 /day). The distribution of the catalytic material on the 
monolithic walls was found to influence the reactor performance hence the process 
profitability. The non-uniform distribution was found to significantly reduce the cost of 
fabrication while maintaining a high syngas productivity. In general, a method is 
proposed to optimise design and operation of catalytic monolith reactors through the 
application of fast-solving  models.   
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Chapter 1. Introduction 
The Catalytic Partial Oxidation of Methane (CPOM) to syngas has received substantial 
attention over the past years in part due to the depletion of crude oil (Aschroft et al., 
1991; Balachandran et al., 1995; Chisti, 2007). In addition, the partial oxidation of 
methane provides the cleanest alternative to other fossil fuels and this is ascribed to 
low ratio of carbon/hydrogen in natural gas which results in significant reduction of 
carbon dioxide emissions (Corbo and Migliardini, 2007). Given that large reservoirs of 
natural gas  exist, of which methane constitutes a large percentage, the partial 
oxidation thereof poses an attractive and alternative source of energy to other fossil 
fuels (Cimino et al., 2012; Pino et al.,2002). Owing to rigorous environmental 
regulations and potentially increasing carbon taxes, catalytic partial oxidation of 
methane is an economically attractive process.  
The conversion of methane into syngas on noble metal catalysts is mainly by  
thermochemical techniques for example; steam reforming, partial oxidation and auto-
thermal reforming (Rezaei et al., 2011; Meng et al., 2010; Feio et al., 2008). Steam 
reforming reaction presents an advantage in that it gives high yield of hydrogen; 
however, this is offset by the endothermic nature of the reaction which results in high 
capital and production costs as external heating is required. The partial oxidation of 
methane results in lower H2/CO ratio and can be started quickly as it requires short 
contact/ residence time. Since the partial oxidation is exothermic this might necessitate 
external cooling. On the other hand, auto-thermal reforming being a combination of 
steam reforming and partial oxidation has been proved to be a more  economical 
approach (Mosayebi et al., 2012). These can be explained by the sufficient heat 
produced from the exothermic partial oxidation which can then be used in the 
endothermic steam reforming without requiring any external heating. 
1.1. Basic chemistry 
The mechanism for methane conversion to syngas is reported to happen in two steps 
(Korup et al., 2013);  first the complete oxidation of methane as demonstrated by 
Equation 1.3 takes place followed by the endothermic methane reforming reactions 
(Equation 1.1 and Equation 1.4). It has been reported in some other studies that 
methane dry reforming as represented by Equation 1.4 does not take place while some 
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studies report dry reforming to take place (Fan et al., 2010). The methane dry 
reforming presents many advantages as mentioned, however the commercialisation 
of the process still poses some significant challenges. This is attributed to the high 
catalyst deactivation which is caused by carbon deposits on the catalyst active sites. 
The formation of carbon deposits that block the active sites is extenuated by the use 
of supported metal catalysts. 
 
 COHOHCH +→+ 224 3     ∆rH= +206    kJmol-1          (1.1) 
COHOCH +→+ 224 2
2
1
                        ∆rH= -36        kJmol-1                        (1.2)  
2224 22 COOHOCH +→+    ∆rH= -803      kJmol-1          (1.3) 
224 22 HCOCOCH +→+                         ∆rH= +247    kJmol-1                   (1.4) 
 
The production of syngas from methane on an industrial level is mainly by steam 
reforming. The catalytic partial oxidation of methane has not replaced steam reforming 
on an industrial level due to slow technological progress of the process. The 
challenges posed by catalytic partial oxidation of methane are the complex interplay 
of partial and total oxidation which normally results in the low yield of syngas 
(Neumann and Veser, 2005). The total oxidation of methane can be inhibited by 
dynamic heat integration and temperature control.  
The formation of local hot spot which leads to irreversible catalyst deactivation also 
contributes to some factors that limit the industrial application for conversion of 
methane to syngas by catalytic partial oxidation. There have been some attempts to 
limit the formation of local hot spot, and these include the design of a catalyst with 
good thermal conductivity to allow for the distribution of the excess heat through the 
catalyst bed. Given that steam reforming is more endothermic, steam addition to 
partial oxidation of methane can help stabilise the temperature profile through the 
catalyst bed (Hegarty et al., 1998) 
Carbon dioxide is normally added in the reactor feed to allow for parallel running of the 
endothermic dry reforming with the exothermic partial oxidation. The addition of carbon 
dioxide in the reactor feed changes the hydrogen/carbon ratio and depending on the 
downstream syngas application this might be undesirable. Thus, for the partial 
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oxidation of methane to replace steam reforming, significant work is needed to address 
the described challenges. 
1.2. Catalyst Design 
In the design of a catalyst, the following criteria need to be met for better reactor 
performance for the catalyst of interest (Liu, 2007). 
• Low pressure drop 
• High rates of internal mass transfer from the bulk gas phase to the catalyst 
surface, and high rates of mass transfer from the catalyst surface to the interior 
of the catalyst. 
• High metal loading per reactor volume 
• Chemical and mechanical stability 
The metal  particle size plays a major role in the intrinsic activity of a catalyst. The 
smaller the size of the particle, the higher the activity. In addition, a smaller particle 
size limits the formation of coke; hence the catalyst deactivation by the blockage of 
active sites by carbon deposits can be obviated to a certain degree by an optimum 
particle size. The optimization of catalyst particle size should be coupled with a 
strategy to avoid metal encapsulation as this leads to a catalyst with decreased activity 
(Gannouni et al., 2013). However, there are some challenges that need to be 
addressed with regards to smaller particle size as they lead to increased pressure drop 
which is undesirable.  The pressure drop at smaller particle size and high surface to 
volume ratio is extenuated by the use of monolith reactors (Neumann and Veser, 
2005) . The lower pressure drop in such systems is ascribed to their high porosity. 
1.3. Monolith reactors 
A representation of a gas flow through a single channel in a monolith reactor is shown 
in Figure 1 where the gas follows through a single channel and the reactions happen 
upon the surface of the walls impregnated with a catalytic material. 
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Figure 1: A schematic of a gas flow through a single channel in a monolith reactor 
             
To maintain high conversions of methane to syngas, the processes are usually carried 
out at high temperatures with the associated high capital and operating costs. These 
costs can to some extend be mitigated by the use of catalysts, although this results in 
other challenges such as catalyst poisoning and coking. Even so, these processes 
remain extremely energy expensive (Larentis et al., 2001; Rafiq, Jakobsen and 
Hustad, 2012; Arutyunov and Krylov, 2007). It is therefore desirable to optimize the 
catalytic solution in particular with respect to the geometry of the catalyst support in 
the reactor. To facilitate geometric optimization, simulations predicting conversion, 
yield and selectivity in three dimensions are required. It is possible to carry out these 
simulations using CFD, however, the complete set of Navier-Stokes equations must 
be simulated over relatively complex geometries and kinetics. Such simulations pose 
a high computational expense and optimisation algorithms would benefit from use of 
a quick solving model.  
The reaction kinetics in partial oxidation of methane is complicated by the short 
residence times (reaction happening in milliseconds) and this leads to a possibility of 
mass transfer limitations.  The partial oxidation of methane is exothermic and this can 
result in severe heat transfer limitations which can result in high temperatures at the 
catalyst bed (de Smet et al., 2000). The above mentioned conditions render the 
determination of reaction kinetics in partial oxidation of methane a not straightforward 
process. Many studies have been dedicated to the determination of reaction kinetics 
5 
 
in methane partial oxidation, and this ranges from using different reactor 
configurations, taking heat and mass transport limitation into account (Hickman and 
Schmidt, 1992; Witt and Schmidt, 1996; Srinivasan et al., 1997; Khan and Somorjai, 
1985; Quiceno et al., 2006). The study of reaction kinetics that incorporates all the 
relevant physical and chemical phenomena is required for the accurate determination 
of intrinsic kinetics as this will aid in the optimization process. 
1.4. Design of monolith reactors 
Given the challenges and advantages that catalytic partial oxidation presents, it is 
desirable to carry out research with the view of reducing hot spot and increasing yield 
and selectivity. The analysis, optimization and design of catalytic partial oxidation 
requires a rigorous coupling of transport and chemistry.  The reactions take place in 
the reactor walls which are impregnated with the catalytic material. A schematic of a 
monolith reactor is represented in Figure 2. The catalytic walls might be active enough 
to effect the desired reaction and conversion, however, the rate of transport of species 
from the bulk gas phase to the active sites influences the reaction concentration. 
Computational Fluid Dynamics can be used to determine the local concentration and 
temperature. Due to the relatively high geometric complexity, large time and length 
scales, the computational expense involved is significant. 
The challenge in developing such a solver emanates from a need to have it include all 
the described phenomena. A rigorous reactor model must make use of reliable kinetic 
models. However, the kinetics in this process are complicated by several factors which 
comprise the distribution of active material on the support, the interaction of the active 
material with the support, and the complexity of chemisorption (Elnashaie and 
Elshishini, 1993). In addition, a monolith constitutes many thousands of channels 
(Figure 2) and the thermal transfer is complicated by the interplay between convective 
transfer within a channel and the radial transfer among multiple neighbouring 
channels. The lateral and axial heat transfer in a monolith is represented in Figure 3.  
Over the years there has been work done in developing computationally efficient 
models for the reactive heterogeneous catalytic systems (Hayes et al.,2004; Jahn et 
al.,1997; Deutschmann et al.,2001). The computationally efficient models expedite the 
optimization and design processes that can ultimately lead to improved performance 
of catalytic partial oxidation process. 
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Figure 2: A schematic of a monolith reactor (GXLJ, 2014) 
 
Figure 3: Lateral and axial heat transfer in a monolith 
 
1.5. Simulating monolith reactors 
The numerical models should also have the capacity to investigate the reactor 
configuration as it plays a significant role in the distribution of state variables 
(temperature and concentration) in partial oxidation of methane. The consumption of 
oxygen is fully eternal mass transfer limited (Maffei et al., 2014) , as such, the diffusion 
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path length results in local variations in the distribution of temperature and species 
mole fraction.  The reason for the mentioned observation is that, for catalytic partial 
oxidation of methane reactions, oxygen is fully consumed within the first few 
millimetres of the catalytic bed, and given its consumption is dictated by mass transfer 
regime, a different geometry will lead to a different flow structure (Maestri et al., 2009).   
The development of reactor models that will realize the local variations is desirable 
and this stems from a realization that; the local distribution of temperature varies 
significantly with different reactor geometries. As a result, given the marked influence 
temperature has on the stability of a catalyst, it is desirable to predict its distribution 
from the reactor inlet to the outlet.  
1.6. Summary 
The catalytic partial oxidation of methane presents many advantages in addressing 
the environmental regulations and promises to be an answer to global energy 
demands. By leveraging large existing reservoirs of natural gas and methane it may 
be possible to significantly reduce the impact of extracting and refining longer chain 
hydrocarbons. However, there are some significant challenges that need to be 
addressed in both the design of a catalyst and a reactor. The modelling of this process 
needs to couple the transport phenomena with reaction kinetics to capture the full 
dynamic features of the process and thus optimize the process to meet the large-scale 
industrial requirement and replace the conventional steam reforming. 
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Chapter 2. Literature Review 
 
2.1. Reaction kinetics 
In the study of reactive systems, the study of reaction kinetics is an important first step.  
The study of chemical kinetics is twofold; the first part entails the determination of 
reaction mechanisms that gives rise to the overall reaction and the second part deals 
with the determination of the reaction rate. According to Kee et al. (2003), the reactions 
that take place in chemically reacting flows can be categorized according to levels of 
complexity as follows:infinitely fast reactions, global reactions, analytically reduced 
reactions mechanisms and the detailed reaction mechanisms. The infinitely fast 
reactions and chemical equilibrium are classified as fast chemistry (not kinetically 
controlled), while global reactions, analytically reduced reaction mechanisms and 
detailed reaction mechanisms are classified as finite rate chemistry and kinetically 
controlled (Kee et al., 2003). 
Over the past decades, there has been an intensive study on reaction kinetics of 
catalytic partial oxidation of methane.  de Smet et al. (2000) developed a kinetic model 
for the catalytic partial oxidation of methane over Pt metal gauze in the presence of 
transport phenomena. Unlike in some cases where the heat resistance is not 
considered since only the gas-phase temperature is measured, in their study, heat 
transfer resistance was taken into account by the measurement of temperature for 
both the gas phase and the catalyst. The kinetic model under consideration constitutes 
six reaction steps which takes the methane adsorption to be oxygen assisted. The 
intrinsic kinetic parameters were determined from the experimental data and the 
reactor model. They found that the kinetics of surface reactions have a significant 
influence on CO selectivity, while the conversion of both methane and oxygen was 
found to be dictated by mass transport. The oxygen assisted adsorption was shown 
to be in close agreement with experimental results. The catalytic partial oxidation of 
methane (POM) mechanism is as shown in Table 1. 
The first step in the reaction mechanism (Table 1) is oxygen dissociative adsorption. 
These authors consider oxygen adsorption as competitive. However, there are some 
cases where oxygen adsorption is considered as non-competitive (Hickman and 
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Schmidt, 1993). In the latter case, oxygen is assumed to adsorb on specific catalytic 
sites. The second step is methane dissociative adsorption which results in gaseous 
water and carbon species. Methane desorption is oxygen-assisted as observed in 
reaction 2. According to de Smet et al. (2000), reaction 2 proceeds through 
intermediates such as adsorbed CHx (where x=1, 2 and 3) and adsorbed OH species. 
The formation of adsorbed CO species is described in reaction 3 and the adsorbed 
CO from this step is converted to CO2 in step 4. Steps 5 and 6 describe the desorption 
and adsorption of CO. 
Table 1: The reaction mechanism and their respective rate equations and kinetic data for partial 
oxidation of methane (de Smet et al., 2000) 
No Reaction Rate equation A.c.q.s0§  Eact Reference 
1 *2*2,2 OO g →+  2
*
2
11 2 Opkr =  
0.023 0 (Elg et al., 
1997) 
2 *2**2 2,4 ++→+ gg OHCOCH  
2
422 OCHpkr =  
2.39.105 48.2 (de Smet et 
al., 2000) 
3 **** +→+ COOC  Ockr 33 =  1.10
13 62.8 (Hickman 
and 
Schmidt, 
1993) 
4 *** ,2 +→+ gCOOCO  ocokr 44 =  1.10
13 100 (Campbell et 
al., 1980) 
5 ** +→ gCOCO  cokr 55 =  1.10
13 126 (McCabe 
and 
Schmidt, 
1977) 
6 ** COCOg →+  *66 COpkr =  0.84 0 (Campbell et 
al., 1981) 
 
In Table 1, A.c.q.s0§  represents the rate coefficient for the elementary reaction. Where 
A is the pre-exponential factor and S0 is the initial sticking coefficient. The steady state 
mass balance for the surface species as per kinetic model depicted in Table 1 was 
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done as shown from equations 2.1 to 2.4. 
 
C-balance:  03
2
42 =− OCOCH kpk                   (2.1) 
CO- balance: 0*6543 =+−−  COCOOCOOC pkkkk                                  (2.2) 
O-balance: 022 43
2
42
2
*21 =−−− OCOOCOCHO kkpkpk                                                 (2.3) 
Vacant sites: 1* =+++ COCO                  (2.4) 
A kinetic study to derive the kinetic rate equations and parameters was undertaken by 
Soick et al. (1996). In their work, the reaction mechanism for partial oxidation of 
methane to syngas was described to happen in four steps, namely; methane 
dissociation, CO2 adsorption, CO adsorption and oxidation. The steps are represented 
in Equations 2.5, 2.11a, 2.11b and 2.10a. The reaction mechanism for their study is 
shown in Equations (2.5) to (2.11).  These researchers modelled the temporal analysis 
of products (TAP) reactor to determine the adsorption enthalpies, rate constants and 
activation energies for the surface reaction steps presented in Equations (2.5) to 
(2.11). 
Methane activation 
a) CH4(g) + * → CHx* + (4-x)H*   
b) (x= 1, 2, 3) CHx*→C* + xH*                                             (2.5) 
Total oxidation 
a) CHx* + (x/2+2)O*→CO2* + (x/2)H2O* 
b) 2H* + O* → H2O* 
c) H* + 2O* → 2OH*                                                           (2.6) 
Reserved Boudouard reactions 
CHx* + CO2* ↔ 2CO* + xH*                   (2.7
                     
Reforming 
a) CHx* + H2O*↔ CO* + (x+2)H* 
b) CHx* + OH*↔CO*+ (x+1)H* 
                                                                                                            (2.8) 
Surface re-oxidation 
O2(g) + 2* → 2O* 
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                                                                                                           (2.9) 
Consecutive oxidation 
a) CO* + O* → CO2* 
b) 2H* + O* → H2O* 
                        (2.10) 
Adsorption equilibria 
a) CO2(g) + * ↔ CO2* 
b) CO(g)+ * ↔ CO* 
c) H2(g)+ * ↔ H2*     
d) H2O(g) + *↔ H2O*                       (2.11) 
Quiceno et al. (2006) developed a gas phase and surface reaction mechanism for a 
steady-state catalytic partial oxidation of methane to syngas over Pt gauze catalyst. 
These authors state that the first step in the catalytic partial oxidation of methane to 
syngas involves the cleavage of the C-H bond upon the catalyst surface, and this 
results in highly reactive CH3 species.  The formation of CO and CO2 is primarily due 
to surface reactions that involve methyl groups and oxygen. Their scheme considers 
the interaction between the surface and gas phase mechanisms and consists of 10 
surface species and 24 reactions (Table 2). This interaction is done via the surface 
species (H, O, OH) and the molecular species (CO, CO2, CH4, O2, H2, H2O). The 
kinetic scheme is robust due to the coupling of surface and gas phase mechanism and 
can be applied in the simulation of high temperature and short contact times regime. 
 
On partial oxidation of methane, Kostenko et al. (2014) used a model that accounts 
for the gas-phase and surface reactions to investigate methane partial oxidation to 
syngas in a porous medium reactor.  A kinetic model was described and tested for a 
mixture of methane, oxygen and steam and the dependency of the composition of final 
products on temperature and composition of the gas mixture was investigated.  The 
numerical solutions yielded the combustion temperature at which the steam reforming 
reactions are low and the partial steam conversion in the combustion wave was 
attributed to the reaction of steam with adsorbed carbon on the porous solid medium.  
It is desirable to study the kinetics of methane oxidation to syngas with the view of 
understanding the reactions that affect the catalyst performance. Korup et al. (2013) 
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used a polycrystalline Pt foil as a model catalyst for catalytic oxidation of methane to 
syngas. The study was aimed at demonstrating that upon ignition of methane, 
oxidation and steam reforming resistant carbon deposits form on a Pt surface and this 
results in the blockage of a larger portion of the Pt surface atoms.  The study was 
prompted by a need to understand the underlying reasons for slower product formation 
and reactant consumption in Pt foam catalyst as opposed to Rh foam catalyst. Their 
findings indicate that the poorer syngas selectivity and slower catalytic oxidation of 
methane on Pt foam catalyst as opposed to Rh foam catalyst can be ascribed to the 
formation of oxidation resistant graphitic carbon on the Pt surface sites. 
A systematic study of the kinetics of methane oxidation over Pt and Pt-Pd catalysts to 
investigate the influence of temperature, water and methane concentration on catalyst 
performance over a range of operating conditions for environmental applications was 
performed by Abbasi et al. (2012). The findings from their study demonstrated that   
there is a permanent loss of the significant portion of the activity of both Pt and Pt-Pd 
catalysts due to exposure to water in the feedstock.  These authors concluded that 
under dry conditions, the fresh Pt-Pd catalyst is more active than the fresh Pt catalyst. 
The development of mathematical models that investigate the described phenomenon 
can help reduce experimentation, hence costs and allow for an investigation of a wider 
range of parameters.  
The simulated results based on the surface reaction mechanism by Soick et al. (1996) 
were reported to result in the underestimation of the reaction rate. This is because the 
cooperative effect of surface oxygen on methane dissociation was not taken into 
account. On the other hand, the simulation results based on the surface reaction 
mechanism by Quiceno et al. (2006) were reported to be in close agreement with 
methane partial oxidation experiments over Pt gauzes. This close agreement could be 
attributed to the inclusion of the effect of surface oxgen on methane dissociation by 
the latter mechanism. However, there are some similarities between the two reaction 
mechanisms. They both consist of 10 surface species, methane dissociation, 
oxidation, CO2 adsorption and CO adsorption.  
The simulations in the current work will be based on the reaction mechanism 
developed by Quiceno et al. (2006) given that it is a robust kinetic scheme for catalytic 
partial oxidation of methane in high temperatures and short contact times. The reaction 
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mechanism employed in as shown in Table 2. The kinetic, transport and 
thermodynamic data are shown in Tables 15, 16 and 17 respectively. 
The coupling of gas-phase and surface reaction mechanisms has been reported to be 
important as it allows for the development of robust kinetic schemes (Campbell et al., 
1988; Quiceno et al., 2006). This is explained by the fact that the gas-phase reactions 
are initiated by radicals and these radicals may desorb from the catalyst surface. The 
gas-phase reaction mechanism by Quiceno et al. (2006) which consists of 30 species 
and 150 irreversible reactions is presented in Table 21 (Appendinx E). Although the 
detailed gas-phase reaction mechanism consists of numerous chemical species 
(several hundreds), the most important are internal H-atom abstraction, decomposition 
of hydrocarbons, addition of molecular oxygen and O-O bond scission, H-atom 
abstraction and β-scission of radicals (Chevalier et al., 1992). The sensitivity and flow 
analysis are often carried out to remove the insignificant reaction path ways and this 
helps to speed up the simulations. 
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Table 2:  Surface reactions on a Platinum surface where * depicts surface species whereas g depicts 
a gas-phase species (Quiceno et al., 2006) 
Adsorption-Desorption 
* COCO*  
CO*  *  CO
* CO*CO
*   CO*   CO
* OH O*H
O*   H*   OH
* CH H*  *  CH
 H** CH* CH
* OO*  
O* * O
* HH* 
H**H
g
g
,g
,g
g 
g
,g 
,g
,g
,g 
,g
,g
+→
→+
+→
→+
+→
→+
+→+
+→+
+→
→+
+→
→+
22
22
22
22
43
34
2
2
2
2
2
2
22
22
22
22
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*  O*   CHOH*  *  CH
O*H*  CH* OH* CH
OH* * CH*  O*  CH
HC* * CH
*CHC*  H
* CH*H*  C* 
H* C* *CH* 
* * CHH*  CH* 
H*CH* *   *CH
* * CHH* * CH
** CH* * CH
OH*CO* H*  * CO
H**COOH* CO* 
O*CO* *  * CO
** COO* CO* 
O* C* * CO* 
 *CO*  O*C* 
OH* OH* O*O* H
O*O* HOH*  OH* 
 OH*H* *  O* H
*O*  HOH*H* 
O*H* * OH*  
* OH* O*  H* 
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2.2. Reactor Model 
The momentum, heat and mass transfer characteristics must be considered for the 
model results to be interpreted from the laboratory reactor. In the context of partial 
oxidation of methane in monolith reactors, a complete set of Navier-Stokes equations 
has to be simulated over relatively complex kinetics. Upon establishing the intrinsic 
kinetics as described above, the monolith reactor for partial oxidation is simulated by 
the coupling of transport and micro-kinetics of surface reactivity (Kolaczkowski et al., 
2007; Maghrebi et al., 2013). In a monolith reactor, the gas flows through the channels 
and the transport of species from the bulk gas phase to the catalyst active sites 
influences the reaction concentration.  
The catalytic partial oxidation of methane is characterised by complex interaction of 
transport phenomena and chemical reaction kinetics. Additionally, there is competition 
between partial and total oxidation of methane (Neumann and Veser, 2005). 
Depending on the reaction conditions, the chemistry may include both homogeneous 
and heterogeneous reactions. At atmospheric pressure, the homogeneous gas-phase 
reactions are negligible, however, at elevated pressures, the gas-phase reactions 
must be considered in the reaction kinetics. Over the past years, intensive research 
has been undertaken to study the partial oxidation of methane with the consideration 
of the described phenomena.  
For accurate determination of state variables in methane partial oxidation, the 
governing equations for partial oxidation in monolith reactors are solved using 
Computational Fluid Dynamics (CFD). In CFD modelling of monolith reactor for 
heterogenous reactions, the transport processes from CFD are coupled with some 
external subroutines such as CHEMKIN or DETCHEM to account for surface micro-
kinetics (Quiceno et al., 2006; Chen et al., 2018).  With the CFD modelling, the reactor 
configuration, reactor performance and operating protocol can be related. 
The multi-channel models are used in cases where there is fuel maldistribution (James 
et al., 2003). In this case, the fuel is not fully premixed and as a result some channels 
will have a higher fuel concentration than others. Several multi-channel models have 
been developed (Flytzani-Stephanopoulos et al., 1986; Cybulski and Moulijn, 1994; 
Spence et al., 1993; Jahn et al., 1997).  The heat transfer models developed by 
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Flytzani-Stephanopoulos et al. (1986) and Cybulski and Moulijn (1994) do not take 
into account the homogeneous and heterogeneous reactions. The steady state 
temperatures of the wall and gas-phase in each channel are described by the 
boundary-value ODEs. The channels are coupled through the use of heat transfer 
terms. Both models were reported to predict the results that are in a close agreement 
with experiments. 
The improvement on the multi-channel models was done by Worth et al. (1996) who 
studied heat tranfer with reactions. The radial temperature gradients between 
neighbouring channels result in heat exchange, and their model was aimed at studying 
the interactions among the channels. The temperature variables in the multichannel 
structure are as shown in Figure 4. Their model constitutes a system of integral 
equations that are used to describe the radiative heat transfer in a catalytic monolith. 
A simple approximation of the integral equations was done because the modelling of 
the channel interactions and the processes in the catalytic monolith often requires the 
coupling of algebraic models and complex differential equations. The approximation 
is done as shown in Equation 2.12. The radiative flux from their study was compared 
with the published data and a good agreement was found. 
 
Figure 4: Temperature variables in the multichannel structure (Worth et al., 1996) 
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Where A is radiation view factor, L is the length of monolith, q is the radiative heat loss, 
λ is the channel width. 
The non-uniform flow and distribution of the catalytic activity in monolith channel 
results in significant radial temperature gradients even under adiabatic operation (Jahn 
et al., 1997). In order to determine the actual temperature profiles in monolith channels 
at a range of operating conditions, Jahn et al. (1997) developed a 3D model for a 
monolith with 24 channels. The model uses Fourier equation to consider heat 
conduction and accumulation in the solid phase. In addition, mass and heat balances 
in  the gas-phase and on the catalyst surface are considered. The temperature and 
concentration fields are discretized to thousands of ODEs which are integrated on a 
fast workstation to give transient solutions. The findings from their study indicated that 
it requires one hour  to simulate one minute of real time in the model. 
A  single channel model that exhibits stable multiple steady states of catalytic 
combustion was developed by James et al. (2002). This has also been observed 
experimentally in the work that investigated the transient behaviour of monolith 
reactors in the catalytic combustion of methane (Cimino et al., 2001). The approach 
by James et al. (2002) was extended to multichannel monoliths by James et al. (2003). 
The extension is done by considering heat transfer between channels. The convection 
term is linearised and this enables it to be expressed in terms of a system of ODEs 
instead of PDEs. The multiple stable steady states which were seen experimentally 
and from the single channel model were also seen from their study. The authors 
concluded that the multichannel model gives a  richer behaviour of monolith reactors 
than a single channel monolith. This is because the model is able to investigate the 
effect of fuel maldistribution in individual channels. 
In addition to the above mentioned models, reactor models such as a 2D elliptic model, 
1D heterogeneous model  and  a 3D flow field coupled with a heat balance and a 
detailed description of surface and gas-phase chemistries have been used to simulate 
a short-contact time reactors (De Groote and Froment, 1996; Deutschmann and 
Schmidt, 1998a). The 3D and 2D elliptic models are based on the CFD code FLUENT. 
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2.2.1. Multi-scale modelling 
The modelling of heterogeneous reacting systems comprises different scales which 
include micro-scale, meso-scale and macro-scale.  The micro-scale level entails the 
electronic interaction between active sites and the reactant molecules. This process 
comprises the adsorption of reactant molecules on the active sites, the diffusion of 
species at the surface, the reaction process, the de-sorption of products from the 
active sites (Rebughini and Maestri, 2016). All the events result in elementary steps 
at the surface of the catalyst.  
The meso-scale comprises the interplay among the rates of the elementary steps from 
micro-scale, the distribution of active site at the catalyst surface, the influence of 
surface coverage on activation energy and the nature of active sites (Stampfl et al., 
2002).  At the meso-scale level, the simulations are carried out by the use of the 
reaction theory based models such as mean field theory and Kinetic Monte Carlo 
(Stoller et al., 2008). The mean field approximation assumes the fast diffusion at the 
surface thus considering the average values of surface coverage. Kinetic Monte Carlo 
relaxes the assumption of average surface coverage by considering the spatial and 
temporal variations and as a result the simulations can be done for longer time steps 
which is a requirement for the reaction events.  
At the macro-scale, transport phenomenon is considered; and it is usually highly 
coupled with chemistry. At this level, the transport of reactants from the gas phase to 
the surface of the catalyst are considered. A graphical representation of the different 
scales is represented in Figure 5.  The depiction in Figure 5 shows a wide range of 
temporal and spatial scales involved from micro-scale to macro-scale. The macro-
scale is characterized by long time and length scales and the underlying transport 
equations are normally non-linear and stiff. 
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Figure 5: An illustration of the multi-scale at varying temporal and spatial scales 
 
The interplay among all the 3 scales imply that there is a possibility of a propagation 
of error from micro-scale to macro-scale.  
 
2.2.2. Coupling between the scales 
The phenomenological rate equation models, micro-kinetic models and mechanistic 
rate equation models are used to effect the coupling between micro-scale and meso-
scale. The mechanistic rate equation models involve the prior assumption regarding 
the rate determining step for the reaction mechanism. The shortcoming of this 
approach lies in the lack of generality as their usage is circumscribed to the operating 
conditions under which the rate expressions were derived.  On the other hand, the 
micro-kinetic models present a more general and generic approach as there is no 
assumption made regarding the rate determine step. They can be applied over a range 
of operating conditions and this is attributed to the fact that they are based on a series 
of elementary steps (Davis and Davis, 1993). The coupling between the scales is 
achieved using CFD simulators that couple transport phenomena with micro-kinetics.  
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2.3. Governing equations for the gas-phase and the  catalytic surface 
 
The governing equations that describe fluid flow are momentum, continuity, mass and 
energy balance equations. These equations are collectively called Navier-Stokes 
equations and they are normally solved numerically because in most cases analytical 
solutions are not possible.  The numerical solution procedure involves treating the fluid 
as the continuum and invoking macroscopic properties such as concentration, velocity, 
pressure and temperature with their temporal and spatial derivatives to describe the 
system behaviour (Versteeg and Malalasekera, 2007). 
The gas-phase conservation equations are individual species, total mass, mixture 
energy, individual mass fractions and mixture momentum. The conservation equation 
for the catalytic surface balances the rate of change of surface species with the net 
formation rate as a result of heterogeneous reactions. 
2.4. Numerical simulation of monolith reactors based on CFD 
The conservation equations for the gas-phase and catalytic surfaces are well studied 
and there are several CFD studies reported on their application in monolith reactors 
(Pawlowski et al., 2018; Iwaniszyn et al., 2017; Inbamrung et al., 2018; Cui and Kær, 
2018; Sadeghi et al., 2017; Liu et al., 2005; Irani et al., 2011). The geometric 
optimization with the view of maximizing the reaction rate was achieved by 
investigating the influence of channel geometry and fluid behaviour on the reaction 
performance (Inbamrung et al., 2018). The findings indicate that the smaller channel 
diameters increase the reaction rate in comparison to larger channel diameters at the 
same gas hourly space velocity.  
Sadeghi et al. (2017) solved the governing equations in the 3D modelling for a range 
of channel geometries which include triangular, circular, hexagonal and square cross 
sections. Hexagonal monoliths allow for a more uniform washcoat and have a better 
thermal mass efficiency compared to square monoliths (Cybulski and Moulijn, 2005). 
However, a square monolith offers a slightly better or same performance as the 
hexagonal monolith due to its higher geometric surface area. The findings from their 
study indicated that the change of the channel geometry from circular to triangular 
increases the rate of reaction. This is attributed to an increase in the area to volume 
ratio. Liu et al. (2005) performed a CFD simulation of a novel metal-based monolith 
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reactor and demonstrated that the external mass transfer of the two-layer channel (one 
layer is the metallic support and the other layer is a foam metal annular that is 
deposited on the support surface) is not significantly influenced by the inlet velocity of 
the mixture, inlet gas temperature and inlet methane concentration. 
On the numerical investigation of partial oxidation of methane to syngas, 
Deutschmann and Schmidt (1998) developed a 2-D reactor model that couples the 
flow field with the detailed reaction mechanisms for the surface and gas-phase 
reactions. The study was based on methane partial oxidation on Rh and Pt coated 
monoliths in a short contact time reactor. The flow field is simulated from 
Computational Fluid Dynamics (CFD) coupled with external subroutines to consider 
the detailed chemistry. Their model neglects diffusion in the flow direction and this 
makes it unsuitable for simulating more complex geometries. In addition, the 
assumption of no diffusion in the flow direction is not valid for systems with large heat 
release (Karim et al., 1996). The findings are that there is a rapid variation of 
temperature, velocity and transport coefficients at the entrance. The increase in gas 
velocity was found to decrease syngas selectivity and methane conversion. 
The conversion and selectivity of light alkanes is strongly dependent on temperature. 
Therefore, a detailed description of the energy balance is required in order to 
understand the reaction. The experimental measurements indicate that there is a 
significant heat loss, as such, numerical studies that consider a monolith as a single 
channel should add an external heat loss term at the outer boundary of the channel 
wall (Deutschmann et al., 2001). It is based on this that Deutschmann et al. (2001) 
developed a 3D model that investigates the natural gas conversion on rhodium coated 
monoliths. In their work these researches assumed that every channel behaves the 
same way, thus the radial temperature gradients were neglected, and the entire 
monolith was modelled as a single channel. The 3D Navier-Stokes equations were 
coupled with a detailed chemistry and heat balance. The simulations were based on 
CFD code FLUENT and this was coupled with the external subroutine for surface and 
gas phase chemistry (DETCHEM). The findings from their study reveal that there is a 
close agreement between the model and experimental results. The computational 
expense is reduced significantly in the case of a single channel.  
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A numerical study that investigates the mass transfer in catalytically reacting channel 
flows was undertaken by Mladenov et al. (2010). The various models that describe 
mass transfer in a single channel catalytic converter were compared. The 2D boundary 
layer and Navier-Stokes, 3D Navier-Stokes and 1D plug flow equations were 
employed to describe the model and the model results were validated against 
experimental data. Their findings on the computational time revealed that plug flow 
models result in a CPU time of a few seconds. On the other hand, the 3D Navier-
Stokes models that are coupled with the detailed wash-coat model were found to result 
in CPU time of a couple of days. The authors concluded that the 2D and 3D Navier-
Stokes models show the species profiles that are in close agreement and as a result 
the 2D models can be used given that they are less computationally demanding 
compared   to the 3D models. 
In an effort to elucidate the mechanisms and the roles of electrochemical promotion in 
partial oxidation of methane over self-sustained electrochemical promotion (SSEP) 
catalyst, Huang et al. (2016) developed a multi-physical CFD model coupled with 
detailed chemistry.  The description of reaction rates in the model is twofold; the  
description of the reaction rate by the kinetic model for partial oxidation of methane on 
Ni based catalyst and the description of the reaction rate by the SSEP effect. Their 
results demonstrated that the SSEP catalyst results in higher conversion of methane 
into syngas over a temperature range of 350-650 oC, and that this is in agreement with 
the results from a commercial Pt catalyst under the same operating conditions. 
Additionally, the model allows for a mechanistic relation between the electrochemical 
properties of the SSEP catalyst, operating conditions and the performance of partial 
oxidation of methane. The model can be employed in studies that are aimed at 
quantifying the enhancement of partial oxidation of methane due to SSEP effect. 
The performance of catalytic partial oxidation of methane is affected by many process 
parameters such as geometric configuration, feedstock compositions, type of catalyst, 
catalyst loading, heat and mass transfer processes. It is based on this realization that 
Chen et al. (2010) undertook a study on the characteristics of partial oxidation of 
methane with/without heat recovery. Their study constitutes a numerical simulation 
which investigates the reaction characteristics in a swiss-roll reactor. They used 
ANSYS FLUENT v12 to solve the governing equations and boundary conditions. The 
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results from their study reveal that pre-heating the reactants leads to an enhanced 
hydrogen and carbon-monoxide selectivity as well as improved methane conversion. 
Furthermore, their results suggest that the increased number of turns in the reactor 
and the lower gas hourly space velocity (GHSV) lead to improved process 
performance. Despite the enhanced process performance, more work is still to be 
done to overcome the challenges encountered in a large-scale production. 
The steady-state CFD simulations are computationally efficient in comparison to the 
dynamic CFD simulations. However, for simulations of complex geometries, the 
steady-state simulations become computationally demanding due to a large number 
of variables (Quiceno et al., 2006). As a result, there have been a number of studies 
aimed at reducing the computational expense in steady-state CFD simulations by 
reducing the number of species and  reactions in the microkinetic models (Deshmukh 
and Vlachos, 2007; Stefanidis and Vlachos, 2009). The models based on a reduced 
mechanism result in a reduced computional expense, however, their results can be 
inacurrate when compared to the full microkinetic models. In view of this, Rebughini 
et al. (2017) used a cell agglomeration algorithm to help reduce the computational 
expense in a model that couples CFD with a detailed microkinetic model.  
The method works by grouping together the cells of the same thermo-chemical 
properties. In their work, it was proposed that  since there is no transport term in the 
governing equations of the adsorbed species, the cells in the computational domain 
can be considered isolated. In this case, the cell agglomeration algorithm is able to 
reduce the number of adsorbed species that need to be evaluated. The results from 
their work showed a considerable reduction in computing time in comparison to a case 
where such a grouping is not applied. 
2.5. Optimization of the washcoat thickness 
An optimization study on the wash-coat thickness of a monolith reactor for syngas 
production was undertaken by  Stutz and Poulikakos (2008). The study was motivated 
by a realisation that the wash-coat is impregnated with the precious metals, whose 
amount needs to be reduced for economic considerations. These researchers 
modelled the wash-coat as a porous layer, which was approximated as a granular 
medium with an active catalytic surface. The study constitutes an investigation of two 
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models; zero wash-coat thickness and a finite wash-coat thickness. The former model 
comprises the flow channel and the thermal conductive wall (Figure 6); the latter model 
comprises the flow channel, the wash-coat and the thermal conductive wall (Figure 7). 
The optimum wash-coat thickness of 70 μm was found under the conditions of 
constant amount of catalyst per wash-coat and constant feed flowrate.  
They further reported that for a thinner wash-coat, all active sites are accessible; 
however, this comes at a cost of the amount not being sufficient to process the 
reactants . This results in low conversion of reactants because the small amount of 
catalyst is limiting. On the other hand, for a thicker wash-coat, they reported that the 
active sites are sufficient to process the reactants; but this is usually not achieved due 
to a reduced residence time. In this case, the limiting effect is the residence time which 
is a result of a constraint on constant flow rate, rather than the increased diffusion 
resistance (Stutz and Poulikakos, 2008). Therefore, the conversion of the reactants is 
inevitably low in this case as well. In partial oxidation, oxygen gets fully consumed 
within the first few millimetres of the catalyst bed, as such, a non-uniform distribution 
of a catalytic material has to be adopted.  This will lead to economic use of the precious 
metals. The mole fraction profiles from the work of Maffei et al. (2014) in Figure 8, 
show that oxygen gets fully consumed within the first few millimetres of the catalyst 
bed. 
 
 
Figure 6:  A computational domain for a zero wash-coat thickness (Stutz and Poulikakos, 2008) 
25 
 
 
Figure 7: A computational domain for a finite wash-coat thickness (Stutz and Poulikakos, 2008) 
 
 
Figure 8: Mole fraction profiles for two duct geometries.Full line: circular duct; dotted line;square (Maffei 
et al., 2014) 
2.6. Numerical studies based on improving catalytic partial oxidation of 
methane 
The catalytic partial oxidation of methane to syngas is characterised by severe 
conditions such as high temperatures and gas hourly space velocity, complex fluid 
patterns and mass transfer limitations (Horn et al., 2007). A typical example is the high 
surface temperatures (800-1100oC) which can result in catalyst deactivation (Tavazzi 
et al., 2007). Because of these challenges, Maffei et al.( 2014) perfomed the CFD 
analysis of the channel shape effect in monolith catalysts for partial oxidation of 
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methane on Rh. Their detailed multiscale analysis of monoliths with square and 
circular ducts revealed that the effect of geometry on local temperature is significant. 
It was reported that the hot spot temperature is higher in the case of the circular duct 
(Figure 9). The formation of local hot spot is also evident from the work of Navalho et 
al. (2013) as demonstrated in Figure 10. However, Maffei et al.( 2014) found out that 
the outlet temperature and composition are not significantly affected by the two 
geometries they employed in their study. Based on the findings from their work, it is 
evident that the reactor configuration can be designed to minimize the formation of 
temperature hot spot.  
 
Figure 9: Temperature profiles for two duct geometries.Full line: Temperature at the corners,  dotted 
line; Temperature  at edges, dashed line: gas-phase temperature  (Maffei et al., 2014) 
Navalho et al. (2013) performed an experimental and numerical investigation on the 
catalytic partial oxidation of methane to syngas. To address the often-encountered hot 
spot formation on the catalyst bed which eventually leads to thermal deactivation (e.g. 
sintering), they developed a 1-D heterogeneous model that considers the radiative 
heat losses. The radiative heat loss from the catalyst bed to the surrounding results in 
lower surface temperatures, thus the formation of local hot spot is reduced. The 
developed heterogeneous model was for a single channel and the coupling between 
transport phenomena and surface chemistry was considered.  They concluded that 
the non-adiabatic reactor configuration operating at low fuel flow rates and high air to 
fuel ratios allows for a significant decrease in maximum catalyst temperature as 
compared to an adiabatic reactor configuration. This is demonstrated in Figure 10. 
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Figure 10: Thermal profiles of  adiabatic (a) and non-adiabatic (b) reactor configurations for different air 
to fuel ratios (Navalho et al., 2013) 
 
The use of simpler models such as boundary-layer and plug flow models addresses 
the high computational expense in the solution of Navier-Stokes equations for 
chemically reacting flows (Schlichting and Gersten, 1999; Raja et al., 2000). The 
boundary-layer approach was used by Schwiedernoch et al. (2003)  for a numerical 
study on  partial oxidation of methane in a catalytic monolith. On the numerical study, 
2-D and 3-D simulations that predict temperature distribution of the entire monolith 
were adopted. This approach was coupled with a 2-D laminar reactive flow field 
simulation that served as a representation of several single monolith channels. The 
species concentration, temperature fields, gaseous velocity and surface coverage of 
the adsorbed species were predicted from the 2-D laminar reactive flow simulation 
based on a multi-step heterogeneous mechanism. The gas phase and surface 
reactions were modelled using the reaction kinetics of DETCHEM computer package. 
In their findings they drew the following conclusions, 
• There exists a strong competition between partial oxidation, total oxidation and 
steam reforming reactions in the reactor. 
• At ignition, only total oxidation of methane takes place and carbon monoxide 
and hydrogen selectivity slowly increases with increasing temperature. 
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Based on the conclusions drawn from their work, there needs to be some work done 
to address the competition between total and partial oxidation and this includes 
investigating the influence of fuel to air ratio to allow for enhanced syngas selectivity. 
The expensive pilot plant work in the design and scale-up of processes can be saved 
by the use of simulations based on efficient mathematical models (Rostrup-nielsen, 
2000). An efficient mathematical model was developed by Bizzi et al. (2004) to conduct 
numerical investigations on the partial oxidation of methane in a fixed bed reactor with 
detailed chemistry. They developed a transient, 1-D model with consideration of 
separate energy balances for the gas phase and solid phases, transport phenomena, 
internal radiation with the fixed bed, longitudinal gas-phase dispersion, and detailed 
surface kinetics. Because of the low pressure drop across the catalyst bed, the 
momentum conservation equation was not considered. Furthermore, the model used 
the plug flow assumptions to simplify the mass conservation equations. On 
microkinetic reactivity, the simplifications were made by considering the catalyst to be 
extremely active and the reaction rate to be faster than the transport of reactants to 
the surface. 
The influence of temperature and feedstock ratio on the reactant conversion and 
syngas selectivity and reactor performance was studied. The findings were that the 
low inert context of the feedstock permits high reactant conversion and syngas 
selectivity. Owing to high prices of pure oxygen, they found an optimal O2/C ratio of 
around 0.56 as a trade-off. The results on the effect of space velocity and reactor 
blowout indicate that at low GHSV, the increase in space velocity results in 
enhancement of the reactor performance due to better mass transfer. At higher GHSV 
reactor blowout occurs. On the reactor geometry, their sensitivity analysis on length to 
diameter at constant volume reveal that deep reactor configurations result in excellent 
performance. 
Schneider et al. (2006) carried out numerical simulations to investigate the catalytic 
partial oxidation of methane in a short contact time reactor. The short contact time 
means a short residence time and compact designs. In these systems, high 
throughputs are achieved at  low capital and energy costs and the use of a small 
amount of a catalyst (Deutschmann and Schmidt, 1999). The developed reactor model 
constituted a steady, 2-D, elliptic numerical code with the detailed chemistry and 
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transport phenomena. The reactor was modelled as a single monolith channel 
operated at a pressure of 5 bar.  The findings from their study as observed in Figure 
11 revealed that the surface temperature is above the adiabatic equilibrium 
temperature by 200 K. This was attributed to short residence times and the multiple 
reaction pathways that constitute steam reforming, water gas shift and methane 
oxidation. The inadequacy of the heat transfer mechanism in controlling the surface 
temperatures was reported, and as a result more robust approaches are needed for 
the thermal management. 
 
Figure 11: Temperature and species axial profiles for case 1 and case 4 predictions (Schneider et al., 
2006) 
The simulations of reactive monoliths based on unsteady-state 1D models often do 
not consider the dynamics of the catalyst surface (Hickman and Schmidt, 1993; Park 
and Vlachos, 2000). The unsteady-state model that takes into account the  dynamics 
of the catalyst surface was used by (Veser and Frauhammer, 2000). However, their 
model neglected the heat and mass transfer limitations in the boundary layer near the 
surface. A more robust approach was adopted by Vernikovskaya et al. (2007) who 
developed a dynamic one-dimensional, two phase reactor model with considerations 
of both transport limitation in the boundary layer of the fluid near the catalyst surface 
coupled with detailed transient kinetic model for reactions on the catalyst surface. The 
influence of dynamic parameters such as thermal conductivity of the monolith, 
equivalent diameter of the triangular channel and linear velocity on the partial oxidation 
of methane was investigated. Their findings indicated that the increase in linear 
velocity and equivalent diameter, and a decrease in axial conductivity of the solid 
phase favours  decreasing a time delay in syngas production in the Pt/Ce-Zr-La/α-
Al2O2 honeycomb monolith. 
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In the catalytic oxidation of methane to syngas, there are many challenges that need 
to be addressed, these include; catalyst poisoning by sulphur or halogen-containing 
compounds and solid carbon adsorption or deposition that normally affect catalyst 
surface performance. In addition, the activation of the catalyst sites is achieved by 
heating at high temperatures. The mentioned challenges are normally addressed by 
non-conventional technologies such as plasma. In an attempt to overcome the stated 
challenges, Luche et al. (2009) performed both experimental and numerical 
investigations of methane conversion to syngas in a plasma reactor. The reactor 
model computed chemical transformation using a PSR code and  CHEMKIN computer 
package. The PSR code is a Fortran computer program that is used to predict the 
steady-state species composition and temperature in a perfectly stirred tank reactor 
(Glarborg et al., 1986). The findings from their study are that high methane conversion 
and the maximum hydrogen production are obtained at low flow rates and methane 
concentration in the feedstock.  
Kostenko et al. (2014) performed numerical simulations to investigate methane 
conversion by partial oxidation in a porous medium reactor with admixing steam. They 
developed a two-temperature (gas/solid) 1-D model that considers the heterophase 
reactions. The model was developed for an adiabatic process with the consideration 
of energy balance equations for the porous medium and the gas phase. The porous 
solid and gas phase was each described by its own temperature and accounted for as 
the interpenetrating continuous media. Owing to the reactions that take place on the 
catalyst surface, the model also considers the carbon deposits. The conclusions drawn 
from the findings were that the maximum temperature in the combustion wave is 
influenced by the composition of feedstock and is mildly influenced by the inlet gas 
velocity. Additionally, the established combustion temperature was such that the 
steam reforming is low, and the partial conversion of steam was attributed to the 
reaction of steam with adsorbed carbon on the porous medium.  
A numerical model that investigates the spatially resolved data of catalytic partial 
oxidation of methane on Rh foam catalyst was developed by  Nogare et al. (2011).  
The spatially resolved data which constitute species concentration and temperature, 
were measured over a wide range of conditions and compared with the micro-kinetic 
model simulations in order to elucidate the influence of transport on catalytic partial 
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oxidation of methane on Rh foam catalyst.  The simulations are based on a 1D model 
that describes heat and mass transfer axially, and this transport model is coupled with 
micro-kinetics. The momentum balance was not taken into consideration as the 
pressure drop was considered negligible. The results from their work revealed that for 
different inlet C/O stoichiometries, both the partial oxidation (CO and H2) and total 
oxidation (H2O and CO2) products are observed. Depending on the feed conditions or 
the position on the reactor axial coordinate, the consumption of reactants can be either 
under chemical or mass transfer regime. These researchers found out that for lean 
mixtures, the consumption of both methane and oxygen is under chemical regime. On 
the other hand, for rich mixtures, the consumption of methane is under transport 
regime and the surface is characterised by lower temperatures. Their findings 
demonstrated that for high ratios of C/O, there is a high presence of carbon atoms that 
results in an increase of C* and CO*.  
Korup et al. (2013) developed a pseudo-2D heterogeneous reactor model with mass 
and heat transport consideration and the model was coupled with a micro-kinetic 
model. The system comprised of 3 phases; a bulk gas phase, a boundary layer phase 
and a chemically reactive surface. Mass and energy balance equations were 
described for each phase as the computational domain was divided into the 3 distinct 
phases. However, in the simulations, the energy balance on the boundary layer and 
surface were not solved for. The underlying reason was that the temperature of the 
gas in the boundary layer equilibrates with the surface temperature.  
Their simulation results based on the mechanism developed by Zerkle et al. (2000) 
indicated that the oxygen mole fraction profiles are in a close agreement with 
experimental data. However, the product profiles revealed a significant difference 
between experimental and model results. On the other hand, the simulation results 
based on the mechanism by Mhadeshwar and Vlachos (2007) gave a better 
agreement with experiments eventhough the water gas-shift reaction rates are 
underpredicted. The two mechanisms do not include carbon growth and this could 
explain the differences between the model and measured profiles. 
The plasma-assisted fuel reforming  is one of the promising technologies for the 
production of syngas and generation of hydrogen for fuel cell vehicles. Given the 
importance of  this technology in the production of syngas, Starik et al. (2015) carried 
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out a theoretical study on partial oxidation of methane by a non-equilibrium oxygen 
plasma. The study was aimed at producing hydrogen rich syngas by activation of 
oxygen through specially arranged electric discharge.  The numerical method entails 
a 1D Euler equations for reacting gas flow. The 1D model was coupled with the energy 
balance equations and kinetic rate balance equations for atoms, molecules and atoms. 
The electric discharge leads to the production of highly reactive atoms and radicals 
which allow for chain mechanism of hydrocarbon oxidation and, thus the conversion 
of hydrocarbons to syngas ensues. 
Their findings reveal that the high yield of syngas is achieved at the CH4/O2 ratio of 
3.0 which translates to a yield as high as 89%. On the other hand, the hydrogen rich 
syngas is obtained at the CH4/O2 ratio of 4 and in this case the yield of syngas is lower 
compared to the former case (~69-76%). Depending on the downstream process, the 
ratio of H2 to CO in the feedstock differs, as such, the findings from these researchers 
make it possible to produce syngas that meets the specifications of different 
downstream processes. Although the model provides the above-mentioned benefits, 
it includes 138 elementary reaction steps, and this could lead to a high computation 
costs if the strongly coupled equations are solved for all the steps. A sensitivity 
analysis can be done to determine how the kinetic, transport and thermodynamic 
properties of each process affect the overall process performance. The processes 
which do not have a significant influence can be neglected from the model equations, 
thus the computational speed can be increased. 
It is difficult to carry out experimental investigations of the steps of the reaction 
mechanism in catalytic partial of methane to syngas (Hickman and Schmidt, 1992). 
This is because of the fast chemistry and high temperature conditions. Simulations 
have to be used for a detailed investigation of the reaction behaviour and the 
explanation of the underlying mechamism. Veser and Frauhammer (2000) 
investigated the importance of homogeneous side reactions, individual reaction steps 
and reactor parameters by means of a one-dimensional two-phase reactor model. The 
detailed chemistry and the elementary reaction mechanism are considered. In the 
model development the underlying assumptions made were that there are no mass 
transfer limitations and the homogeneous reactions were neglected. It was found that 
the reaction pathway is predominantly via a direct oxidation of methane to syngas on 
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a platinum surface. The reactor parameters that were found to be important are 
temperature and gas flow rate. 
The addition of steam and CO2 affects the ratio of H2/CO in the effluent.  Adding steam 
increases the ratio of H2/CO, while the addition of CO2  decreases methane conversion 
and the ratio of H2/CO (De Groote and Froment, 1996). Given the importance of these 
factors, a study was undertaken by Hoang et al. (2005) to simulate an oxygen 
permeable membrane reactor for POM with steam addition. The model constituted a 
2D unsteady heterogeneous model that takes into account kinetics and transport 
phenomena. The study was motivated by a realization that for conventional POM 
processes, there is a low concentration of hydrogen and high energy loss from heating 
large amounts of nitrogen. A 2D model was used to describe the behaviour of the gas 
in the reactor because the oxidation products and oxygen is transported from the 
vicinity of the membrane to the centre. The conclusions drawn from their study are 
that increasing the inlet gas temperature is favourable to partial oxidation of methane 
in an oxygen permeable membrane reactor (Figure 12). In addition, it was found that 
POM in permeable membrane reactor results in higher hydrogen concentration in the 
product in comparison to a conventional reactor, thus it can be used for practical 
applications. 
 
Figure 12: CH4 conversion (b), exit H2 and CO concentrations (a) versus gas space velocity at different 
gas temperatures (Hoang et al., 2005) 
 
A one dimensional mathematical model aimed at describing the influence of process 
parameters on H2/CO ratio was developed by Fernandes et al. (2006). The model 
considered an isothermal membrane reactor at steady state conditions and compared 
its performance with a conventional reactor. Their study revealed that temperature has 
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a pronounced effect on the ratio of H2/CO. They indicated that while the effect of 
temperature on the ratio of H2/CO is complex, the generally observed trend is a 
decrease in the ratio with an increasing temperature. Furthermore, it was 
demonstrated that the conversion of methane can be enhanced by recycling carbon-
dioxide and steam and to the reactor entrance. There are multiple factors that 
influence the ratio of H2/CO and in another analysis, Amin and Yaw (2007) 
demonstrated that by manipulating the ratio of methane, carbon dioxide and oxygen, 
a desirable ratio of H2/CO can be achieved. These authors perfomed their analysis on 
a combined carbon dioxide reforming with partial oxidation. 
A study to examine the production of syngas by partial oxidation of methane over Pt 
and Pt-Rh was undertaken by Hickman and Schmidt (1992). The study was carried 
out under short contact times (10-4 and 10-2 sec) and this allowed for the independent 
analysis of direct oxidation. The method of direct oxidation of methane which is 
represented by Equation 1.2 was employed. The methods that were used prior to the 
work of these researchers included a combination of oxidation and reforming reactions 
to produce syngas from O2 and CH4 (Blanks et al., 1990; Vernon et al., 1990; 
Dissanayake et al., 1991). The objective of  the work of Hickman and Schmidt (1992) 
was to investigate a faster and efficient route of syngas production where H2 and CO 
are the primary products of methane oxidation. However, such an approach is 
compounded by the reactions represented by Equations 2.13 and 2.14 which are 
faster compared to methane activation which is slow especially at low temperatures. 
OHOH 222 2
2
1
→+                                                                          (2.13) 
22
2
1
COOCO →+                                                                   (2.14) 
Their study investigated the effect of mass transport, catalyst geometry and 
temperature on conversion and selectivity. The increase in linear velocity of gases was 
found to enhance the selectivity of syngas. Given that the direct methane oxidation 
was applied, and it is fast in nature, the mass transfer rate needs to be higher to 
minimize chances of H2 and CO reacting with O2. Furthermore, it was demonstrated 
that the catalyst geometry must be such that a thin boundary layer exists as this leads 
to reduced concentration of partial oxidation products near the surface. 
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Various mathematical models such as a transient 2D two-phase dispersion and 
steady-state 2D detailed flow have been used for monoliths, packed-bed reactors and 
membrane fuel cell systems (Deutschmann and Schmidt, 1998a; Bizzi et al., 2002; 
Bizzi et al., 2004). However, these methods did not include the effect of plasm on 
partial oxidation reactors using 2D heterogeneous models. Ra et al. ( 2012) undertook 
a numerical investigation of catalytic partial oxidation of methane to syngas using a 
plasma-assisted gliding arc reactor. Their numerical study entails a 2D heterogeneous 
plug flow model that considers radial dispersion, rate equations and transport for both 
gas and solid phase. The heterogeneous plug flow model was employed to relax the 
oversimplifications that a pure plug flow model makes regarding heat and mass 
transfer. The model included the main global reactions for catalytic partial oxidation of 
methane which are constrained to total oxidation, steam reforming, dry reforming and 
water gas shift reaction. A close agreement between experimental and model results 
was found. The influence of process parameters on the process performance was 
investigated.  
The findings reveal that an increase in GHSV results in a decrease in the mole fraction 
of CH4, O2, H2O and CO2. Additionally, high GHSV results in lower H2 and CO mole 
fractions and reactants conversion. The influence of feed composition was also 
investigated, and the findings revealed that an increase in O2/CH4 molar ratio results 
in an increase in reactor temperature and methane conversion. Furthermore, the H2O 
and CO2 mole fractions increased with the increase in O2/CH4 molar ratio, while the H2 
and CO mole fractions decreased. 
Chaniotis and Poulikakos (2005) carried out a numerical investigation for a micro-
reformer used in catalytic oxidation of methane for hydrogen production. The reactor 
model consists of a surface perfectly stirred reactor which is a simplified model. The 
simplied model was validated against the comprehensive models that involve Navier-
Stokes equations. Their approach considers a single channel with no axial conduction 
as the channel walls are assumed to be thermally thin. In addition, the channel walls 
were considered to be adiabatic. However, axial conduction and radiation may change 
the system performance and must be considered. This is because the hydrogen yield 
and methane conversion are strongly dependent on surface temperature, hence 
conduction through the walls should be included. The underlying assumptions made 
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by the surface perfectly stirred reactor model are that the conversion of reactants to 
products is determined by the chemical reaction rates rather than by diffusion, 
convection or other transport processes. In addition, the authors state that due to short 
contact times and flow residence time in the channel, the outlet composition is not in 
thermodynamic equilibrium. However, for longer residence times, the outlet 
composition agrees with thermodynamic equilibrium. 
The validity of this simplified method was determined to check whether it captures all 
the features manifested in 3D models that take into account both transport and 
chemistry. Their findings indicate that their simplified model agrees more satisfactorily 
with the models that solve the full Navier-Stokes Equations. Given the simplifications 
employed in their model, it was found that it is possible to perform thousands of 
simulations over a space of 3 hours on a 3.0 GHz Intel Xeon workstation, thus leading 
to a considerable reduction in computational expense. Such a fast simulator is 
important in that can be applied in geometric optimization and thus help alleviate 
pressure drop, hot spot formation and reduce manufacturing costs (economic 
analysis) in catalytic partial oxidation of methane. 
2.7. Economic considerations 
 
The chemicals industry has over many years dedicated its work to the development of 
technologies that ensure elimination of environmentally hazardous substances, 
sustainable development and maximize productivity at lower production costs 
(Kapteijn et al., 2001; Tomas, 2006). To achieve this goal, catalysts are often used as 
they allow for significant energy savings and reduce the production of by-products 
which could result in increased separation costs. Among the processes that have 
received substantial attention is the catalytic partial oxidation of methane to syngas on 
precious metal catalysts. This process has been shown to present many advantages 
over conventional processes such as steam reforming due low capital costs, low 
energy costs, low pressure drop and faster reactions which lead to short-contact times, 
hence compact reactor designs (Recupero et al., 1998; Welaya et al., 2012; Sengodan 
et al., 2018). 
In the past, partial oxidation on a commercial scale was carried out by non-catalytic 
processes. This comes at a cost since higher temperatures (1250 -1500 oC) were 
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used. Recently, the development of highly active catalysts allowed for the operation at 
lower temperatures. The findings from the work of Chang and Heinemann (1993) 
indicated that partial oxidation of methane can be initiated at 400 oC if the Co/MgO 
catalysts with high Co loading (>28 wt%) are used. The CoO-Yb2O3 catalysts showed 
high selectivity and activity in the conversion of methane to syngas at temperatures 
below 700 oC (Choudhary et al., 1992). However, the precious metals used in the 
development of catalysts are expensive. Therefore, the design of the reactor and the 
catalyst should be such that the capital and operating costs are minimised. Campbell 
et al. (1994) asserts that the economics of partial oxidation dictates that the process 
be operated at a high pressure. This is because the gas volume doubles during the 
reaction process and there is need to compress the gas. 
The catalytic partial oxidation of methane to syngas is carried out  on precious metal 
catalysts such as platinum and rhodium. Given the high cost of the precious metals, 
the catalytic partial oxidation process has to be designed to allow for high profitability. 
The fast solvers for conversion, selectivity and other process parameters  can help to 
facilitate the economic analysis. A fast solver allows for an investigation of a range  of 
reactor configuration and operating conditions, thus the optimum operating conditions 
can be found. The catalytic partial oxidation of methane is characterised by the first 
few millimetres of the catalyst bed dominated by partial oxidation, and down the 
catalytic bed by the endothermic steam reforming and water gas shift reactions 
(Prettre et al., 1946; Hawk et al., 1932; Anderson and Boudart, 1983). Owing to the 
reactions reaching completion within a few millimetres of the catalyst entrance, it is 
possible to reduce the cost of catalyst fabrication. 
The savings on capital cost in the production of syngas can be increased by combining 
oxygen separation from air with steam reforming and methane oxidation into  a single 
unit. This is achieved through the application of oxygen transfer membranes (Mazanec 
et al., 2001). The economic analysis of the oxygen transfer membrane for syngas 
production revealed that the economic advantage is greater than 35% compared to 
the conventional processes. However, problems such as element fabrication, stress 
on ceramics and ceramic to metal seals have to be addressed for the process to be 
commercialised.  
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Carolan et al. (2001) performed the economic evaluation for the ceramic Ion Transport 
Membrane (ITM) technology for production of syngas from natural gas. This 
technology fabricates the membranes from non-porous, metallic oxides that operate 
at high temperatures and have high O2 flux and selectivity. The high temperature 
syngas generation process and air seperation are combined into a single membrane 
reactor, and this results in  significant cost reductions.  The savings on capital cost 
were found to be greater than 33% when compared to a conventinal O2-blown 
ATR/ASU technology for syngas production. 
The non-uniform distribution of the active catalytic material on the monolithic walls can 
help reduce the cost of fabrication. Several studies on non-uniform catalyst distribution 
have been performed. Becker and Wei (1977)  studied the durabilities of uniform and 
non-uniform catalyst distribution towards poisoning. The methodology that integrates 
an optimum reactor size with non-uniform catalyst and catalyst deactivation was 
developed by Hwang and Smith (2008). The researchers concluded that non-uniform 
catalysts reveal higher activity, selectivity and are resistant to poison in comparison to 
uniform catalysts.  The superiority of non-uniform catalysts over uniform catalysts has 
been reported by several authors (Kasaoka and Sakata, 1968; Mars and Gorgels, 
1964; Michalko, 1966; Michalko, 1966b).   In the context of monolith reactors, in 
addition to the mentioned advantages of using the non-uniform catalysts, the 
economic benefits of employing such configurations are possible. Wu and Hammerle 
(1983) reported that a three-way catalyst which consists of Pd catalyst as the inlet half 
and Pt and Rh as the outlet half results in the reduction of precious metal cost when 
compared to an equal volume three way catalyst. 
 
2.8. Experimental work on the catalytic partial oxidation of methane 
Over the past years, there has been a substantial effort both experimentally and 
numerically to investigate the catalytic partial oxidation of methane to syngas. This 
section will focus on the work reported for the experimental investigation of catalytic 
partial oxidation of methane and identify some areas requiring further investigation for 
the improvement of the process.  
Bizzi et al. (2002)  performed theoretical and experimental investigations on the short 
contact time partial oxidation of methane on rhodium coated alumina spheres. On the 
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experimental part, the experimental set-up was split into four distinct sections; mixing 
section, reactor section, gas cooling section and gas analysis section. In their study a 
fixed bed reactor was used, and its choice was premised on the notion that fixed bed 
reactors offer a good performance particularly when it comes to stability and operation. 
They reported that methane conversion increases with increasing space velocity. 
Additionally, the catalyst surface temperature, selectivity of syngas and the gas-phase 
outlet temperature also increase with increasing space velocity. However, there are 
some inconsistencies in the literature on the effluence of space velocity as some 
authors report a decrease in methane conversion with increasing space velocity 
(Smith and Shekhawat, 2011). This is expected as an increase in space velocity 
results in decreased residence time. 
Pino et al. (2002) investigated the use of partial oxidation of methane to produce 
hydrogen for polymer electrolyte fuel cells. The study was motivated by the many 
advantages partial oxidation of methane presents which include low cost, less energy 
intensive, compact designs and fast start-up (Recupero et al., 1998). However, to 
achieve the functionality, a catalyst that is active, resistant to carbon formation, offers 
little sintering and poisoning is desired.  In their study, these researchers investigated 
the partial oxidation of methane with undiluted air on a ceria-supported Platinum 
(Pt/CeO2) catalyst. The catalyst preparation was carried out by a novel solution-
combustion method with varying metal loading. Their findings indicate that an excellent 
catalyst activity towards partial oxidation of methane is manifested at 2% Pt/CeO2.  
Methane conversion was found to increase with  both temperature and Pt content in 
the catalyst as shown in Figure 13. For example, at  0.5, 1 and 2% Pt/CeO2, methane 
conversion (at 900 oC, O2:CH4=0.5 and GHSV= 80000 h-1) was found to be 82, 88 and 
95% respectively. Additionally, they showed that there are no carbon deposits formed 
even after 100 h of reaction time under the operating conditions as required in 
hydrogen production for fuel cell electric vehicles. Given the advantages partial 
oxidation of methane presents in hydrogen production for fuel cells, an extensive 
research is needed to allow for a large-scale application of the process. 
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Figure 13:Effect of reaction temperature on CH4 conversion over Pt/CeO2 with different amounts of 
platinum (Pino et al., 2002) 
 
The findings from the work of Pino et al. (2002) agrees with the work on methane 
partial oxidation over Pt/CeO2 by Pantu and Gavalas (2002). These authors found that 
methane conversion increases with increasing temperature. Furthermore, the Pt/CeO2 
catalyst was found to maintain high conversion and selectivity when the feed ratio 
(CH4:O2) was changed from 1.7 to 2.3. 
Space velocity affects the selectivity of syngas for the partial oxidation of methane. To 
investigate the extend of this influence under different support geometries, Hohn and 
Schmidt (2001) carried out a study using Rh-coated spheres. The catalytic support 
geometries used are alumina monoliths and non-porous alumina spheres. The method 
of preparation of both the support geometries was the same. The findings from their 
study reveal that the use of spheres as supports for partial oxidation of methane results 
in higher selectivity at all space velocities.  However, the use of alumina monoliths as 
catalytic supports results in poor syngas selectivity at space velocities above 4x105 h-
1. The difference in the performance of the two support geometries at varying space 
velocities is attributed to the differences in heat transfer phenomena in the two 
geometries. Their heat transfer model revealed that higher rates of convection in 
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monoliths give rise to lower front temperatures as compared to spheres. The lower 
front temperatures lead to blowout and lower syngas selectivity. 
A comparison on the performance of Rh and Pt catalysts for partial oxidation of 
methane was performed by Horn et al. (2007). The analysis was done with respect to 
selectivity and yield in the oxidation zone, mass transport limitations, percentage 
contribution of partial oxidation and steam reforming to the yield of syngas. Both Rh 
and Pt catalysts were prepared by impregnating α-Al2O3 foam supports with aqueous 
Rh(NO3)3 and H2PtCl6 precursor solutions. Their findings reveal that both H2 and CO 
are formed in larger amounts in the oxidation zone for a Rh catalyst compared to Pt.  
In a similar manner to the oxidation zone, in the reforming zone, Rh was found to result 
in higher methane conversion than Pt. The length of the oxidation zone was found to 
be longer in Pt (2.33 mm) compared to Rh (1.33 mm) and the Pt catalyst was found to 
operate at a higher temperature.  Both catalysts revealed that the methane partial 
oxidation is oxygen transport limited. These researchers concluded from the high-
resolution spatial profiles that catalytic partial oxidation of methane is a combination 
of both partial oxidation and steam reforming. Additionally, the yield of H2 was found 
to be higher in H2 than Pt and this was attributed to the following reasons: 
1. Rh allows for effective activation of CH4 in the presence of O2 than Pt 
2. Rh forms H2 more selectively in the presence of O2 than Pt 
3. Compared to Pt, Rh is evidently a more active steam-reforming catalyst. 
According to Neagoe et al. (2015), the thermodynamic analysis reveal that the best 
operating conditions for partial oxidation of methane are ambient pressure and high 
temperatures (<900 oC). These authors state that the catalytic partial oxidation of 
methane is more efficient at low pressures as high pressures make it difficult to convert 
methane (to H2 and CO) selectively. However, there have been studies that focus on 
high pressure methane catalytic partial oxidation (Lotti and Sliepcevich, 1967; Vernon 
et al., 1992; Lyubovsky et al., 2005; Kobayashi et al., 2011). One of the first authors 
to report some findings on methane oxidation at elevated pressures are Newitt and 
Haffner (1931).  
The findings on  methane partial oxidation at elevated pressures indicate that the 
concentrations water and carbon-dioxide increase with increasing pressure. However, 
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the effect of high pressure can be compensated by operating at high temperatures. 
This is evident from the work of Dissanayake et al. (1991), who reported that at 1173 
K and 10 bar (Figure 14), methane conversion is higher than 80% while carbon-
monoxide selectivity is higher than 90 %. The conclusion drawn from their study is that 
the production of syngas from methane is may be feasible at elevated pressures. 
 
Figure 14: The effect of pressure and temperature on CH4 equilibrium conversion (a) and equilibrium 
CO selectivity (b) at CH4/O2=1.78 (Dissanayake et al., 1991) 
 
The investigations on the influence of pressure on the catalytic partial oxidation of 
methane in monolith reactors should be done at a constant  inlet mass flow instead of 
a constant space time to avoid exaggerating the negative influence of  pressure 
increase (Sari, 2017) 
2.9. Summary  
There have been some substantial developments in the modelling of catalytic partial 
oxidation of methane to syngas due to the many advantages it presents over the 
conventional methods such as steam reforming. Despite some intensive research 
work, catalytic partial oxidation has not replaced steam reforming on an industrial level. 
This is largely due to the formation of hot spots that ultimately leads to catalyst 
deactivation. Additionally, the complex interplay of total and partial oxidation results in 
the low yield of syngas and the slow technological progress of the process. Research 
into simulated heat transfer across multiple tubes appears to be limited due to the high 
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computational expense. Researchers that have considered heat transfer in multiple 
tubes have not included the homogeneous and heterogeneous reactions (Flytzani-
Stephanopoulos et al., 1986; Cybulski and Moulijn, 1994), and those that included 
reactions have assumed that the surface and gas-phase reactions have one-step 
chemistry (James et al., 2003). To facilitate the design and optimization of the process 
and the scale-up for industrial applications, fast solvers are needed to allow for an 
investigation of a range of reactor configurations and operating conditions. The 
solutions to the described challenges can be found by the application of fast and robust 
methods.  
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Chapter 3. Research Objectives 
 
Optimisation of monolith reactor systems is complicated by spatial distributions in heat 
and mass even momentum transfer. It is required that a simulation used for 
optimisation of the geometry be both fast-solving and exhibit a high level of accuracy. 
To facilitate geometric and economic optimisation, this programme aims to hybridise 
analytical solutions with effectiveness factor approaches to develop algebraic models 
that accurately represent the PDEs that describe monolith reactors. The hybrid model 
constitutes a cylindrical model that approximates the behaviour of a bundle of 
channels acting as axial heat sources. 
The abovementioned hybridization is facilitated through the coupling of the modified 
plug flow model for a single channel monolith with the analytical solutions for heat 
transfer across the neighbouring channels. By their model construction, plug flow 
models neglect momentum, heat and mass transfer gradients. As a result of this, CFD 
models or lumped models that take into account the transport phenomena are often 
used (Nogare et al., 2011). The present work concerns an attempt to account for 
transport limitations by adopting an effectiveness factor approach for integration into 
a plug flow model. The simplifications made by the plug flow model on momentum, 
heat and mass transfer are relaxed through the application of effectiveness factor. 
The model will help facilitate geometric optimization with the view of reducing 
manufacturing costs (by using less catalyst), and alleviating pressure drop and hot 
spot formation that deactivates the catalyst. In addition, the study concerns the use 
the hybrid model in the economic analysis of methane partial oxidation to gauge 
operating conditions and process parameters that maximize profitability 
3.1. Hypothesis 
 
The complex behaviour in monolith reactor modelling can be solved by coupling a two-
scale model through a linear combination of two analytical solutions. 
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Objectives of the study 
• Predict temperature, selectivity, surface coverage and concentration. 
• Perform economic analysis to determine the operating conditions and 
parameters that maximize the process profitability. 
• Perform sensitivity analysis to gauge the systems response to changes in 
feedstock ratio, channel diameter and kinetic data. 
• Use CFD as a numerical experiment and benchmark to validate the hybrid 
model and the modified plug flow model. 
• Compare the computational expense of the CFD multichannel model and the 
hybrid model. 
• Determine the channel size and operating conditions that minimize the 
formation of local hot spot and ultimately prevent catalyst deactivation. 
• Attempt to account for wall mass transfer by adapting an effectiveness factor 
approach for integration in a plug flow model. 
• Determine whether the distribution of the catalytic material on the monolith 
walls can improve the economics of methane partial oxidation. 
3.2. Key Questions 
• Can the coupling of analytical solutions to single channel mass and momentum 
transfer with heat transfer across the single-shell extra- multi- channel space 
capture the same features observed from solving a detailed CFD multichannel 
model? Is there an equivalent homogeneous cylindrical model that 
approximates the behaviour of a bundle of channels acting as axial heat 
sources? 
• Are the effectiveness factor approaches able to accurately correct the wall 
mass transfer? 
•  Can the reactor configuration be optimized to reduce the formation of local hot 
spot? 
• Can the non-uniform distribution of the catalytic material on the monolithic walls 
improve the process economics of methane partial oxidation? 
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Chapter 4. Model Development 
In heterogeneous catalysis, it is normally the case that the surface species may be 
large in number and this leads to numerous mass balance equations particularly in a 
case where a micro-kinetic modelling approach is adopted. In a case of a micro-kinetic 
model, where there is no assumption made regarding the rate limiting step, the full 
mass balance equation is solved for each component. The use of the micro-kinetic 
model in CFD simulations is required because the reduced mechanisms can result in 
significant deviations from experimental results (Partopour and Dixon, 2017). 
Therefore, the computational expense becomes high due to a large number of 
species, stiff and non-linear equations. The simulations of heterogeneous catalytic 
reactions in multi-channel monoliths is limited due to the high computational expense. 
To address this, the current study will develop a computationally efficient way of 
solving the governing equations in this multi-channel system by adopting a pseudo 
homogeneous approach. 
The source terms from the balance equations often result in a stiff set of equations 
that increase the computational time in the solving of the catalytic reacting flows. There 
have been numerous approaches over the years that were developed to reduce 
computational expense in these systems (James et al., 2003; Goldin et al., 2009; 
Rebughini et al., 2017). Rebughini et al. (2017) used a cell agglomeration algorithm to 
help reduce the computational expense in a model that couples CFD with micro-
kinetics to surface reactivity.  The method works by grouping together the cells of the 
same thermo-chemical properties before calling the reaction step integrator. As a 
result, this leads to a significant reduction in the number of chemistry integrations. In 
the work of modelling heterogeneous catalytic systems in CFD, the computational cells 
are taken as independent batch reactors, as such, the method used by these 
researchers groups the cells on that basis. In such a grouping, the results from their 
work showed a considerable reduction in computing time in comparison to a case 
where such a grouping is not applied. Given that the computational expense is 
proportional to the number of lumped zones instead of the number of cells, the 
extension of this method to multichannel monoliths can address the high 
computational cost. 
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A simple multichannel model that investigates the effect of spatial coupling of channels 
was developed by James et al. (2003). The model approximates the convection term 
by linearization and includes heat transfer between channels. The underlying 
assumptions are that the heterogeneous and homogeneous reactions are a simple 
one step chemistry and diffusion is negligible. However, the design of monoliths for 
practical applications requires the use of more detailed approaches. 
4.1. A numerical description of heterogeneous catalytic reacting flows 
The numerical approach to describing the catalytic reacting flows constitute a system 
of conservation equations. The mathematical equations that describe flow processes 
are non-linear partial differential equations. The solution to these equations yields a 
distribution of concentration, temperature and velocity vector fields. The current study 
investigates catalytic partial oxidation of methane in monolith reactors. Both the single 
and multichannel monolith simulations are performed. The system is considered to be 
laminar and operated at atmospheric pressure. Pressure drop is considered to be 
negligible and both the uniform and non-uniform gas distribution in the channels is 
investigated. Furthermore, the distribution of the catalyst activity is taken to be uniform. 
Given that the system under consideration is heterogeneous, there needs to be a 
mathematical description of both the gas and the solid phases. The description of 
reaction rates requires a chemical reaction mechanism that describes the reaction 
pathway. The DETCHEM reaction mechanism (Table 2) for partial oxidation of 
methane on platinum was employed (Quiceno et al., 2006). The micro-kinetic 
modelling is adopted,  and in this approach no prior knowledge of the rate limiting step 
is needed as all the elementary reaction steps are considered. 
Analytical solutions to these conservation equations are difficult to find, as such, 
numerical solutions are often adopted. A numerical solution should predict chemical 
reaction rates, transport and thermodynamic properties. The equations that describe 
fluid flow are the Navier-Stokes equations and are usually solved using CFD codes. 
For flow through tubes with homogeneous and heterogeneous reactions, the CFD 
codes are coupled with microkinetic solvers. 
The equations that are used to describe the local reaction rate on the surface are 
expressed as a function of mean molar concentration are as shown in Equation 4.1. 
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The mean field approximation was employed, and the fractional surface coverage is 
described as shown in Equation 4.3. The Mean Field Approximation makes the 
assumption that the local state of the active surface can be represented by mean 
values of the species coverage (Kunz et al., 2011). In this case the reaction rate is 
represented as a function of the species molar concentration and surface and 
coverage. In the evaluation of chemical reaction rates, for a series of elementary steps, 
the most crucial rate is the intrinsic rate of the reaction which comprises rate of 
desorption, chemisorption and surface reaction.  The kinetic data for evaluating these 
rates are obtained experimentally in the absence of heat and mass transfer limitations. 
The reason for using the intrinsic rate in this case is to avoid the double inclusion of 
the diffusion terms, as the diffusion terms are included in the overall reactor model 
(Hagen, 2006). 
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hetri  is the formation rate of species i, X is the surface species molar 
concentration, Ks is  is the number of elementary surface reactions, Ns is the number 
of adsorbed species and v’ik are the stoichiometric coefficients.  
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Where Ak is the preexponential factor, Ɵi is the species surface coverage, Eak is the 
activation energy, βk is the temperature coefficient and R is the gas constant. The 
species surface coverage is calculated from  Equation 4.3. 
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4.2. Modelling of a monolith 
The modelling challenges in monoliths are twofold. The monolith consists of many 
thousands of channels, each with spatial distribution of heat and mass transfer even 
momentum transfer. Yet the systems sub-model needs to be relatively simpler. 
A faster way of predicting state variables in a multichannel monolith would be adopting 
a pseudo homogeneous approach. The method treats a monolith bundle of channels 
as a single cylindrical channel, but with the same overall dimensions from a multi-
channel case. Figure 15 is a representation of a full-scale monolith (a) and a monolith 
viewd using a pseudo homogeneous approach (b). 
 
 
 
Figure 15:  A schematic of a full-scale monolith reactor (a) and a pseudo -homogeneous model adopted 
in modelling a monolith reactor (b) 
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4.3. Scale and scope of modelling 
Monolith reactor modelling can be classified in two scales, namely the micro and 
macro scales. The micro scale typically refers to the single channel with low to 
moderate computational time. On the other hand, macro scale refers to the bundle of 
channels (normally in the thousands) across which conduction results in strong 
coupling of fluid properties and hence the transport and kinetic characteristics in each 
channel. This coupling at the macroscale is the primary cause of the high 
computational expense of these systems. The schematic in Figure 16 illustrates the 
described notion.  
Although the gas flow is in the channels, the local reaction temperature within a tube 
depends not only on the axial position but the radial position of the tube within the 
bundle. Chen et al. (1988) investigated the importance of radial heat loss and non-
uniform flow distribution in monolithic catalytic converters. The findings from their study 
indicate that radial heat loss and non-uniform flow distribution lead to thermal 
gradients. This is illustrated in Figure 17 where radial heat loss and flow maldistribution 
result in severe thermal gradients. Therefore, the  radial conduction of heat across the 
“bundle” of channels should be considered in monolith modelling. The first step in 
developing a fast solving model requires a high-speed simulation of the heat and mass 
transfer within a single channel. Integrating such a model into a multichannel monolith 
simulation, will make the overall simulation speed significantly higher.  
The modified plug flow model, proposed herein, falls under the category of micro scale 
modelling since it treats a monolith as a single channel (Figure 16) and does not take 
into account the interaction of channels through heat transfer. The dispersed plug flow 
model coupled with effectiveness factor approaches can only be used to describe the 
chemical and physical phenomena in a single channel monolith.  On the other hand, 
the second approach which utilizes the hybrid model falls under the macroscale 
modelling as the monolith is modelled as a bundle of thousands of channels. 
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Figure 16: A schematic of a monolith reactor (IndiaMART, 2009) 
 
 
 
Figure 17: Temperature contours (Chen et al., 1988) 
 
4.4. OpenFOAM 
OpenFOAM was used in the modelling of partial oxidation of methane. OpenFOAM is 
a free computational mechanics tool that solves the Navier-Stokes equations 
numerically and makes use of C++ object-oriented libraries. The transport and reaction 
terms in conjunction with continuity and momentum equations were solved by the use 
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of OpenFOAM CFD code with the integration of an OpenFOAM solver named 
catalyticFOAM that performs CFD simulations with the micro-kinetics of surface 
chemistry. CatalyticFOAM is a microkinetics solver that allows for multiscale 
simulations for general geometries and is based on first-principles approach to 
heterogeneous and homogeneous reactions (Maestri and Cuoci, 2013). The solver 
consists of  two kinetic libraries to manage the gas-phase chemistry and surface 
microkinetics. It employs the operator-splitting methods to split the governing 
equations into sub-equations and applies the best numerical methods for each sub-
equation. As a result, this approach avoids the costly matrix operations which are often 
encountered in fully coupled algorithms. 
The solution procedure in CFD comprises a 3-step process which involves pre-
processing, solving and post processing. 
4.5. Pre-processing 
The pre-processing step entails the meshing and discretization of the flow domain. 
The discretization process involves the separation of the flow domain into a 
computational mesh which consist of cells (Maric et al., 2014). The collective of all the 
cells is the computational grid. The discretization which is done both temporally and 
spatially is carried out through the finite volume method. The grid independent solution 
is achieved by increasing the mesh resolution in the areas of the domain where larger 
gradients occur. 
4.6. Finite Volume Method 
The Finite Volume Method is a technique that is used to transform the partial 
differential equations that represent conservation laws into discrete algebraic 
equations (Moukalled and Mangani, 2016). Prior to discretising the governing 
equations, the solution domain is divided into a finite number of computation cells. A 
typical finite volume grid is as shown in  
Figure 18. The method employs the integration of the governing equations over a finite 
control volume to obtain the discretised transport equations. For example, a generic 
transport equation shown in Equation 4.4 is discretised as observed in equation 4.5. 
𝜕(𝜌𝜙)
𝜕𝑡
+ ∇. (𝜌𝑈𝜙) = ∇. (Γ𝜙∇𝜙) + 𝑆𝜙               (4.4) 
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∫ {∫
𝜕(𝜌𝜙)
𝜕𝑡
𝑑𝑣 + ∫ 𝜌𝑈(𝜙). 𝑛𝑑𝑆 = ∫Γ𝜙∇𝜙. 𝑛𝑑𝑆 + ∫ 𝑆𝜙𝑑𝑉𝑉𝑆𝑉 } 𝑑𝑡
𝑡+∆𝑡
𝑡
                (4.5) 
In Equation 4.5, the variable V represents the volume of a computation cell, while S 
represents the surface of a computation cell. For a  steady state operation, the  first 
term of Equation 4.5 and the outer integral over time will vanish and the resulting 
equation is as follows,  
∫ 𝜌𝑈(𝜙). 𝑛𝑑𝑆 = ∫Γ𝜙∇𝜙. 𝑛𝑑𝑆 + ∫ 𝑆𝜙𝑑𝑉𝑉𝑆                    (4.6) 
Where the first term is the net convective flux of scalar quantity ϕ, the second term is 
the net diffusive flux and the fourth term represents the source or sink. The integration 
of Equation 4.6 on a computational cell requires two levels of approximation. The first 
level entails the approximation of the surface or volume integrals in terms of variable 
values on the cell face within the control volume (Ranade, 2001). At the second level, 
the approximation of variable values is done in terms of the values of the computational 
nodes (cell centres). 
 
Figure 18: A finite volume control volume for a cartesian grid  
The first level approximation  for a control volume centered on node Q in 
Figure 18 is done by a second-order approximation to replace the volume or surface 
integrals. The flux through the control volume boundary can be calculated as follows, 
= fdsF eSe                      (4.7) 
Where f represents the component of the diffusive of convection vector which is normal 
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to face Se and e in the area of face e. The second-order approximation of Equation 
4.7 results in Equation 4.8. 
eee SfF =                       (4.8) 
Where fe represents the value of the integrand at the centre of face e. 
4.7. Operator splitting schemes 
The micro-kinetics solver developed by Maestri and Cuoci (2013) solves the transport 
reaction equations by employing the operator splitting schemes.  The operator splitting 
becomes an effective approach because in solving these equations it separates the 
reaction and transport terms. Ren & Pope (2008) applied the strang splitting schemes 
on the form of the time-dependent reaction-transport system shown in Equation 4.9. 
)),(,())(,( trurMrurS
dt
dr
+=                           (4.9) 
In Equation 4.9, S represents the rate of change of the primary variables due to 
chemical reactions, M denotes the change of primary variables resulting from transport 
processes, r denotes the dependant primary variables and u denotes the secondary 
variables which are known functions of r. These researchers described the different 
splitting schemes in a threefold process. 
The first step entails the integration of the reaction terms over a time interval Δt/2. This 
is done by solving Equation 4.10. 
))(,( aa
a
rurS
dt
dr
=          (4.10) 
In this process, the initial condition which is denoted by ra(0) becomes the final state r 
from the previous time step. The solution from Equation 4.10 is represented by ra(Δt/2). 
The second step involves the integration of the transport terms over the time step Δt 
by solving Equation 4.11. 
 
)),(,( trurM
dt
dr bb
b
=                 (4.11) 
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In this case the initial condition which is denoted by rb(0) becomes the final state from 
step 1,ra(Δt/2), and the solution of Equation 4.11 is represented by rb(Δt). The final 
step is similar to the first time and it consists in taking the final state of step 2, rb(Δt), 
as the initial condition. The final state of the system is represented by the solution 
rb(Δt/2) and this solution is used as the initial condition in the next time step. 
The operator splitting is second order accurate in time and space (Khan and Liu, 
1995). The spatial accuracy is achieved when the time step is close to the stability 
limit. A converged and stable solution can be achieved by mesh refinement.
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Chapter 5.  Modelling of a single channel  monolith 
5.1. Governing Equations 
In the first step toward developing a fast-solving hybrid simulation, a detailed CFD 
simulation was used to obtain the unsteady state, spatial temperature and 
concentration profiles for a range of input conditions.  The single channel monolith 
CFD simulation was then accepted as a benchmark to which the modified plug flow 
model was measured against to be considered as viable. The single channel 
simulations were performed on the cylindrical monolith depicted in Figure 19. The 
species mass fractions and temperature profiles from the modified plug flow model 
were validated against the single channel channel CFD results. Upon validation, the 
modified plug flow model was embedded into the multichannel simulation for the fast 
solving hybrid model. 
 
The governing equations for modelling a single channel monolith are presented in 
Equations 4.3, 4.12 to 4.16 and are applicable to both surface and gas phase 
reactions. The law of conservation of mass describes the increase of mass in a fluid 
element as equivalent to the net flow rate of mass into the fluid element. The 
conservation of total mass for a Newtonian fluid is as shown in Equation 4.12.  
Mass and energy balances are represented by Equations 4.14 , 4.15 and 4.16 
respectively. The energy of a fluid element is described as the sum of gravitational 
potential energy, internal and kinetic energy. The first law of thermodynamics 
describes the rate of change of energy of a fluid element as equal to the rate of heat 
addition to the fluid element and the rate of work done on the fluid element (Versteeg 
and Malalasekera, 2007). The energy Equation is represented by Equation 4.15 and 
4.16. The right-hand side of Equation 4.14 describes the reaction rate and the 
transport by diffusion. 
Momentum transfer is represented by Equation 4.13 and its right-hand side describes 
pressure gradient, viscosity and other body forces. The rate of change of momentum 
is defined by the Newton’s second law as the sum of forces on the fluid particle. The 
application of the operator splitting schemes makes an assumption that the chemical 
reaction terms are stiff while the transport terms are non-stiff (Ren and Pope, 2008; 
Maestri and Cuoci, 2013).  The non-linearity of the set of equations is in the source 
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terms which are non-linear in both temperature and concentration. The spatial and 
temporal scales are long due to the numerous species to account for and this results 
in significant computational expense of the simulation. 
The governing equations represented by Equations  4.3, 4.12 to 4.16, the resultant 
boundary conditions (inlet boundaries,outlet boundaries and catalytic walls) and 
surface chemistry form a complete theoretical framework to describe the entire flow 
domain in terms of T, p, x and u.  Where T is temperature, p is pressure, x is the 
species mass fraction and u is the velocity profile respectively. 
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Figure 19: A  cylindrical monolith   
    
 
 
58 
 
The coupling of surface micro-kinetics and the resultant transport properties  was 
achieved by making use of a reaction mechanism for catalytic partial oxidation of 
methane over Pt gauze developed by Quiceno et al. (2006). The total number of 
species from the reaction mechanism is 16 which consists of 6 gas phase species and 
10 adsorbed species. The reaction mechanism is presented in Table 2 and 
mechanism with the associated kinetic data is shown in Table 15. 
5.2. Initial and boundary conditions 
The solution of a set of governing model equations demands that initial and boundary 
conditions to be specified. The boundary conditions are used to determine the 
influence of the surrounding environment on the flow processes. Ranade et al. (2002) 
stated that the solution domain, coordinate system employed in formulating the model 
equations and the characteristics of the model equations are used to determine the 
boundary conditions requirements. 
The commonly used boundary conditions are the Dirichlet and Neumann boundary 
conditions. The Danckwerts-type boundary conditions for are represented by 
Equations 4.19 and 4.20 (the Danckwerts-type were used for a cylindrical channel and 
Dirichlet for a square channnel). In Equation 4.19, u  is the velocity vector, kx  is the 
mass fraction, ρ is density and Dk is the diffusion coefficient. The left-hand side of 
Equation 4.19 represents mass flux due to both diffusion and convection. By 
employing the analogy between heat and mass transfer, and equivalent inlet condition 
for temperature is as shown in Equation 4.20.  The heat and mass flux at the outlet 
boundaries are assumed to be zero as shown in Equations 4.21, 4.22 and 4.23. The 
boundary conditions at the reacting catalytic walls are represented by Equations 4.24 
and 4.25. In these two Equations,  Acat/A represents the ratio of the effective catalytic 
area (active sites per m2) to the total geometric area. The Equations show the heat 
flux due to the exothermic reactions at the catalytic walls and the mass flux due to the 
species reactions at the walls. The no-slip boundary condition was imposed for velocity 
at the walls and for pressure a fixed value at the inlet was specified and a zero gradient 
at the outlet and reactor walls. 
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5.2.1. Inlet boundary conditions 
In this boundary, velocity, temperature and the composition of the feed stock is 
assumed to be known. The velocity boundary condition is represented by Equation 
4.17, where the velocity at the inlet has the known value Uset. The total mass flux for 
each gas phase species and the gas phase temperature is specified using the 
Danckwerts’ conditions in Equation 4.19 and 4.20. 
  setin UU =                                               (4.17) 
00 = solidT                             (4.18) 
0||| kinletkkinletk uxxDux  =−               (4.19) 
0|ˆ||ˆ kinletinletk HuTHu  =−               (4.20) 
5.2.2. Outlet boundary conditions  
At the outlet boundary, the heat flux and the mass flux are assumed to be equal to 
zero as shown in Equation 4.21,  4.22 and 4.23. 
 
0= outletkx                 (4.21)
            
0= outletT                        (4.22) 
0= outletsolidT                 (4.23) 
5.2.3. Catalytic Walls 
At the catalytic walls, a no slip boundary condition is imposed for velocity. For the 
scalar properties such as temperature and species concentration, the boundary 
condition is represented by Equations 4.24 and 4.25.              
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xD = )(,                   (4.24) 
solidsolidgasgas TT )( =                    (4.25) 
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5.3.Solving 
Solution development begins with the choice of appropriate solvers to approximate the 
solution. The nature of the mesh (geometry and topology) and the underlying 
mathematical model dictate the time spend to obtain the solution. The geometry and 
meshing were performed in OpenFOAM blockMesh utility and are shown in Figure 20 
and Figure 21. The governing Equations were solved by catalyticFOAM, a CFD micro-
kinetic solver for heterogeneous catalysis developed by Maestri and Cuoci (2013). 
These authors validated catalyticFOAM against experimental data and Ansys 
FLUENT for a fuel-rich H2 combustion in an annular isothermal reactor. A close 
agreement with a maximum relative error of less than 1% was found.  
The Equations 4.1 and 4.3 represent a set of stiff equations and for their solution, the 
BzzOde numerical libraries were used due to their best performance in handling stiff 
equations (Ferraris and Manca, 1998) .The homogeneous reactions were not taken 
into account as low pressure was considered. Numerical stability, convergence and 
consistency are the properties of the numerical method that should be achieved by 
any solution approach adopted. The solution is taken to have converged if the 
numerical solution and the exact solution are in close agreement as the grid spacing 
tends to zero. To ensure that a solution is consistent, a mesh sensitivity analysis is 
carried out until a grid independent solution is found.  When the truncation error is 
zero, a solution is taken to be consistent.  
In the current study a grid size corresponding to 600 axial cells and 15 radial cells was 
found to be an optimum grid at which the results of the predicted state variables are 
resolution independent. The mesh sensitivity results are presented in Figure 22. In this 
case, the mass fraction profiles along the reactor axial coordinate reveal that the 
profiles are resolution independent from 600 axial cells and 15 radial cells. 
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Figure 20: A single channel monolith  
 
Figure 21: A depiction of mesh generation for a single channel monolith 
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Figure 22: Grid dependence in the prediction of mass fraction profiles in a monolith (300 axial cells 
and 15 radial cells(Grid 1), 600 axial cells and 15 radial cells (Grid 2) and 1200 axial cells and 15 
radial cells (Grid 3)) 
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The temperatures of the gas and the catalyst at the three different grids were 
compared and are shown in Figure 23. As in the case of mass fraction profiles, the 
optimum grid size was found to be 600 axial cells and 15 radial cells. 
 
Figure 23: Grid dependence in the prediction of temperature profiles in a monolith (300 axial cells and 
15 radial cells(Grid 1), 600 axial cells and 15 radial cells (Grid 2) and 1200 axial cells and 15 radial cells 
(Grid 3)) 
 
A grid convergence index method for mesh refinement studies in CFD  by  Roache 
(1994) was used to provide the order of convergence accuracy and the error band on 
the grid convergence of the numerical solution. This method is based on Richardson 
extrapoloation and the grid convergence index is calculated as shown in Equation 
4.23, 
( )1−
=
p
p
s
r
rF
GCI

                                (4.23) 
Where Fs is the safety factor, p is the order of accuracy, ε is the relative error and r is 
the grid refinement ratio. In the current study, the value of Fs is taken to be 1.25 
because three different grids are compared and the value of r is 2. The order of 
accuracy is expressed as follows, 
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Where f represents the solutions from grids 1, 2 and 3. The mass fractions for 
CO,H2,CO2 and H2O at 5.5 mm from the inlet are presented in Table 3. The 
corresponding order of convergence accuracy and grid convergence index are also 
shown. The species mass fractions at zero grid spacing is calculated from Equation 
4.25,  
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Where f1 and f2 are the discrete solutions from the two finest grids. 
Table 3: Species mass fraction at different grids (calculated at 5.5 mm from the  channel inlet) 
Species Grid 1 Grid 2 Grid 3 Zero grid spacing 
CO2 6.966E-07 7.295E-07 7.32E-07 7.3198E-07 
H2O 4.274E-03 4.253E-03 0.00425 4.2502E-03 
CO 2.466E-01 2.510E-01 0.251265 2.5129E-01 
H2 3.474E-02 3.503E-02 0.035054 3.5055E-02 
 
 
Table 4: Mesh refinement analysis using Richardson extrapolation 
Species p ε12 GCI12 (%) ε23 GCI23(%) GCI12/GCI23 rP 
CO2 3.81 4.72E-02 0.453 3.22E-03 0.031 14.67 14.01 
H2O 3.34 5.07E-03 0.069 5.03E-04 0.007 10.07 10.12 
CO 3.83 1.78E-02 0.169 1.23E-03 0.012 14.46 14.21 
H2 3.85 8.38E-03 0.078 5.77E-04 0.005 14.54 14.42 
 
The results in Table 4 indicate that the asymptotic range is achieved because 
GCI12/GCI23≈rp. The order of convergence accuracy for all the species is less than 3.9 
and the mass fractions have an uncertainty of less than 0.5%. The species mass 
fractions at zero grid spacing (Table 3) have an error band less than 0.03%.  
5.4. Post processing 
 Post processing entails the analysis of the results which include temperature, 
concentration, pressure and velocity vector fields. In OpenFOAM, where parallel 
computing is performed to solve the computationally expensive problems on high 
resolution, this step involves reconstruction of the decomposed domain and 
generating the plots of interest. In domain decomposition, the mesh and associated  
fields are  broken into various processors for numerical solution. For post processing, 
the mesh and the field data were reconstructed to generate the complete domain.  
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5.5. Summary of CFD modelling of a single channel monolith 
The temperature and mass fraction profiles for a laminar flow (Re=16.8) in a single 
cylindrical monolith channel simulation are as observed in Figure 24 and Figure 25. 
The simulations were perfomed at the initial temperature of 598.15 K and the species 
mass fractions were 0.318 (CH4), 0.159 (O2) and 0.523 (N2). The summation of 
species mass fractions  in Figure 24  was confirmed to be unity.The 3D plots indicate 
that there exist radial gradients up to 0.005 m axial coordinate, beyond this point the 
radial gradients disappear. The competition between total and partial oxidation is 
evident as there are steep radial gradients of total oxidation products (CO2 and H2O) 
in the few millimetres from the entrance. At this region, there is a high concentration 
of O2 and this results in the formation of total oxidation products. The surface coverage 
results in Figure 26 reveal that carbon coverage increases to the channel exit and this 
agrees with experimental observations (Deutschmann and Schmidt, 1998b).The 
temperature profiles in Figure 25 indicate  that there is a formation of local hot spot 
and this is a common challenge in catalytic partial oxidation of methane. 
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Figure 24: 3D mass fraction profiles  along the reactor radial and axial coordinate (a monolith with 10 
mm in length and 1.0 mm diameter) 
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Figure 25: 3D temperature profiles  along the reactor radial and axial coordinate (a monolith with 10 
mm in length and 1.0 mm diameter) 
 
 
 
Figure 26: Species surface coverage along the axial coordinate (a monolith with 10 mm in length and 
1.0 mm diameter) 
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5.6. A dispersed plug flow approach for a single channel monolith 
A dispersed plug flow model was used to model a single channel monolith instead of 
an ideal plug flow because the axial dispersion considered is sufficient to capture the 
complex transport patterns and the radial and axial flow in a monolith (Dudukovic and 
Felder, 1983). The applicability of the dispersion model is dependent on the value of 
Peclet number (can only be used for Peclet numbers greater than 20). Given that not 
the entire reactor wall is covered with the active element   to gauge the reaction rates, 
the ratio of the impregnated catalytic area to the geometric area was identified as a 
key adjustable variable in Equations 4.33, 4.34 and 4.35.  Although the flow is laminar, 
the reaction rates are strongly non-linear. It was determined that the dispersion model 
that approximates the laminar flow was the best approach to modelling this problem. 
A dispersed plug flow model is represented by Equation 4.33. The gradients 
considered in this case are only longitudinal. The simplifications made by the plug flow 
model with regards to heat and mass transfer result in different reaction rates observed 
in the CFD model and the Plug Flow model. In particular, the dispersion model 
assumes homogeneous reaction, whereas the CFD model models the real-world 
situation of surface reaction. It should be noted that the equivalent homogeneous 
reaction rate was determined by translation between reaction volume and catalytic 
specific surface area as shown in Equation (4.26). Where the left-hand side represents 
the area-based rate (r”) and the right-hand side the volumetric reaction rate (r). The 
underlying assumption in the development of the simplified general flow equations is 
that the fluid is incompressible. 
rVAr ="                    (4.26) 
 
An effectiveness factor approach was adopted to account for these differences.  The 
effectiveness factor approach is an attempt to account for the presence of mass 
transfer limitations. This correction allows for accurate estimates of species 
concentrations and thereby more accurate estimates of the real reaction rate. The 
isothermal and non-isothermal cases were considered in the use of the effectiveness 
factor (η) as a correction factor. For an isothermal case, the effectiveness factor for 
larger values of Thiele modulus is described by Fogler (2006) as presented in Equation 
4.27.  In the non-isothermal simulations, the effectiveness factor (Equation 4.29) was 
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estimated using parameters β and γ Fogler (2006). For effectiveness factor greater 
than unity, Equation 4.29 is used to approximate the values of effectiveness factor 
(Herz, 1975). The non-isothermal effectiveness factor a range of (βγ) values was 
proposed by Liu (1969) and is as shown in Equation 4.28 .The parameters β and γ are 
estimated as observed in Equation 4.30 and 4.31, where γ (Arrhenius number) is the 
dimensionless activation energy and β (maximum temperature difference) is the 
dimensionless heat of reaction.  
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The effectiveness factor is used to correct the wall mass transfer as shown by 
Equations 4.32. 
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The  reaction rate from Equation 4.32 is used in Equation 4.33 and 4.35, thus in this 
case the concentration used is equal in magnitude with the concentration used in the 
reaction rate terms in a channel model. A reaction mechanism for catalytic partial 
oxidation of methane over Pt gauze developed by Quiceno et al. (2006) was used. 
The total number of species from the reaction mechanism is 16 which consists of 6 
gas phase species and 10 adsorbed species. The boundary conditions at the inlet and 
outlet are demonstrated in Equations 4.36 through 4.37 respectively. 
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Where x is the species mass fraction, MW is the molecular weight, NG is the total 
number of gas phase species, 
kr
 is the reaction rate, Acat/A represents the ratio of the 
catalytic area to the total geometric area, and D is the diffusion coefficient.  The 
variation of species site fraction is described by Equation 4.34, 
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Where NS is the total number of surface species, 
het
ir  is the heterogeneous reaction 
rate and cat  is the site density. The energy balance is described by Equation 4.35,
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Where H is the mass specific enthalpy,  
kr
 is the reaction rate and Cp is the specific 
heat.                   
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The species mass fraction and temperature profiles predicted by the modified plug 
flow model are shown in Figure 27 and Figure 28 . The simulations were performed at 
598.15 K as the initial temperature and  a feed composition (mass fractions) of  0.318 
(CH4), 0.159 (O2) and 0.523 (N2). The modified plug flow model with effectiveness 
factor if validated against a CFD model can render the simulation of monolith catalysed 
systems computationally efficient. However, in the case of a multi-channel monolith, 
the modified plug flow model cannot be applied as it does not take into account heat 
transfer across the neighbouring channels. In this case, a 3D CFD multichannel model 
is used as a numerical experiment and benchmark in validating the pseudo 
homogeneous model. 
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Figure 27: Temperature profile predicted from a modified plug flow model 
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Figure 28: Mass fraction profiles predicted from a modified plug flow model 
73 
 
Chapter 6. CFD model for a multichannel monolith 
The multichannel monolith reactor is depicted in Figure 29. Due to the non-porous 
nature of the walls, the only transfer possible between channels is conductive heat 
transfer as there is no mass transfer between channels. The conductive heat transfer 
is a significant influencer of the reaction rate in the channels and must be accounted 
for in developing an accurate simulation. 
 
Figure 29: A schematic of a 25 channels monolith reactor 
 
The CFD modelling of a multichannel monolith catalysed system is performed by a 
numerical solution procedure that couples the Navier-Stokes equations with micro-
kinetics of surface reactivity. The underlying equations for both the gas phase and 
catalytic walls are expressed in Equations 4.3, 4.12 to 4.16.  The current study made 
use of a CFD solver for micro-kinetics named catalyticFOAM developed  by  Maestri 
and Cuoci (2013). 
 
The micro-channel simulation does not consider the conductive heat transfer between 
the neighbouring channels. To account for this transfer, the current work modelled the 
walls that separate the channels as a fluid and imposed a zero-velocity boundary 
condition for the velocity at the entrance. The walls that separate the monolith 
channels are as observed in Figure 30. Additionally, the thermal conductivity of a 
ceramic monolith was assigned to this region that is modelled as an unmoving fluid. 
The respective channels behave as heat sources given that there is heat released 
from the exothermic catalytic reactions. The temperature gradient exists between the 
respective channels, and the conductive heat transfer is calculated as shown in 
Equation 4.25.  Due to a large number of channels, the computational expense is 
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significant. A depiction of a bundle that consists of 25 channels is as observed in 
Figure 30 
 
 
Figure 30: A schematic of tube bundle that consist of 25 channels 
 
The initial and boundary conditions are same as the one employed for a single channel 
in Equations 4.17 to 4.25. 
6.1. Numerical solution 
The geometry under consideration constitutes a 25 square channels monolith, with the 
generation of the geometry and mesh being performed in the OpenFOAM blockMesh 
utility. Although a low number of channels is used during the development phase, if 
the method works for this low number, it can be extended to greater numbers of 
channels. The mesh is shown in Figure 31 and 34. The coupling of chemistry and the 
resultant transport processes was done through the use of catalyticFOAM, a CFD 
micro-kinetic solver for heterogeneous catalysis developed by Maestri and Cuoci 
(2013).  The numerical solution has been discussed in detail in section 4.10 
The mesh sensitivity analysis was carried out to determine the optimum grid size that 
yields the resolution independent results.  The grid size corresponding to 10530 axial 
cells and 390 radial cells was found to be an optimum grid at which the results of the 
predicted parameters are resolution independent. 
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Figure 31: A schematic of square channels employed the current work 
 
 
 
Figure 32: A depiction of the mesh for the 25-channel bundle. 
 
6.2. Summary 
Although a 3D CFD simulation for a 25-channel monolith was achieved through 
modelling the walls that separate channels as a fluid and imposing zero velocity 
boundary condition, when simulating a real-life scenario which involves thousands of 
channels, such an exercise becomes impractical. In this work, by demonstrating the 
efficiency and accuracy with which the proposed hybrid model can predict the system 
at this small scale, it becomes possible to model and predict the larger scale systems. 
 
6.3. Hybrid model 
In a monolith reactor, the radial and axial thermal gradients result in heat transfer 
across thousands of channels. The individual channels behave as axial line heat 
sources due to the exothermic reactions upon the monolith walls. To accurately predict 
the temperature distribution, the radial and axial heat transfer in each channel must 
be included in a numerical model. In particular, the axial and radial temperature 
distribution affects the reaction rates in the channels.  Therefore, the solution of heat, 
76 
 
mass and momentum transfer in respective channels requires significant 
computational expense. 
A computationally efficient way of solving the governing equations in this multi-channel 
system would be to adopt a pseudo homogeneous approach.  In this approach the 
multi-tube monolith is modelled as a single cylindrical tube (Figure 33) with the radius 
equivalent to the multi-channel monolith. Radial conduction  axial convection are all 
preserved in this model. Since heat and mass transfer in a single cylinder (even for 
the case of non-uniform distributions) is well studied, analytical solutions are available 
(Elazhary and Soliman, 2009; Han et al., 1996). To facilitate geometric and economic 
optimisation, these analytical solutions are hybridized with effectiveness factor 
approaches to develop algebraic models that accurately represent the PDEs that 
describe monolith reactors. 
The hybrid model is based on the principle that, due to the high density of channels in 
a monolith, there will exist an equivalent homogeneous cylindrical model that 
approximates the behaviour of a bundle of channels acting as axial heat sources. A 
cylindrical model which is based on the flow of a virtual fluid whose attributes 
(conductivity, viscosity) are such that the channel bundle behaviour can be 
approximated would solve at sufficiently low computational expense that it becomes 
suitable for optimisation applications. 
The simulation and computation of multi-tubular monoliths benefits from the hybrid 
model given that a monolith, when described with the stiff and non-linear equations 
inherent to fundamental momentum mass and heat transfer, results in long temporal 
and spatial scales. In addition, the kinetics are complex, and transport and chemistry 
are strongly coupled. Therefore, the simulation of the entire monolith system is then 
computationally expensive exercise when approached by traditional means 
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Figure 33: A multi-channel monolith and the corresponding pseudo-homogeneous representation 
 
6.4. Analytical solutions for the radial and axial heat transfer 
The dispersed plug flow model was validated against a single channel CFD results. 
However, in the case of multichannel simulations, this approach could not be applied 
given that it does not consider the interaction of channels through heat transfer. The 
fast-modified plug flow model is embedded into the multichannel case by the coupling 
with a linear combination of the two analytical solutions for the energy balance. Since 
there is no mass transfer between channels, the mass balance equations used in the 
hybrid model are the same as those employed in the modified plug flow model for a 
single channel. With the hybrid model, the prediction of temperature distribution in 
each channel is performed efficiently by solving the model equation (Equation 4.38). 
The monolith reactor (Figure 23) constitutes two regions; namely the free-flow and the 
zero flow. The free-flow represents a region where the fluid flows through the channel, 
while zero-flow refers to the monolith wall where there is no mass flow. The zero-flow 
and free-flow regions were modelled separately, and a linear combination imposed for 
coupling with the modified plug flow model (hybrid model). There exist analytical 
solutions for energy balance in these two regions. To describe the axial and radial 
temperature distribution, a linear combination of the two analytical solutions was 
employed. The linear combination of the heat fields was performed using the area 
weighting and is as shown in Equation 4.38, 
 (r))T+t)(z,)T-(1t)z,T(r, rz =                                (4.38) 
Where β represents the ratio of the wall area to the channel area, Tz is the axial 
temperature and Tr is the radial temperature.   
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The advection-diffusion reaction equation is represented by Equation 4.39 and the 
corresponding analytical solution in the free-flow region is as shown in Equation 4.40. 
The analytical solution for the advection-conduction reaction (in the free-flow region) 
is obtained by applying the heat and mass transfer analogy and is shown in Equation 
4.41. The conductive heat transfer through the zero-flow region has its analytical 
solution expressed in Equation 4.42 and the linear combination of the two analytical 
solutions (Equation 4.38) allows for an axial and radial description of the temperature 
profiles.  
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Figure 34: A free-flow and zero-flow region in a monolith 
 
6.5. Analytical solution to advection-dispersion equation (free flow 
region) 
The advection-reaction-dispersion phenomenon in the free-flow region is described by 
Equation 4.43 and there exists a corresponding analytical solution. 
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Where C is concentration, D is the hydrodynamic dispersion coefficient, λ is first order 
rate coefficient, U is flow velocity  and x is the axial coordinate. The initial and boundary 
conditions employed are given by Equations 4.44 to 4.46. 
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Where C0 is the initial concentration. The analytical solution proposed by  Lapidus and 
Amtjndson (1952) is as shown by Equation 4.47. 
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Equation 4.47 by  Lapidus and Amtjndson (1952) describes the analytical solution for 
mass transfer and given the analogy that exists between heat and mass transfer, an 
equivalent analytical solution for heat transfer can be obtained. The heat transfer 
phenomena as described by Equation 4.48 has an analytical solution of the form 
expressed in Equation 4.49, 
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Where α=k/ρCp 
The analytical solution in Equation 4.50 can be expressed in the form of dimensionless 
numbers. 
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Where the dimensionless numbers used are Fo=αt/x2 and TR=Ut/x.  Fo is the Fourier 
number. 
6.6. Heat transfer through a rod (a zero-flow region) 
The conductive steady state heat transfer phenomenon through a rod is represented 
by Equation 4.51.  
0)( =
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r
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d
                            (4.51) 
Equation 4.51 can be integrated twice to yield the form expressed in Equation (4.52). 
BrArTr += )ln()(                  (4.52) 
The integration constants A and B are from the boundary and initial conditions. 
At r=R, the boundary condition is expressed by Equation (4.53). 
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kq −=                            (4.53) 
The constant A is therefore derived from Equation 4.43 and has a form that is depicted 
in Equation 4.54.  
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At r=r0, T=T(ro) and the constant B is expressed as shown in Equation 4.55. 
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The description of the constants A and B lead to a final form of Equation 4.52.
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The two analytical solutions were combined to solve the heat transfer phenomena that 
takes into account both radial and longitudinal conduction. The combination of the two 
cases yields the final form depicted in Equation 4.58. 
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A linear combination of the two solutions as illustrated in Equation 4.59 was employed 
to capture the important features of heat transfer in an advection-diffusion-reaction 
system.  
 (r)T+t)(z,)T-(1t)z,T(r, rz =                                            (4.59) 
Where Tz(z,t) represents the solution in Equation 4.49  and Tr(r) the solution in 
Equation 4.56.  The coefficient β represents the ratio of the wall area to the channel 
area.  If the wall thickness approaches zero, the mode of heat transfer is by convection 
and dispersion as the last term in Equation 4.59 is negligible.  On the other hand, if 
the diameter of the channel approaches zero, the mode of heat transfer is by 
conduction as the first term of Equation 4.59 would be negligible.  
The temperature described by Equation 4.59 is integrated into the dispersed plug flow 
model by introducing the last term on the right hand of Equation 4.60. The introduction 
of this term considers the interaction of channels through heat transfer.  
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The overall heat transfer coefficient (U) was determined from Equation (4.61), 
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Where h is the heat transfer coefficient, Δy the wall thickness and A area. The heat 
transfer coefficient is calculated as shown in Equation 4.62. 
hD
k
Nuh =                            (4.62) 
The dimensionless number (Nusselt number) is calculated from Equation 4.63. 
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In Equation 4.63, α refers to the aspect ratio for the geometry of interest. 
The above equations describe the hybrid model framework and were used to predict 
the state variables for catalytic partial oxidation of methane to syngas. To gauge the 
accuracy of results from the energy balance in Equation 4.60, a comparison between 
the wall temperature calculated from the analytical solution and the temperature 
predicted from CFD was performed. The wall temperature profiles predicted from CFD 
and the analytical solution are as presented in Figure 35 and Figure 36. As observed, 
there is a close agreement between the temperatures predicted from both cases. The 
comparison between the centre-line and the wall temperature is shown in Figure 37 
and as observed, thermal equilibrium is achieved within a space time of 1.0 milli-
second.  
 
Figure 35: Comparison between an analytical solution for the wall temperature and the wall temperature 
predicted from CFD (r=0.53R) 
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Figure 36:  Comparison between an analytical solution for the wall temperature and the wall temperature 
predicted from CFD (r=0.60R) 
 
 
 
Figure 37:  Area averaged temperature profiles and Wall temperature (r=R) 
 
The temperature profiles predicted from the CFD model and the analytical solution for 
the energy balance are in a close agreement as observed. Therefore, the analytical 
solutions can be hybridized with the effectiveness factor approaches for the 
computationally efficient modelling of monolith reactors 
6.7. Convergence and stability 
The accuracy of the parameters predicted by a numerical method is dependent on 
many factors that include convergence and stability. In CFD studies, a grid 
independent solution is found by changing the grid resolution until the solution does 
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no longer change with grid size. An optimum grid size was obtained by varying the 
grid size and observing the temperature predicted at each grid size and the point 
where the temperature became constant was chosen as the optimum point. 
6.8. Size range and meshing 
The grid dependence in the prediction of outlet temperature in a monolith reactor was 
investigated and the optimum grid size was found to be composed of 10530 axial cells 
as observed in Figure 38. The findings in Figure 38 are for the temperature at the 
reactor outlet.  In the current work, only surface reactions were taken into account, the 
gas phase reactions were neglected, as such, the mesh was refined at the regions 
where reactions are taking place to capture the system behaviour correctly. The 
determination of the optimum grid size is important as it ensures that the ultra-fine 
mesh that increases computational expense is not used. 
 
  
Figure 38:  Grid dependence in the prediction of outlet temperature in a monolith  
 
 
Upon finding the resolution independent results, the model results were then validated 
against a 3D CFD model. Three models have been discussed namely the hybrid 
model, modified plug flow model and CFD. A summary on the major characteristic 
features is provided in Table 5. 
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Table 5: A summary on the major characteristic features of the hybrid model,CFD and modified plug 
flow model  
Model Major characteristic Features 
Modified Plug 
flow  
A single channel model that makes use of effectiveness factor to 
correct for wall mass transfer. 
A computationally efficient method for modelling a single channel 
monolith but cannot be applied in a case of multi-channel monoliths. 
Hybrid Model A homogeneous cylindrical model that approximates the behaviour 
of a bundle of channels acting as axial line heat sources. 
A computationally efficient method when modelling a multi-channel 
monolith. 
 
CFD A 3D model that solves that transport equations coupled with micro-
kinetics in each of the thousands of channels. 
Computationally expensive when modelling a multi-channel 
monolith. 
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Chapter 7. Model Validation  
Model validation was conducted by comparing both the hybrid model and modified 
plug flow model results with CFD (numerical experiment and benchmark) results for 
multi-channel monolith. The model consistency tests on mass and energy balances 
were carried out to ensure that the model descriptions are viable. The inlet conditions 
employed are those typical of methane partial oxidation and are as observed in Table 
6. 
Table 6: The inlet conditions for catalytic partial oxidation of methane to syngas in a monolith reactor 
Temperature (K) 473.15 
CH4 (Mole fraction) 0.456 
O2     (Mole fraction) 0.114 
N2       (Mole fraction) 0.430 
Velocity (m/s) 2.0 
Catalyst loading (mg/m3) 1.45 
 
The validation for the modified plug flow model and the hybrid model was carried out 
under the scenarios and conditions shown in Table 7 and Table 8. 
Table 7: Scenarios  and conditions for validation of a hybrid model 
Initial temperature (K) 598.15 
catalyst loading (mg/m3) 0.41 
catalyst loading (mg/m3) 1.1 
catalyst loading (mg/m3) 2.08 
 
Table 8: conditions for validation of the modified plug flow model 
Initial temperature (K) 573.15 600.15 673.15 773.15 
 
7.1. Model consistency test 
The model consistency tests were performed in the analysis of the results from the 
simulations. The mass and energy balance were used in the testing of the model 
consistency and the results are as observed in Table 9 and Table 10. In both cases, 
the relative error is less than 1.0 % and this demonstrates consistency in the model. 
The mass flowrate profiles in Figure 39 show in absolute terms a constant value from 
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the reactor inlet to the outlet. The relative error is as observed in Table 9 and Table 10  
is less than the relative tolerance set for the solver which is 2.0e-1, as such, this 
translates to accuracy of the results. The element mass fractions are shown in Figure 
40 and their sum was  calculated and found to be unity as illustrated in Figure 41.The 
consistency checks were employed for a wide range of operating conditions to 
investigate the model reliability and generality. 
Table 9: Comparison between the total mass flowrate at the reactor inlet and outlet 
Total mass flow rate in (kg/s) Total mass flow rate out (kg/s) Relative error (%) 
4.715E-07 
 
4.706E-07 
 
0.19 
 
 
Table 10: Comparison between total heat source and total net energy rate in a monolith reactor 
Total heat source (W) Total net energy rate (W) Relative error (%) 
-1013100 
 
-1011570 
 
 
0.15 
 
 
 
Figure 39: Mass flowrate along the reactor axial coordinate 
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Figure 40: Element mass fraction profiles along the axial coordinate 
 
Figure 41: The sum of element mass fractions along the axial coordinate 
7.2. Validation of the plug flow model with effectiveness factor 
The single channel CFD simulations were used as a numerical experiment and the 
comparison with the plug flow approach without the effectiveness approach is shown 
in  Figure 42 and Figure 43. In this case, there is a significant discrepancy between 
CFD and plug flow results and this is attributable to the absence of radial and axial 
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gradients in the plug flow model. This preliminary check confirms that radial transfer 
gradients are significant and cannot be ignored in any attempt at model development. 
In the CFD model, the reactions only take place at the catalytic walls since that is 
where the catalyst is embedded. On the other hand, the equivalent reaction rate in the 
homogenous gas phase must be simulated in the plug flow model as the 
homogeneous gas phase reactions were neglected, as such, for a plug flow model to 
fully mimic the CFD model, the concentration employed in the plug flow model must 
be equivalent to the surface concentration in CFD. An area averaging approach was 
employed for the CFD results prior to comparison with the 1D dispersed plug flow 
model results. This approach was taken because the heat and mass transfer 
limitations lead to 3D variance in the predicted state variables, the averaging was done 
as shown in Equation 5.1 (the same approach was adopted for area averaged 
temperature profiles). 
dxdyzyxC
Ac
zC = ),,(
1
)(                     (5.1) 
 
Figure 42: The comparison between CFD and the plug flow model mole fraction profiles in a single 
channel monolith (a 100 mm length and 1.0 mm diameter monolith) 
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Figure 43: The comparison between CFD and the plug flow temperature profiles in a single channel 
monolith (a 100 mm length and 1.0 mm diameter monolith) 
 
7.2.1. The application of effectiveness factor to correct the wall 
concentration 
Upon the application of the effectiveness factor to the species concentrations as 
shown in Equation 4.32, a close agreement between CFD and plug flow model is 
achieved as observed in Figure 45. The inlet concentrations used are the same as 
those reported on Table 6. The translation from mass fraction to mole fraction was 
done as shown in Equation 5.2. The use of the effectiveness factor was further 
exploited in the non-isothermal case to determine its generality. The effectiveness 
factor for the respective species in non-isothermal simulations is shown in Figure 44. 
As observed, the effectiveness factor is greater than unity for all the species and this 
agrees with general observations in for non-isothermal effectiveness factors. The 
species concentration profiles in Figure 45 and Figure 46 show a close agreement 
between CFD and the plug flow model, thus the applicability of this approach can be 
realized in non-isothermal cases. On the energy balance, the temperature profiles 
were compared for different inlet temperatures as observed in Figure 47 and it is 
evident that a dispersed plug flow model with an effectiveness factor is able to capture 
all the important features of a CFD model at varied inlet temperatures.  
i
mix
ii
MW
MW
xy =                       (5.2) 
Where yi is the mole fraction of species i, xi is the mass fraction of species i, MWmix is 
the molecular weight of the mixture and MWi is the molecular weight of species i. 
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The results as observed in Figure 45  to 49 reveal that catalytic partial oxidation of 
methane takes place within milliseconds, facilitating simple and compact designs of 
the reactor. The reactor dynamic response is increased as a result of the compactness 
(Donazzi et al., 2008). Additionally, these short residence times that are required (or 
contact times) mean that the catalytic partial oxidation of methane is ideal for small to 
medium scale production of syngas or hydrogen. 
The short residence times therefore imply that the catalytic partial oxidation reactions 
are dominant within the first few millimetres of the catalytic bed. It is therefore not 
necessary to impregnate the channel beyond a few millimetres. A non-uniform 
catalytic distribution of the active element on the support can therefore be employed 
for economic considerations. The reaction rate terms in CFD are area based, therefore 
the plug flow reaction rates which are volume based were multiplied by the ratio of 
volume to area (Equation 4.26) to allow for a sound comparison. 
 
Figure 44: The effectiveness factors for a non-isothermal catalytic partial oxidation reaction 
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Figure 45:The comparison between CFD and the modified plug flow model mole profiles in a single 
channel monolith (a 100 mm length and 1.0 mm diameter monolith) at TO=473.15 K 
 
Figure 46: The comparison between CFD and the modified plug flow model mole profiles in a single 
channel monolith (a 100 mm length and 1.0 mm diameter monolith) at TO=573.15 K 
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Figure 47:The comparison between CFD and the modified plug flow model temperature profiles in a 
single channel monolith (a 100 mm length and 1.0 mm diameter monolith) 
 
7.2.2. The influence of a non-uniform velocity profile on temperature and 
species concentration 
A comparison between the mole fraction profiles for a uniform and non-uniform velocity 
was undertaken. The simulations were performed under laminar flow regime 
(Re=36.4). The non-uniform velocity is calculated from Equation 5.3. As observed in 
Figure 48, there is a close agreement between the H2 and CO mole fraction profiles 
predicted at non-uniform and uniform velocity.  
))(1( 2max
R
r
uu −=                         (5.3) 
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Figure 48: Comparison between mole profiles for a non-uniform and uniform velocity at the inlet in a 
single channel monolith (a 100 mm length and 1.0 mm diameter monolith) 
 
The accuracy and generality of the modified plug flow model was gauged by 
comparing the temperature profiles for a non-uniform velocity with the CFD model. As 
observed in Figure 49, there is a close agreement between the modified plug flow and 
the CFD model at non-uniform velocity conditions. 
 
Figure 49: Temperature profiles for a uniform and non-uniform velocity (comparison between CFD 
and plug flow model) in a single channel monolith 
 
The influence of geometry on the distribution of temperature and concentration was 
investigated. The temperature and mole fraction profiles in a cylindrical and square 
channel for a non-uniform velocity are as observed in Figure 50 and 39. To allow for 
a sound comparison, the diameter of the cylindrical channel and the hydraulic diameter 
of the rectangular channel was taken to be the same (0.001 m). It is evident from  
Figure 50 and 53 that axial profiles for species mole fraction are the same for the two 
geometries. This can be ascribed to equal rates of mass transfer given that the same 
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diameter was used. On the other hand, the relative difference between the 
temperatures in the two geometries is 0.36 %.  
 
Figure 50: Comparison between mole fraction profiles for a non-uniform velocity in a cylindrical and 
square single channel monolith (a 100 mm length and 1.0 mm diameter monolith) 
 
Figure 51: Temperature profiles for a non-uniform velocity in a cylindrical and square single channel 
monolith (a 100 mm length and 1.0 mm diameter monolith) 
 
7.2.3. Simulation performance 
As described so far, the quality of the dispersion model with effectiveness factor was 
validated against the single channel CFD model and was found to be accurate. To 
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benchmark the performance of this model, a comparison between the two models 
(CFD and dispersion) was performed with regards to time needed to find a converged 
solution. 
The clock time for a single channel CFD simulation was compared with the clock time 
for a 1D steady state dispersed plug flow model. It was found that a CFD simulation 
run in parallel on four threads and two cores of an Intel(R) Core(TM) i5-5300U CPU 
@ 2.30GHz workstation resulted in 1.3 hours clock time. On the other hand, the 
dispersed plug flow model equations solved in MATLAB® resulted in 0.53 seconds of 
clock time which is a considerable reduction in computational expense. This reduction 
can be ascribed to the dispersion model as a simplified model since steady state and 
1D conditions were applied. We therefore consider the corrected dispersion model as 
suitable substitution in developing a faster solving monolith reactor model. 
7.2.4. Conclusions 
Three types of reactor models were investigated namely the dispersed plug flow with 
and without the effectiveness factor and the 3D CFD for a single channel. There is a 
significant discrepancy between the plug flow model and the CFD model due to the 
simplifications the plug flow model makes with regards to mass and heat transfer. The 
relative error between the plug flow and CFD temperature profiles is 23.7 %. On the 
species mole fraction profiles, the relative error between CFD and plug flow model is 
34.6 % H2 and 20.8 % CO.  However, upon using a modified plug flow model to correct 
the wall mass transfer, there is a close agreement between CFD and the modified plug 
flow. Both temperature and species mole fraction profiles predicted from the dispersed 
plug flow model with effectiveness factor gave accurate results with the relative error 
of 0.59% for temperature, 0.76% for CO and 0.52% for H2 mole fraction. The modified 
plug flow model captures the important features of the 3D CFD model at moderate 
computational expense. The clock time for the modified plug flow is 0.53 seconds in 
comparison to 1.3 hours for the CFD model. Therefore, the dispersed plug flow model 
with effectiveness factor is a fast simulator of monolith reactors for a single channel 
case. Due to its fast nature and speed, the modified plug flow model can be embedded 
in the multichannel monolith modelling to help reduce the computational costs. 
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7.3. Validation of the hybrid model 
The hybrid model was validated against the multi-channel 3D CFD model. The 
operating conditions employed are those typical for partial oxidation reactions and are 
presented in Tables 11 and 12. 
Table 11: The feed conditions for catalytic partial oxidation of methane to syngas in a monolith reactor 
Temperature (K) 598.15 
CH4  (mass fraction) 0.318 
O2   (mass fraction) 0.159 
N2    (mass fraction) 0.523 
Velocity (m/s) 2.50 
Catalyst loading (mg/m3) 1.45 
 
Table 12: The monolith reactor size 
Channel length (mm) 100 
Channel diameter (mm) 1.00 
 
The temperature profiles across the tube bundle in a 25 channels monolith were 
predicted from CFD and are presented in Figure 52. A uniform velocity of 2.5 m/s was 
employed at the inlet of all the channels. As observed, before thermal equilibrium is 
achieved, the channel which corresponds to r=0.0 mm is characterised by a higher 
temperature and the temperature decreases outwards and is lower at the outer 
channels which correspond to r=R. This difference is attributable to the temperature 
of the outer channels being different from the temperature of the surrounding 
environment, thus creating a gradient. The thermal equilibrium is achieved as a result 
of the conductive heat transfer between the channels.  The spacing between the 
channels is also thin enough to facilitate effective heat transfer. 
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Figure 52: Temperature profiles at various radial positions for z 
 
The species mole fraction profiles for CO, H2, CH4 and O2 are presented in Figure 53. 
The local temperature distribution differs across the channels, as such, it is expected 
that the local concentration profiles will differ across the channels due to different 
reaction rates. In the catalytic partial oxidation reactions, there is an interplay of water 
gas shift, steam reforming, dry reforming, partial oxidation and total oxidation 
reactions. The ratio of H2 to CO is an important factor as some downstream 
applications require a certain value. The feedstock ratio, inlet temperature and flowrate 
dictate what ratio of H2 to CO is achieved at the reactor outlet. The water gas shift 
reactions favour lower temperatures, and it is expected that at these temperatures the 
CO produced from partial oxidation and reforming reactions will be converted to H2. 
This phenomenon is observed in  Figure 53 where the mole fraction of H2 at the reactor 
outlet is greater at r=R in comparison to r=0.0 mm. 
 
The local consumption of O2 is found to be higher at r=0.0 mm and decreases to r=R 
and this is observed in the stepper gradient for the O2 mole fraction profile at the centre 
of the tube bundle. This can be explained by the enhanced reaction rate at that position 
due to higher temperatures. Methane conversion was found to be 83% and this can 
be increased by optimizing the geometry to increase mass transfer of reactants from 
the gas phase to the catalytic walls. 
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Figure 53: Mole fraction profiles at various radial positions for all z (axial coordinate) 
 
 
The comparison between the CFD multichannel simulations and the hybrid model 
results was undertaken as shown in Figure 54. In the hybrid model, the ratio of the 
area of the zero flow to free flow (β) that corresponds to the dimensions of the 
geometry used in CFD simulations was used. It was discovered that upon applying 
ratio (0.09) there is a significant discrepancy between CFD results and the hybrid 
model results. The new ratio of 0.81 was found by fitting the hybrid model results to 
CFD results and value was applied across all radial positions in the hybrid model. The 
application of the new ratio (at a fixed shell diameter) results with the monolith channel 
size of 0.1 mm and 310464 as the total number of channels. 
Upon using the new ratio, it can be observed that a close agreement between the 
hybrid model and the CFD multichannel simulations is achieved. The comparison was 
undertaken for r=0.0 mm to r=R and in each case a close agreement was achieved. 
For each radial position chosen in the hybrid model, Equation 4.49 was used to 
describe the wall temperature that corresponds to the wall temperature observed in 
the CFD multichannel model, thus taking into account interaction that takes place in a 
multichannel case. The comparison between the wall temperature predicted by the 
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hybrid model and CFD is shown in Figure 36, and as observed, there is a close 
agreement between the results predicted by the two models. The higher wall 
temperatures at the reactor entrance is attributed to the exothermic partial oxidation 
reactions. These partial oxidation reactions reach completion within the few millimetres 
of the catalyst bed, and towards the reactor outlet, there is thermal equilibrium reached 
between the wall temperature and the gas phase temperature. 
 
 
Figure 54: Comparison between a Hybrid and CFD temperature profiles 
predicted from CFD (r=R) 
 
 
The species mole fraction profiles predicted from CFD and the Hybrid model at r=0.0 
mm and r=R are presented in Figure 55. For both r=0.0 mm and r=R, a close 
agreement between the CFD and Hybrid model results was found for the gas phase 
species (CH4, O2, CO, H2). The ratio of methane to oxygen in the reactor inlet was 
taken to be 4.0 and this resulted in oxygen being fully consumed while methane 
conversion was found to be 83 %. The use of rich mixtures as employed in this study 
can help reduce the formation of total oxidation products (H2 and CO2) which are 
favoured in the case of lean mixtures at the feedstock. 
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Figure 55: Comparison between a hybrid model CO mole fraction and the mole fraction predicted from 
CFD (r=0.0 mm and r=R) 
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The comparison between the hybrid and  CFD model for two different catalyst loading 
(1.1 and 2.08 mg/m3) is shown in Figure 56 and Figure 57. The length of the monolith 
channel used in this case is 10 mm. In both cases there is a close agreement between 
the mass fraction profiles predicted from CFD and the hybrid model. The temperature 
profiles were also found to in close agreement and this is demonstrated in Figure 58. 
 
Figure 56: Comparison between a hybrid model mass fraction and the mass fraction predicted from 
CFD (r=0.0 mm) 
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Figure 57: Comparison between a hybrid model mass fraction and the mass fraction predicted from 
CFD (r=0.0 mm) 
 
 
Figure 58: : Comparison between a hybrid model temperature profiles and the temperature predicted 
from CFD (r=0.0 mm) 
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7.3.1. Summary 
The hybrid model is able to predict the state variables (temperature and concentration) 
at the same level of accuracy observed in the 3D CFD multichannel model for catalytic 
partial oxidation of methane. In addition to its accuracy, the hybrid model presents a 
high-speed way of modelling heterogeneous catalytic processes in a monolith reactor. 
7.3.2. Conclusions 
A multichannel monolith has been modelled by the hybrid model and the important 
features of a 3D CFD multichannel model were maintained. The hybrid model is a fast 
predictor of conversion and with the moderate computational expense it offers, a wide 
range of reactor configurations can be investigated for design and optimization. This 
is particularly important in the reduction of hot spot as the reactor configuration plays 
a significant role in dictating the temperature distribution. Additionally, mass transfer 
is an important factor to consider in improving methane conversion, and the geometric 
properties such as channel diameter are key in improving mass transport. The hybrid 
model allows for hundreds of simulations to be performed within a short space of time, 
thus the aforementioned can be achieved. Given the fast nature of the hybrid model, 
the sensitivity analysis can be carried out to establish an understanding of the 
interrelationships among geometric and operational variables. 
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Chapter 8. Sensitivity Analysis 
A sensitivity analysis is undertaken to investigate how a range of values for a set of 
independent variables affect the system response. It allows for an enhanced 
understanding of the system dynamics as the correlation between the system 
response and a range of operating conditions can be established. The current study 
used the hybrid model to investigate the influence of feedstock ratio, inlet velocity, 
channel diameter and inlet temperature on syngas productivity and temperature.  
8.1. The fraction of reaction flux at various channel diameters 
The model parameters were analysed and their influence on the design of a monolith 
channel was determined. Depending on the feedstock ratio (rich or lean mixtures), the 
consumption of oxygen and methane can be governed by either chemical or transport 
regime (Nogare et al., 2011). Geometry plays a significant role in the consumption of 
oxygen. For instance, in the case of larger diameters, the mass transfer coefficient 
decreases resulting in lower consumption of oxygen. In the design of a monolith 
channel for partial oxidation of methane, a significant amount of time should be 
devoted to channel geometry, particularly regarding its influence on oxygen 
consumption, which eventually affects local temperature. 
The fraction of the reaction rate flux for O2 , CH4 ,H2 and CO is shown in Figure 59. 
The results show that for both CH4 and O2 the fraction is less than 0.5 from the 
entrance to the channel outlet. The results indicate that the reactions are happening 
under the chemical regime since the fraction of the reaction rate to diffusion flux is 
always less than 0.5. These results can help inform the optimization of mass transfer 
by a change in process parameters. The diffusion and reaction rate flux for both O2 
and CH4 are shown in Figure 60 and Figure 61. The reaction rate fluxes were 
evaluated at the catalytic walls because that is where the reactions are defined 
(homogeneous reactions were neglected due to low pressure). It is evident from the 
figures that the reaction rate flux is always higher than the diffusion flux for both O2 
and CH4. 
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Figure 59:  The fraction of reaction rate flux at various channel diameters 
 
 
Figure 60: O2 reaction rate and diffusion flux at various channel diameters 
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Figure 61: CH4 reaction rate and diffusion flux at various channel diameters 
 
8.2. The effects of diffusion and convection 
The analysis on the convection flux and diffusion flux towards overall mass transfer 
was undertaken by employing the Peclet number. The Peclet number was calculated 
from the ratio of convection rate to diffusion rate (Equation 6.1). The results in Figure 
62 reveal that the convective transport exceed diffusion and contributes significantly 
towards the overall mass transport.  This is attributed to the Peclet number being 
always greater than unity for all the channel diameters chosen as shown in Figure 62. 
The channels with bigger diameters reveal larger local Peclet number as observed in 
Figure 62 and this can be attributed to mass transport by diffusion being greater in 
smaller diameters as compared to bigger diameters. Under these circumstances, the 
axial dispersion can be excluded from the model. However, to retain generality as far 
as possible, axial dispersion  was retained in the balance. 
 
D
LU
Pe =                                  (6.1) 
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Figure 62: Peclet number at various channel diameters 
The analysis on the effects of diffusion and convection is one of the important first 
steps towards the optimization of monolith reactors for methane oxidation. This is 
because the catalytic walls might be active enough to effect the desired reaction and 
conversion, however, the rate of transport of species from the bulk gas phase to the 
active sites influences the reaction concentration. 
8.3. The influence of kinetic parameters on state variables 
The sensitivity analysis was carried out by adjusting the kinetic parameters (on Table 
15) from the reaction mechanism by a certain percentage and investigating the impact 
on the predicted state variables.The results from Figure 63 to Figure 67 show a 
comparison between the temperature and species mass fraction profiles predicted 
from varying magnitudes of Arrhenius number (A). It is evident from the sensitivity 
study that the accuracy of the kinetic parameters obtained at micro-scale are key to 
correctly modelling the heterogeneous systems at macro-scale.  
 
Figure 63: Temperature profiles at various magnitudes of kinetic parameters (a 10 mm length and 0.5 
mm diameter monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
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Figure 64: CH4 mass fraction profiles at various magnitudes of kinetic (a 10 mm length and 0.5 mm 
diameter monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
 
Figure 65: O2 mass fraction profiles at various magnitudes of kinetic parameters (a 10 mm length and 
0.5 mm diameter monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
 
 
 
Figure 66: CO mass fraction profiles at various magnitudes of kinetic parameters (a 10 mm length and 
0.5 mm diameter monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
110 
 
 
Figure 67: H2  mass fraction profiles at various magnitudes of kinetic (a 10 mm length and 0.5 mm 
diameter monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
The inaccurate kinetic parameters result in the propagation of error from micro-scale 
to macro-scale, and this affects the accuracy of the state variables predicted by the 
model. Therefore, for accurate determination of state variables, the current study used 
the reaction mechanism developed by Quiceno et al. (2006) given that it is a robust 
kinetic scheme for catalytic partial oxidation of methane in high temperatures and short 
contact times. 
8.4. The influence of feedstock ratio on syngas productivity 
 
The ratio of methane to oxygen in the feedstock is an important parameter in catalytic 
partial oxidation of methane as it dictates the ratio of hydrogen to carbon-monoxide at 
the reactor outlet. The ratio of hydrogen to carbon-monoxide is important to control as 
different downstream processes require a specific ratio. The total oxidation products 
(water and carbon-dioxide) may be present in significant amounts if the stoichiometry 
in the feedstock is closer to that which favours total oxidation. The findings in Figure 
68 and Figure 69 reveal that the mass fractions for both H2 and CO change with a 
change in the feedstock ratio.  
The ratio of 2.5 (CH4/O2) results in the highest mass fractions of both H2 and CO at 
the reactor outlet and this translates to the optimum ratio. The findings on the ratio of 
H2 to CO as presented in Figure 72 show that at the reactor outlet, this ratio is affected 
by the ratio of CH4 to O2. The ratio of H2 to CO at the reactor outlet is always close to 
2.0 for feedstock ratios of greater than 2.0 and this is suitable for most downstream 
processes such as Fischer-Tropsch and methanol synthesis (Zhang et al.,2001; 
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Bhavsar et al.,2014). At the feedstock ratios of less than 2.0, the H2 to CO ratio at the 
reactor outlet is less than 2.0 and this can be ascribed to the stoichiometry favouring 
the formation of total oxidation products. 
The increased mass fraction of H2 and CO in the case of rich mixtures can be attributed 
to increased selectivity. The mass fraction of total oxidation products is shown to 
decrease with the use of rich mixtures as observed in Figure 73 and Figure 74 and 
this translates to enhanced  syngas selectivity. In this case, the mass fractions of H2O 
and CO2 (which are total oxidation products) is shown to be greater for lean mixtures. 
At the ratio of 4.0, the total oxidation products are shown to be less in the product 
when compared to all other feedstock ratios and this translates to increased syngas 
selectivity. The H2 and CO selectivity results in Figure 75 indicate that the selectivity 
is highest at the identified optimum feedstock ratio (2.5). 
 
Figure 68:  H2 mass fraction profiles at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 69: CO mass fraction profiles at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Figure 70: O2 mass fraction profiles at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
Figure 71: CH4 mass fraction profiles at various feedstock ratios (a 10 mm length and 0.5 mm 
diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 72: The ratio of H2 to CO at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Figure 73: CO2 mass fraction profiles at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 74: H2O mass fraction profiles at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 75: H2 and CO selectivity at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
The feedstock ratio influences the product distribution at the reactor outlet as 
mentioned above. The ratio of 2.5 (CH4/O2) was found to be optimum as it resulted in 
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the highest syngas selectivity. Adding to high selectivity, this fuel to oxygen ratio 
results in the H2 to CO ratio close to 2.0 which is suitable for most downstream 
applications. Therefore, it is desirable to control the feedstock ratio in order to meet 
the product specifications. 
8.5. The influence of feedstock ratio on surface coverage  
The influence of feedstock ratio was further investigated on surface coverage. The 
surface coverage results at various feedstock ratios are presented in Figure 76 to 
Figure 80. It is evident from the results that for rich mixtures (or oxygen deficient 
mixtures) the catalyst active sites become deposited with carbon as observed in Figure 
77 and this may lead to deactivation. The On the hand, the lean mixture mitigates the 
carbon deposition as evidenced by the free sites results presented in Figure 76. The 
empty sites as shown in Figure 76  allow for the adsorption of reactants and a result 
the reaction proceeds and this is illustrated by the increased syngas produced shown 
in Figure 68 and Figure 69. 
This analysis is desirable as it helps to inform the best operating conditions that will 
keep the function of the catalyst in its enhanced state. The feedstock ratio of 2.0 was 
found to be optimum and the surface coverage results indicate that at this ratio there 
is less carbon deposit as observed in Figure 76 and Figure 77. The species mass 
fraction profiles indicated that the total oxidation products are favoured by a low ratio 
of methane to oxygen in the reactor feed and this is explained by the carbon monoxide 
and hydrogen surface coverage results.  
The CO surface coverage results show that in the case of lean mixtures, CO has a 
higher surface coverage (Figure 125), and this explains the formation of carbon 
monoxide which is higher in this case compared to rich mixtures. Additionally, 
hydrogen surface coverage (Figure 127) is higher in lean mixtures and this leads to 
water formation due to the presence of adsorbed OH. Deutschmann and Lanny D. 
Schmidt (1998) explained that the more adsorbed CO there is, the more CO2 is 
produced.  These authors further explained that the adsorbed OH leads to water 
formation due to the adsorbed hydrogen. The surface coverage results are in 
agreement with the kinetics of partial oxidation of methane and the reaction 
mechanism as observed in Table 2. The increasing carbon surface coverage as 
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observed in Figure 77 is in agreement with the carbon surface coverage at the catalyst 
exit determined experimentally (Deutschmann and Schmidt, 1998b).  
 
Figure 76: The free sites on the catalyst surface at various feedstock ratios (a 10 mm length and 0.5 
mm diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 77: C fractional surface coverage at various feedstock ratios (a 10 mm length and 0.5 mm 
diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 78: H2O fractional surface coverage at various feedstock ratios(a 10 mm length and 0.5 mm 
diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Figure 79: O fractional surface coverage at various feedstock ratios (a 10 mm length and 0.5 mm 
diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
Figure 80: OH fractional surface coverage at various feedstock ratios (a 10 mm length and 0.5 mm 
diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
The carbon fractional surface coverage was shown to increase from the reactor intlet 
further downstream in the case of rich mixtures. In Figure 81, it can be observed that 
there is not enough oxygen to react with the adsorbed carbon, hence the increased 
carbon surface coverage. The syngas productivity in this case is lower than the case 
where there is more adsorbed oxygen to react with carbon and produce carbon 
dioxide. 
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Figure 81: Vacant sites, Oxygen and carbon fractional surface coverage at CH4/O2=4.0 (a 10 mm 
length and 0.5 mm diameter monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
The sensitivity analysis on species surface coverage indicate that the rich mixtures 
result in carbon deposits in the active sites. The fuel to oxygen ratio of 2.5 was found 
to be optimum as it resulted in less carbon deposits on the catalyst active sites. 
Therefore, attention should be paid to the feedstock ratio as this can help reduce the 
carbon deposits in the active sites. 
 
8.6. The reaction rate profiles at various feedstock ratio 
The results shown in Figure 82 to Figure 87 help explain the mass fraction profiles in 
Figure 68 to Figure 74. In each case, the net formation or consumption of each species 
at different fuel to oxygen ratio is shown. At high ratios, steam and dry reforming 
reactions take place in the channel and this is evident from the net reaction rates for 
both CO2 and H2O as shown in Figure 86 and Figure 87. The findings indicate that 
further downstream, the reaction rate of both H2O and CO2 show that they are 
consumed in the reaction as indicated by reaction rate profiles. 
 
 
 
Figure 82: CH4 reaction rate flux (kmol/m2/s) (a 10 mm length and 0.5 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
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Figure 83: O2 reaction rate flux (kmol/m2/s) (a 100 mm length and 1.0 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
 
 
Figure 84: CO reaction rate flux (kmol/m2/s) (a 10 mm length and 0.5 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity)) 
 
Figure 85: H2 reaction rate flux (kmol/m2/s) (a 10 mm length and 0.5 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
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Figure 86: H2O reaction rate flux (kmol/m2/s) (a 10 mm length and 0.5 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
 
 
Figure 87: CO2 reaction rate flux (kmol/m2/s) (a 10 mm length and 0.5 mm diameter monolith with 
598.15 K inlet temperature ,1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
 
 
 
The lean mixtures result in the steam and dry reforming reactions in the monolith 
channels and this is evident from the net reaction rates for both CO2 and H2O. These 
reactions will influence the ratio of H2 to CO at the reactor outlet and it is important that 
the feedstock ratio is controlled to achieve the desired product distribution. 
8.7. The influence of channel diameter on syngas productivity 
The channel diameter was  varied and its influence on the consumption of oxygen was 
investigated. In all the channel diameters chosen, the space time was kept constant 
and this was done by keeping the inlet velocity constant in all the diameters. Oxygen 
consumption in catalytic partial oxidation reactions is explained to be fully external 
mass transfer limited by Maffei et al. (2014). This is evident from the oxygen mass 
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fraction profiles presented in Figure 88. It is observed that oxygen consumption is 
enhanced at smaller diameter channels and this is due to increased mass transfer of 
reactants from the gas phase to the catalytic walls. Oxygen consumption reaches 
completion rapidly in small diameters and is characterised by steeper gradients. On 
the methane, the investigations on channel diameter reveal that larger diameters lead 
to increased methane conversion as observed in Figure 89. 
 
Figure 88: O2 mass fraction profiles at various channel diameters (a 100 mm length  monolith with 
598.15 K inlet temperature) 
 
 
Figure 89: CH4 mass fraction profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
 
The amount of hydrogen produced in catalytic partial oxidation is affected by the 
interplay of partial oxidation, total oxidation, reforming reactions and water gas shift 
reactions. At lower temperatures, water gas shift reactions are favoured, and carbon 
monoxide produced from partial oxidation is converted into hydrogen.  
The ratio of hydrogen to carbon monoxide is an important factor as the downstream 
applications require as certain ratio as feedstock. The design of the channel diameter 
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can therefore be an important factor to consider in controlling the ratio to meet the 
downstream requirements. The hydrogen mass fraction profiles are observed in Figure 
90 and the abovementioned phenomenon can be observed. The influence of channel 
diameter on carbon-monoxide mass fraction profiles is shown in Figure 91 and the 
findings reveal that the local mass fraction is higher at smaller diameters and the 
difference is diminishes at the channel outlet. The differences in the mass fraction 
profiles at different channel diameters can be attributed to the mass transfer coefficient 
dependency on the channel diameter. The mass transfer coefficient has an inverse 
proportion to the channel diameter.  In view of this, the channel diameter can be varied 
to investigate the influence of mass transfer coefficient on the reaction rate, and mass 
transfer can be optimized to allow for more compact designs. 
 
 
Figure 90: H2 mass fraction profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
 
 
 
Figure 91: CO mass fraction profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
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There is an interplay of partial and total oxidation in the catalytic partial oxidation of 
methane and this is one of the major challenges and as a result, the production of 
carbon dioxide and water is expected at the reactor outlet. As with other parameters, 
the influence of channel diameter on the production of the total oxidation products was 
investigated. The findings as observed in Figure 92 and Figure 93 indicate that the 
amount of carbon dioxide and water produced increase with the decrease in channel 
diameter.  The mass fraction profiles for both water of carbon dioxide show an increase 
at the bed length less than 0.0025 m and a sudden decrease thereafter. This decrease 
is explained by the dry and steam reforming reactions that take place to produce 
hydrogen and carbon monoxide. The reaction rate profiles in Figure 94 and Figure 95 
explain this observed behaviour in that the produced water and carbon-monoxide start 
to be consumed in the reforming reactions. 
 
Figure 92: CO2 mass fraction profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
 
 
Figure 93: H2O mass fraction profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
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Figure 94: CO2 reaction rate profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
 
 
 
 
 
 
Figure 95: H2O reaction rate profiles at various channel diameters (a 10 mm length  monolith with 
598.15 K inlet temperature) 
 
The channel diameter is an important parameter to consider in catalytic partial 
oxidation of methane as it can help elucidate the interplay among the primary reaction 
and other reactions such as total oxidation, water gas shift and steam reforming. This 
is because some reactions are favoured by lower temperatures (water gas shift) and 
the choice of the appropriate channel diameter can help inhibit such reactions. 
8.8. The influence of inlet velocity on syngas productivity 
The different inlet velocities result in different hydrodynamics in the reactor and as a 
result the difference in the temperature and species concentration profiles is expected. 
The corresponding Reynolds numbers for the range of inlet velocities in  Figure 96 are 
35.9, 44.8, 53.9, 63.1 and 71.2 . The findings in Figure 96 and Figure 97 show that the 
higher the inlet velocity (higher Reynolds number), the higher the mass fraction for H2 
124 
 
and lower mass fraction for CO. This can be attributed to increased mass transfer at 
higher velocities, which ultimately increases the rate of reactants consumption. 
 
Figure 96: H2 mass fraction profiles at various inlet velocities (a 10 mm length and 0.5 mm diameter 
monolith and1.45 mg/m3 catalyst loading) 
 
 
Figure 97: CO mass fraction profiles at various inlet velocities (a 10 mm length and 0.5 mm diameter 
monolith and 1.45 mg/m3 catalyst loading) 
 
 
8.9. The effect of inlet temperature on syngas productivity 
The inlet temperature has an influence on methane activation and the product 
distribution at the reactor outlet. At higher temperatures, methane is easily activated, 
and it expected that this will result in higher mass fractions of H2 and CO. The mass 
fraction profiles in Figure 98 indicate that mass fractions are higher in the case of 
higher inlet temperatures. However, at the reactor outlet, the mass fractions for H2 are 
higher for lower inlet temperatures and this can be attributed to water gas shift 
reactions that take place and are favoured by lower temperatures. In the case of CO, 
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the mass fraction at the reactor outlet is higher for higher temperatures and this is 
because at high temperatures , less CO is converted in the water gas shift reactions. 
The water gas shift reaction is represented by Equation 6.2. 
CO + H2O→H2+CO2                                              (6.2) 
 
Figure 98: Mass fraction profiles at various inlet Temperatures (a 10 mm length and 0.5 mm diameter 
monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
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The inlet temperature has an influence on the ratio of H2 to CO at the reactor outlet 
and this is important to consider in producing syngas as a feedstock to a certain 
downstream process.  
8.10. The effect of feedstock ratio on temperature 
The temperature in a monolith channel is influenced by the exothermicity and 
endothermicity of a reaction. In a case of partial oxidation of CH4 to syngas, there are 
multiple reactions taking place, namely; the mildly exothermic partial oxidation, 
exothermic total oxidation, an endothermic steam reforming, dry reforming and water 
gas shift reaction. Depending on the ratio of fuel to oxygen chosen in the feedstock, 
one of the above described reactions will dominate and thus the temperature in the 
channel will change with the ratio. The gas and catalyst temperature profiles are 
shown in Figure 99. It is evident from the figures that the highest temperature is 
encountered at a ratio of fuel to oxygen (CH4/O2=2.0) and this is attributed to total 
oxidation being dominant as the stoichiometry is much closer to that required in total 
oxidation reactions. On the other hand, for higher ratios, in which case the reaction 
path way favours partial oxidation, the temperature increases on the first few 
millimetres of the catalyst bed and decreases downstream due to some endothermic 
reforming reactions. The temperature profiles ultimately reach thermal equilibrium.  
 
Figure 99: Temperature profiles at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith, 1.45 mg/m3 catalyst loading and 2.5 m/s inlet velocity) 
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The feedstock ratio can be chosen such that the often-encountered formation of local 
hot spot is reduced. The rich mixtures result in lower temperatures in comparison to 
lean mixtures. 
8.11. The influence of inlet velocity on temperature 
 
The temperature profiles along the channel axial position are shown in Figure 100. 
The local temperature is higher for lower velocities in the first few millimetres (0.2 mm) 
of the catalyst bed. The lower inlet velocity (0.5 m/s) results in a high local temperature 
and this can be attributed to an increased residence time, thus increasing the 
exothermic consumption of oxygen. However, down the catalyst bed, the temperature 
profiles for both the higher and lower inlet velocities are the same as observed in 
Figure 100.  
 
Figure 100: Temperature profiles at various inlet velocities (a 10 mm length and 0.5 mm diameter 
monolith and1.45 mg/m3 catalyst loading) 
 
8.12. Conclusion 
The reactor configuration has a significant influence on the species concentration and 
temperature. It is therefore desirable to pay attention to the geometry as it helps in 
achieving a certain ratio of H2 to CO in the reactor outlet. Furthermore, the formation 
of local hot spot which is one of the challenges in the partial oxidation of methane can 
be addressed by an optimized geometry. The consumption of both CH4 and O2 were 
found to be governed by chemical regime. The analysis based on the Peclet number 
indicate that convective effects dominate in the determination of overall mass transfer. 
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Chapter 9. Monolith Geometric Optimization 
The current study is aimed at the sensitivity analysis that can be used in optimization 
studies. Upon performing the sensitivity study on the hybrid model, the information 
was used in the geometric optimization of a monolith reactor with the view of 
maximising profit margin, minimizing the fabrication costs and reducing the formation 
of local hot spot. The non-uniform catalyst distribution can be applied to reduce the 
catalyst density, hence fabrication costs while maintaining a high syngas productivity.  
The channel diameter was varied and its influence on process profitability determined. 
The channel size influences the local temperature distribution, and this makes the 
diameter of a channel an important parameter to consider in studies that aim to reduce 
hot spot formation and the complex interplay among the partial and total oxidation 
reactions. 
9.1. Non-uniform catalyst distribution on the monolithic wall 
The active catalytic material is deposited on the monolith walls to result in the desired 
reaction. The distribution of wash-coat is normally taken to be uniform. However, for 
catalytic partial oxidation reactions, the partial oxidation reactions happen within the 
first few millimetres of the catalytic bed and further downstream, the steam reforming, 
dry reforming and water gas shift reactions take place. Given that the partial oxidation 
reactions happen within the few first millimetres of the catalyst entrance, a non-uniform 
distribution of wash-coat can be adopted as this would be a sound economic approach 
in utilizing the catalyst which is often made of expensive precious metals. The non-
uniform distribution can be done as shown in Equation 7.10, and the OpenFOAM 
solver used allows for the application of this approach and this was done as shown in 
the sample code in Table 13. 
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Table 13: A block of code for computing a non-uniform catalytic distribution on the monolithic walls 
//- Writing mass balances for the adsorbed phase 
  for (int i=1; i<=NS; i++) 
   dX[baseCounter+i] =Rsurf[i]/siteDensity; 
  //- Adding surface generation term 
  double coefficient; 
   if (coordinate_ <= 0.001) 
   { 
    coefficient =faceAreas_[edge]*alfaCat_/volume_/rho;  
   }   
  else if (coordinate_ > 0.001) 
   { 
    coefficient = faceAreas_[edge]*alfaCat_/volume_/rho*0; 
   } 
 
In this case, not all the monolith walls are catalytic, only the axial coordinate less than 
0.001 m is deposited with the catalytic material. To account for this phenomenon, a 
ratio of the effective catalytic area to the total geometric area (αcat) is used in the 
reaction rate expressions for the adsorbed species. This ratio is calculated as shown 
in Equation 7.1 and is included in the rate expressions as represented in Equation 7.2.  
A
Acat
cat =                                                                        (7.1) 
 
                                                    (7.2) 
 
Several researchers have conducted experimental work on monolith reactors and their 
findings demonstrated that a generally observed trend is the deposition of poisons at 
the reactor inlet (Becker and Wei, 1977). Based on these findings, a monolith is 
designed as a two-zone reactor with the upstream monolithic walls not deposited with 
the catalytic material while the downstream is deposited (Morbidelli et al., 2001). This 
non-uniform distribution of the catalytic material was in this study applied to allow for 
optimum catalyst density for economic considerations. 
9.1.1. Economic analysis 
The economic analysis was performed with respect to payback period, fabrication 
costs, profit margin and syngas revenue. The analysis is aimed at maximizing these 
het
krA
catA
kxmixkD = )(,
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economic variables with respect to geometric parameters. The revenue generated 
from syngas is calculated in Equation 7.3, 
throughput*syngas of pricerevenue Syngas =                                                   (7.3) 
 
Where the throughput is calculated in Equation 7.4, 

=
=
n
i
isyngasfthroughput
1
,                                               (7.4) 
 
Where n is the total number of channels and fsyngas, i is flowrate of syngas at the reactor 
outlet of the ith channel. The flowrate is calculated from the hybrid model (from the 
mass balance equation) and a summation of mass flow rate across all channels is 
performed to gauge to total flowrate. The channel diameter was varied to investigate 
its influence on the process economics. In the varying the channel diameter, the shell 
diameter and the spacing between channels was kept costant. In such an approach, 
the number of channels decreases with an increase in channel diameter and this is 
represented by Equation 7.4, 
c
s
Dx
xD
n
+
+
=                       (7.4) 
Where Ds is the shell diameter and Dc is the channel diameter and Δx is the spacing 
between neigbouring channels. 
 
The cost of feed stock is calculated  as shown in Equation 7.5. 
gas  natural of cost O of coststock feed of Cost 2 +=                                             (7.5) 
The cost of O2 and natural gas are estimated from Equations 7.6 and 7.7, 

=
=
n
1i
igas, naturalfgas natural of Cost price                                      (7.6) 
Where n is the number of channels. 
 

=
=
n
1i
i,O2 2fO of Cost price                           (7.7)
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The process payback period can be determined from the syngas revenue and total 
capital as shown in Equation 7.8. 
Revenue
 capital Total
 periodPayback  =                   (7.8) 
In the calculation of total capital, the current study only included the cost of monolith 
fabrication and cost of raw materials. The costs that include wages, compression 
costs, maintenance, storage etc. we’re not considered. The cost of monolith fabrication 
was estimated from the cost of a monolith reactor and the total cost of active catalytic 
material impregnated on the monolithic walls. The cost is as shown in Equation 7.9. 
    wallsreactor    the    on     deposited     element
   active    total   of   cost        monolith  of  cost    nfabricatio  of    Cost +=
 
                    (7.9) 
The total amount of the active catalytic material deposited on the reactor walls is as 
calculated in Equation 7.10. 
A MW   wallreactor  the  on  deposited  Amount cat cat=  
       (7.10) 
Where αcat is the ratio of the area of the catalytic area to the geometric area, cat  is 
the site density and A is the geometric area. 
 
9.2. Economic optimization 
 
The hybrid model which is a faster solver in monolith modelling was employed to 
determine the process profitability based on the process parameters. Due to the fast 
nature of the hybrid model, a wide range of reactor configurations can be investigated 
to determine the optimum configuration that maximizes profitability. Not only the 
geometry effects can be investigated in relation to their influence on the process 
profitability but also process parameters such as inlet velocity, pressure and feedstock 
ratio. The current analysis investigated the process economics based on the cost of 
feedstock and the fabrication of the monolith reactor and the price of syngas. The other 
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costs that would be incurred such as labour, maintenance and energy costs were not 
taken into consideration.   
9.2.1. The influence of channel size on the process profitability 
The key adjustable parameters in the economic analysis are αcat and β, where α is the 
geometric parameter and β is operational. The hybrid model facilitates the monolith 
reactor optimization with the view of maximizing the economic variables (profit margin, 
return on investment and syngas revenue) with respect to α and β.  
 
The results in Figure 101 reveal that the optimum channel size that maximizes 
profitablity is 2.5 mm. The monolith shell diameter chosen is 0.1 m and the syngas 
total throughput is 6.96x10-3 m3/s. The space time was kept constant in all the sizes 
chosen. However, upong keeping a constant inlet flowrate, thus varying the space 
time, the results in  Figure 102 indicate that the optimum channel diameter that 
maximizes profitability is 0.8 mm. The difference in the two cases can be described by 
a higher flow per unit area in some smaller in the case where a constant space time 
was employed, thus affecting the reaction rate. The highest syngas revenue translates 
to the highest methane conversion as observed in Figure 103. The highest methane 
conversion as observed is at 0.8 mm diameter which is also the size at which the 
highest revenue is generated. 
 
The cost of monolith fabrication for a range of channel sizes is presented in Figure 
104. In the case of small diameter channels, the cost is higher due to increased 
amount of the precious metal used. This increase can be attributed to the high number 
of channels used in the case of smaller diameter . The choice of a channel size should 
therefore be dictated by the operating point that maximizes profitability. The 
productivity of syngas is influenced by the reactor configuration as observed in Figure 
101. The highest flowrate of syngas at the reactor outlet is observed at the channel 
diameter of 0.8 mm and this translates to the highest syngas revenue as observed in 
Figure 107. 
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Figure 101:  Profitability of the catalytic partial oxidation as a function of channel diameter at constant 
space time. 
 
 
Figure 102: Profitability of the catalytic partial oxidation as a function of channel diameter at varying 
space time 
 
Figure 103: Methane conversion at a range of channel diameters 
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Figure 104: The cost of monolith fabrication at various channel sizes 
 
 
The reaction rate fields at various channel diameters are presented in Figure 105. As 
observed, the smaller diameters have higher reaction rates in comparison to bigger 
diameters and this is attributed to high mass transfer rates in smaller diameters. This 
also explains the higher syngas revenue in smaller diameter channels as observed in 
Figure 101. The inlet flow rate and shell diameter were kept constant while changing 
the channel diameter and this was done to ensure that the higher reaction rates in 
smaller diameters is not due to higher flow per unit area. From these observations, it 
is evident that smaller diameter channel result in higher reaction rates and conversion, 
hence a better performance. Since the inlet flowrate was kept constant, the inlet 
velocities at each channel size differ and the velocity profile is as observed in Figure 
106. With the fixed inlet flowrate, the hydrodynamics in various channel diameters is 
different and that results in the difference in the observed reactor performance.  The 
syngas throughput from various sizes is presented in Figure 107 and the observations 
indicate that the smallest (0.8 mm) diameter results in the highest syngas throughput. 
This is ascribed to the higher number of channels in a smaller diameter case and the 
higher conversions as observed in Figure 103. 
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Figure 105: Reaction rate field at various channel diameters 
 
 
Figure 106: Velocity profile at various channel diameters 
 
Figure 107: Syngas flowrate at various channel diameters 
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The influence of channel diameter on profitability at various inlet velocities was 
investigated and the findings are presented in Figure 108. The results in  Figure 108 
were obtained from 33 simulations and with a 3D CFD multichannel monolith 
simulation, this could have resulted in a high computational expense. However, the 
faster hybrid model performed the simulations at moderate computational expense.  
As observed, the profitability is maximized at the 2.5 mm diameter and higher inlet 
velocities. This can be ascribed to the increased CH4 conversion as revealed in Figure 
103. At smaller diameters mass transfer is enhanced as mass transfer coefficient is 
inversely proportional to the channel diameter and the reaction rate is increased.  
The revenue generated from syngas is increased at the maximum conversion of 
methane and the results in Figure 103 attest to that. A 2D plot that shows the variation 
of syngas revenue with channel size and inlet velocity is presented in Figure 108. As 
observed, the revenue is higher at higher velocities and this is due to the increased 
flowrate.  Although smaller diameters would result in higher pressure drop that could 
increase the pumping costs, in monoliths, pressure drop is minimal, and the use of 
smaller diameters would still be optimum for the process profitability. The hybrid model 
can therefore aid the design and optimization of monolith catalysed systems as it 
allows for an investigation of a wide range of operating conditions and reactor 
configurations. The process economics can also be undertaken, and feasibility studies 
done at reasonable timelines. 
 
Figure 108: Syngas revenue for various channel sizes at a range of inlet velocities 
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9.3. Payback period and breakeven analysis 
The model can facilitate the fast determination of the payback period and breakeven 
point for partial oxidation process. The payback period is described as the time taken 
to recover the fixed capital investment after start-up. Whereas the breakeven point 
reveals the throughput needed to ensure that revenue exceeds the production cost. 
The payback period evaluated at different channel diameters is presented in Figure 
109. In this case, the shell size was kept constant while changing the channel 
diameter, and this results in a larger density of the catalyst used in smaller diameter 
monoliths. The findings reveal that the smaller channels have a longer payback period 
due to higher capital cost. Although the payback period is longer, this is offset by the 
higher revenue generated from the use of smaller diameter channels. 
The breakeven analysis at various inlet velocities is presented in Figure 110. The 
findings indicate that the expenditure exceeds revenue significantly at higher flowrates 
of feedstock. The higher inlet flowrates are therefore the best operating to consider in 
maximizing the syngas revenue. 
 
Figure 109: Payback period evaluated at various channel diameters 
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Figure 110: Breakeven point at various channel diameters 
9.4. Catalyst distribution on the support 
The catalytic material consists of expensive precious metals and for their effective 
utilization, they are dispersed on large-surface-area supports (Morbidelli et al., 2001). 
For non-uniform catalyst distribution, the amount of the catalytic material deposited on 
the support was made to be the same in the first few millimetres of the catalytic wall 
and was decreased further down the catalytic wall for a non-uniform catalyst 
distribution. The non-uniform distribution reduces the payback period by an order of 
magnitude as the amount of active element deposited on the support is reduced.  
The hybrid model was validated against the CFD results for different lengths of the 
catalyst bed.The validation was carried out at 5.0 mm and 10.0 mm  catalyst bed length 
and the results are as observed in Figure 111. The operating conditions are those 
typical of partial oxidation as presented on Table 6. There is a close agreement 
between the hybrid model and CFD results, and as a result, the hybrid model was 
used in geometric optimization of the monolith reactor.  The validation of the hybrid 
model at various catalyst loading was performed in section 5.3. 
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Figure 111: Comparison between temperature profiles for the hybrid model and CFD at 5.0 mm and 10. 
mm catalyst bed length (100 mm length and 1.0 mm diameter monolith) 
 
The influence of the degree of impregnation on state variables was investigated and 
the results are as shown in Figure 112 to Figure 114. As observed, methane 
conversion increases with increasing catalyst loading and the optimum catalyst 
loading was found to be 1.45 mg/m3. The catalyst bed temperature was found to 
increase with the decreasing catalyst loading as shown in Figure 114. Therefore, the 
determination of the optimum degree of impregnation is desirable as it can help reduce 
the formation of local hot spot.  
 
Figure 112: Mass fraction profiles at various catalyst loading (CH4/O2=4.0 and the monolith of length 
100 mm and 1.0 mm diameter) 
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Figure 113: CH4 conversion at various catalyst loading (CH4/O2=4.0 and the monolith of length 100 mm 
and 1.0 mm diameter) 
 
 
Figure 114: Temperature profiles at various catalyst loading (CH4/O2=4.0 and the monolith of length 
100 mm and 1.0 mm diameter) 
 
The results in Figure 115 show the payback period at various channel diameters . The 
50 mm catalyst bed length is the optimum value that it results in the shortest payback 
period as observed in Figure 115. The reduction in the payback period in comparison 
to a longer catalyst bed length is explained by the differences in the cost of fabrication 
between the two cases. As observed in Figure 116, the cost of monolith fabrication is 
less for a shorter length of the catalyst bed. The distribution of the active element was 
implemented in the hybrid model by the introduction of the term (αcat) shown in 
Equation 7.11. Where αcat is a dimensionless number that represents the ratio of the 
catalytic area to the total geometric area. The reaction rate terms in the mass and 
energy balance equations (Equation 4.14, 415 and 4.16) were multiplied by this 
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variable. In a case of uniform distribution, the value of αcat is constant along the reactor 
axial coordinate, while is it varied in the non-uniform distribution. This dimensionless 
number is used to multiple the reaction rate terms for surface reactions. 
The  length of the catalyst bed can also help reduce the formation of local hot spot as 
observed in Figure 119 . The temperature profile for a shorter catalyst bed length is 
flat in comparison to the longer bed length. The reduction of local hot spot helps to 
prevent the catalyst deactivation, and this can lead to some savings in production 
costs. Despite a shorter length of the catalyst bed, methane conversion is shown to 
be over 80 % at  catalyst bed length of 20 mm. In these simulations, the ratio of CH4 
to O2 in the feedstock is 2.0 and this explains the higher conversion of methane due 
to sufficient oxygen. A high throughput of syngas can be achieved in this lower 
percentage impregnation, thus high syngas revenue can be maintained. 
 
Figure 115: Payback period evaluated at various lengths of the catalyst bed 
 
Figure 116: The cost of monolith fabrication at various at various catalyst bed lengths (CH4/O2=2.0 
and the monolith of length 100 mm and 1.0 mm diameter) 
142 
 
 
areageometric xtysite densixMw
porte ited on thment deposactive eleamount of 
cat
    
sup
=                                        (7.11) 
 
 
Figure 117: Mass fraction profiles at various catalyst bed lengths (CH4/O2=2.0 and the monolith of 
length 100 mm and 1.0 mm diameter) 
 
Figure 118: CH4 conversion profiles  at various catalyst bed lengths (CH4/O2=2.0 and the monolith of 
length 100 mm and 1.0 mm diameter) 
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The temperature profiles in Figure 119 show a decrease in temperature after 15 mm 
of the reactor entrance, and this can be attributed to the endothermic steam reforming 
reactions that dominate from this region as the partial oxidation kinetics predict. The 
H2O mass fraction profiles are presented in Figure 117 to help elucidate this 
phenomenon.  As observed, at 20 mm and 100 mm catalyst bed length, the mass 
fraction profiles show H2O consumed in the reaction (steam reforming) and this 
endothermic reaction leads to the decrease in temperature as observed in Figure 119. 
The steam reforming reaction is represented by Equation 7.12.  The heat of reaction 
at various  catalyst bed lengths are shown in Figure 120. The findings indicate that at 
a longer catalyst beed length, further downstream the endothermic reactions dominate 
as evidenced by the results on the product of the heat of reaction and reaction rate in 
Figure 121. This higher reaction rate can also be explained by higher temperatures 
observed in the case of  a longer catalyst bed length as observed in Figure 119. 
 CH4 + H2O→ CO + 3H2        ∆rH= +206 KJmol-1           (7.12) 
 
 
 
Figure 119: Temperature profiles at various catalyst bed lengths (CH4/O2=2.0 and the monolith of 
length 100 mm and 1.0 mm diameter) 
 
 
 
Figure 120: The difference between a product of the reaction rate and heat of reaction(r1Hr1-r2Hr2) for 
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exothermic and endothermic reactions (CH4/O2=2.0 and the monolith of length 100 mm and 1.0 mm 
diameter) 
 
Figure 121: The product of heat of reaction and reaction rate at various catalyst bed length 
(CH4/O2=2.0 and the monolith of length 100 mm and 1.0 mm diameter)   
 
Upon changing the feedstock ratio (CH4/O2= 4.0), methane conversion decreases as 
observed in Figure 122. The highest conversion is 49 % which is found at 20 mm and 
100 mm catalyst bed lengths. The lower conversion is attributed to insufficient O2 in 
the feedstock. The corresponding mass fraction profiles are presented in Figure 123. 
 
 
Figure 122: CH4 conversion profiles at various at various catalyst bed lengths (CH4/O2=4.0 and the 
monolith of length 100 mm and 1.0 mm diameter) 
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Figure 123:  Mass fraction profiles at various catalyst bed lengths (CH4/O2=4.0 and the monolith of 
length 100 mm and 1.0 mm diameter) 
 
The non-uniform distribution of the catalytic material has been shown to present many 
advantages as mentioned. The profit margin at various  catalyst bed lengths is 
presented in Figure 124. As observed, the highest profit margin is achieved at  the 
catalyst bed length of 50 mm. Therefore, the design of a monolith should allow for the 
optimum percentage impregnation as this is economically viable and results in the 
reduction of hot spot formation. It should be noted that the profit margin could be lower 
than the one presented in Figure 124 if costs such as labour, maintenance and utility 
are considered. 
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Figure 124: Profit margin at various catalyst bed length 
 
The non-uniform catalyst distribution on the monolith walls has been shown to reduce 
the hot spot formation and achieve a higher syngas productivity (from 50 % 
impregnation). The superiority of non-uniform catalysts over uniform catalysts as 
reported by several authors (Kasaoka and Sakata, 1968; Mars and Gorgels, 1964; 
Michalko, 1966; Michalko, 1966b) has been demonstrated. 
 
147 
 
 
Chapter 10. Conclusions 
For the simulation of a single channel monolith, three types of reactor models were 
investigated namely the dispersed plug flow with and without the effectiveness factor 
and the 3D CFD. There is a significant discrepancy between the plug flow model and 
the CFD model due to the simplifications the plug flow model makes with regards to 
mass and heat transfer. The relative error between the plug flow and CFD temperature 
profiles is 23.7 %. On the species mole fraction profiles, the relative error between 
CFD and plug flow model is 34.6 % H2 and 20.8 % CO. Given this significant 
discrepancy between the plug flow model and the CFD model, the plug flow model 
with effectiveness factor which gives accurate results was developed. 
Upon using a modified plug flow model to correct the wall mass transfer, there is a 
close agreement between CFD and the modified plug flow. Both temperature and 
species mole fraction profiles predicted from the dispersed plug flow model with 
effectiveness factor gave accurate results with relative error of 0.59% for temperature, 
0.76% for CO and 0.52% for H2 mole fraction. The modified plug flow model captures 
the important features of the 3D CFD single channel model at moderate computational 
expense.  
The clock time for the modified plug flow is 0.53 seconds in comparison to 1.3 hours 
for the CFD model. Therefore, the dispersed plug flow model with effectiveness factor 
is a fast simulator of monolith reactors for a single channel case. For the geometry 
employed in this study, the effectiveness factor gives the accurate descriptions 
observed in a single channel CFD model even when conditions are changed. 
However, upon employing a different geometry there is need for re-parameterisation 
of the effectiveness factor. Due to its fast nature and speed, the modified plug flow 
model can be embedded in the multichannel monolith modelling to help reduce the 
computational costs. 
 
The efficient modelling and simulation of a single channel was illustrated through the 
application of a modified plug flow model as described. The extension to the 
multichannel case, however, was not achieved by simple repeated application of this 
model since the temperature distribution which ultimately affects the reaction rates is 
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different in multichannel and a single channel scenario. The monolith is described with 
the stiff and non-linear equations inherent to fundamental momentum mass and heat 
transfer, and this results in long temporal and spatial scales. Therefore, the simulation 
of the entire monolith system is then computationally expensive exercise when 
approached by traditional means. 
Due to the high density of channels in a monolith, an equivalent homogeneous 
cylindrical model (hybrid model) was developed to approximate the behaviour of a 
bundle of channels acting as axial heat sources. In this approach, the analytical 
solutions were hybridized with the effectiveness factor approach to develop algebraic 
models that accurately represent the PDEs that describe monolith reactors. Therefore, 
the hybrid model solves at sufficiently low computational expense and it is suitable for 
optimisation applications. 
The axial temperature and species concentration profiles at various radial positions 
from the hybrid model were found to be in a close agreement with CFD simulations. 
The maximum relative error on temperature was found to be 0.35 %. The clock time 
on an Intel(R) Core(TM) i5-5300U CPU @ 2.30GHz workstation is 0.53 seconds which 
is a significant reduction in computational costs. On the other hand, for a CFD multi-
channel simulation, an average of 38 hours is needed to obtain a converged solution. 
The hybrid model allows for hundreds of simulations to be performed within a short 
space of time, thus some optimization studies such as economic optimization of 
catalytic partial oxidation can be carried out. The model can help to determine the 
operating conditions that minimize the formation of local hot spot and increase the 
yield of syngas that is often affected by the complex interplay between total and partial 
oxidation. 
The sensitivity analysis indicate that the channel size has a significant influence on 
local temperature distribution in a monolith reactor. It was concluded that smaller 
channel diameters result in higher local temperatures which could lead to formation of 
local hot spot, hence deactivation of the catalyst. The feedstock stoichiometry (CH4 
and O2) dictates the ratio of H2 to CO in the reactor outlet. Therefore, depending on 
the syngas downstream application, a different stoichiometry at the reactor inlet can 
be used. In addition, the feedstock ratio influences the species surface coverage. The 
sensitivity study on the influence of feedstock ratio on surface coverage revealed that 
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rich mixtures result in the deposition of carbon in the catalyst active sites. This is 
attributed to rich mixtures not having enough oxygen to react with the adsorbed 
carbon, hence the increased carbon surface coverage. 
The hybrid-model was developed to facilitate geometric optimization with the view of 
reducing hot spot formation, alleviating pressure drop and manufacturing costs.  This 
is because monolith reactors applied in catalytic partial oxidation of methane are 
coated with precious metal catalysts, significantly contributing to capital costs. By 
isolating regions of high catalytic activity, it was possible to reduce the amount of 
precious metal coating required to achieve high conversion. 
Due to the low computational expense of the hybrid model, it was possible to 
investigate a wide range of design geometry and operating condition . It was shown 
that, for methane oxidation over a Platinum gauze catalyst, the channel diameter could 
be optimised to the 0.8 mm level resulting in the highest syngas revenue (R 65754.14 
/day). The distribution of the catalytic material on the monolithic walls was found to 
influence the reactor performance hence the process profitability. The method that 
optimizes design and operation of catalytic monolith reactors through the application 
of fast-solving hybrid models was developed and validated. The hybrid model can be 
used in other geometries other than the cylindrical monoliths. The key adjustable 
parameters are αcat and β. 
10.1. Recommendations  
The modified plug flow model predicts surface coverage, temperature and 
concentration of species in a single channel monolith.  On the other hand, the hybrid 
model predicts the described state variables in a multichannel model at moderate 
computational expense. The modified plug flow model was embedded into a hybrid 
model to achieve a reduced computational time. Given the fast nature of the hybrid 
model, it can be employed in the full-scale process design and economic analysis of 
the methane partial oxidation. In addition, the economic performance of employing 
different catalytic materials can be gauged by using the hybrid model. Although the 
model was employed in partial oxidation of methane to syngas, its application can be 
extended to total oxidation of methane in pollution control and to other heterogeneous 
processes. Since the method works well in simulating the complex behaviour in 
monolith reactors, it is recommended that this approach of hybridisation be adopted 
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for simulations involving complex geometries. In addition, the model can be used in 
the modelling of highly exothermic reactions such as selective oxidations. The 
monolith can be modelled more efficiently by considering only the first few millimetres 
(less than 20 mm) where the reactions take place. 
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Axial coordinate xCH4 xCO xH2 xH2O xN2 xO2 xtotal
0.000000 0.317881 0.000000 0.000000 0.000000 0.523179 0.158940 1.000000
0.001000 0.301625 0.020896 0.004933 0.002273 0.526025 0.144248 1.000000
0.002000 0.285369 0.041792 0.009866 0.004546 0.528870 0.129556 0.999999
0.003000 0.269616 0.067021 0.014130 0.006029 0.529806 0.113398 0.999999
0.004000 0.254007 0.093487 0.018202 0.007286 0.530197 0.096821 1.000000
0.005000 0.241669 0.115176 0.021343 0.007953 0.530255 0.083603 0.999999
0.006000 0.231948 0.133043 0.023738 0.008150 0.530047 0.073072 0.999998
0.007000 0.223020 0.149590 0.025926 0.008175 0.529811 0.063476 0.999999
0.008000 0.215677 0.163496 0.027700 0.007857 0.529518 0.055751 0.999999
0.009000 0.208458 0.177223 0.029429 0.007516 0.529206 0.048167 1.000000
0.010000 0.202224 0.189522 0.030807 0.006987 0.528738 0.041722 1.000000
0.011000 0.195990 0.201822 0.032185 0.006458 0.528269 0.035276 1.000000
0.012000 0.190676 0.212723 0.033237 0.005940 0.527674 0.029749 1.000000
0.013000 0.185477 0.223449 0.034248 0.005424 0.527064 0.024338 1.000000
0.014000 0.181411 0.231880 0.035014 0.005012 0.526553 0.020129 0.999999
0.015000 0.177912 0.239165 0.035658 0.004651 0.526093 0.016521 1.000000
0.016000 0.174965 0.245293 0.036197 0.004347 0.525703 0.013495 1.000000
0.017000 0.172708 0.249975 0.036605 0.004115 0.525400 0.011196 0.999999
0.018000 0.170625 0.254293 0.036981 0.003902 0.525122 0.009077 1.000000
0.019000 0.169151 0.257334 0.037247 0.003753 0.524926 0.007589 1.000000
0.020000 0.167677 0.260374 0.037513 0.003603 0.524731 0.006101 0.999999
0.021000 0.166729 0.262328 0.037682 0.003509 0.524604 0.005148 1.000000
0.022000 0.165782 0.264281 0.037851 0.003414 0.524477 0.004195 1.000000
0.023000 0.165096 0.265694 0.037973 0.003346 0.524384 0.003507 1.000000
0.024000 0.164485 0.266952 0.038081 0.003286 0.524302 0.002894 1.000000
0.025000 0.163994 0.267961 0.038168 0.003238 0.524236 0.002403 0.999999
0.026000 0.163599 0.268772 0.038238 0.003199 0.524183 0.002008 0.999999
0.027000 0.163252 0.269486 0.038299 0.003165 0.524136 0.001661 0.999999
0.028000 0.162999 0.270006 0.038344 0.003141 0.524102 0.001408 1.000000
0.029000 0.162756 0.270505 0.038386 0.003117 0.524069 0.001166 0.999999
0.030000 0.162595 0.270837 0.038415 0.003102 0.524047 0.001004 1.000000
0.031000 0.162434 0.271168 0.038443 0.003086 0.524025 0.000843 0.999999
0.032000 0.162324 0.271394 0.038462 0.003075 0.524010 0.000733 0.999999
0.033000 0.162221 0.271607 0.038481 0.003065 0.523996 0.000630 1.000000
0.034000 0.162142 0.271769 0.038494 0.003058 0.523986 0.000551 1.000000
0.035000 0.162075 0.271906 0.038506 0.003051 0.523977 0.000484 1.000000
0.036000 0.162019 0.272021 0.038516 0.003046 0.523969 0.000429 0.999999
0.037000 0.161976 0.272109 0.038523 0.003042 0.523963 0.000386 0.999999
0.038000 0.161937 0.272190 0.038530 0.003038 0.523958 0.000347 1.000000
0.039000 0.161910 0.272246 0.038535 0.003035 0.523954 0.000320 1.000000
0.040000 0.161883 0.272302 0.038540 0.003033 0.523951 0.000292 1.000001
0.041000 0.161865 0.272338 0.038543 0.003031 0.523949 0.000275 1.000001
0.042000 0.161847 0.272374 0.038546 0.003029 0.523946 0.000257 1.000000
0.043000 0.161835 0.272399 0.038548 0.003028 0.523945 0.000245 1.000000
0.044000 0.161823 0.272422 0.038550 0.003027 0.523943 0.000234 0.999999
0.045000 0.161814 0.272441 0.038552 0.003026 0.523942 0.000224 0.999999
0.046000 0.161806 0.272457 0.038554 0.003025 0.523941 0.000217 1.000000
0.047000 0.161799 0.272470 0.038555 0.003024 0.523940 0.000210 0.999998
0.048000 0.161794 0.272481 0.038556 0.003024 0.523940 0.000205 1.000000
0.049000 0.161789 0.272491 0.038557 0.003023 0.523939 0.000200 1.000000
0.050000 0.161785 0.272498 0.038558 0.003023 0.523939 0.000197 0.999999
0.051000 0.161781 0.272506 0.038558 0.003022 0.523938 0.000193 0.999999
0.052000 0.161778 0.272512 0.038559 0.003022 0.523938 0.000190 1.000000
0.053000 0.161776 0.272517 0.038560 0.003022 0.523938 0.000188 1.000001
0.054000 0.161773 0.272522 0.038560 0.003022 0.523938 0.000185 1.000000
0.055000 0.161770 0.272527 0.038561 0.003021 0.523937 0.000183 0.999999
0.056000 0.161768 0.272531 0.038562 0.003021 0.523937 0.000181 0.999999
0.057000 0.161765 0.272536 0.038562 0.003021 0.523937 0.000179 1.000000
0.058000 0.161763 0.272540 0.038563 0.003021 0.523937 0.000177 1.000000
0.059000 0.161762 0.272543 0.038563 0.003021 0.523937 0.000175 1.000001
0.060000 0.161760 0.272545 0.038563 0.003020 0.523937 0.000174 1.000000
0.061000 0.161758 0.272548 0.038564 0.003020 0.523937 0.000173 1.000000
0.062000 0.161757 0.272550 0.038564 0.003020 0.523937 0.000171 1.000000
0.063000 0.161755 0.272553 0.038565 0.003020 0.523937 0.000170 1.000000
0.064000 0.161753 0.272557 0.038565 0.003020 0.523937 0.000168 1.000000
0.065000 0.161752 0.272559 0.038566 0.003020 0.523937 0.000167 1.000000
0.066000 0.161750 0.272561 0.038566 0.003020 0.523937 0.000166 0.999999
0.067000 0.161749 0.272563 0.038566 0.003019 0.523937 0.000165 1.000000
0.068000 0.161748 0.272565 0.038567 0.003019 0.523937 0.000164 1.000000
0.069000 0.161747 0.272566 0.038567 0.003019 0.523937 0.000163 1.000000
0.070000 0.161745 0.272569 0.038567 0.003019 0.523937 0.000162 1.000000
0.071000 0.161744 0.272571 0.038568 0.003019 0.523937 0.000161 1.000000
0.072000 0.161742 0.272574 0.038568 0.003019 0.523937 0.000160 1.000000
0.073000 0.161740 0.272576 0.038569 0.003019 0.523937 0.000158 0.999999
0.074000 0.161739 0.272579 0.038569 0.003018 0.523937 0.000157 0.999999
0.075000 0.161738 0.272581 0.038569 0.003018 0.523938 0.000156 1.000001
0.076000 0.161736 0.272583 0.038570 0.003018 0.523938 0.000155 1.000000
0.077000 0.161735 0.272585 0.038570 0.003018 0.523938 0.000154 1.000000
0.078000 0.161734 0.272587 0.038570 0.003018 0.523938 0.000153 1.000000
0.079000 0.161732 0.272589 0.038571 0.003018 0.523938 0.000152 1.000000
0.080000 0.161731 0.272591 0.038571 0.003018 0.523938 0.000151 1.000000
0.081000 0.161729 0.272593 0.038571 0.003017 0.523938 0.000150 0.999999
0.082000 0.161728 0.272595 0.038572 0.003017 0.523939 0.000149 1.000000
0.083000 0.161726 0.272597 0.038572 0.003017 0.523939 0.000148 0.999999
0.084000 0.161725 0.272600 0.038573 0.003017 0.523939 0.000147 1.000001
0.085000 0.161723 0.272602 0.038573 0.003017 0.523939 0.000146 1.000000
0.086000 0.161721 0.272604 0.038574 0.003017 0.523939 0.000145 0.999999
0.087000 0.161720 0.272606 0.038574 0.003016 0.523940 0.000144 1.000000
0.088000 0.161718 0.272609 0.038575 0.003016 0.523940 0.000143 1.000000
0.089000 0.161716 0.272611 0.038575 0.003016 0.523940 0.000142 0.999999
0.090000 0.161714 0.272614 0.038576 0.003016 0.523940 0.000140 1.000000
0.091000 0.161712 0.272616 0.038576 0.003016 0.523940 0.000139 0.999999
0.092000 0.161711 0.272618 0.038577 0.003015 0.523941 0.000138 1.000000
0.093000 0.161709 0.272621 0.038577 0.003015 0.523941 0.000137 1.000000
0.094000 0.161707 0.272623 0.038578 0.003015 0.523941 0.000136 0.999999
0.095000 0.161705 0.272626 0.038578 0.003015 0.523941 0.000134 0.999999
0.096000 0.161702 0.272630 0.038579 0.003014 0.523942 0.000133 1.000000
0.097000 0.161699 0.272633 0.038580 0.003014 0.523943 0.000131 1.000000
0.098000 0.161696 0.272637 0.038581 0.003014 0.523943 0.000129 1.000000
0.099000 0.161695 0.272638 0.038581 0.003014 0.523944 0.000128 1.000000
0.100000 0.161693 0.272640 0.038582 0.003014 0.523945 0.000127 1.000001
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Table 14: Sum of species mass fractions along the reactor axial 
coordinate 
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Appendix B   
The surface coverage results for CH4, CH2, CH, CO, CO2 and H2 at various feedstock 
ratios are presented in Figure 127 to 132. 
 
Figure 125: CO surface coverage at various feedstock ratios(a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 126: CO2 surface coverage at various feedstock ratios (a 10 mm length and 0.5 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Figure 127: H surface coverage at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
  
 
Figure 128: CH surface coverage at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
 
 
Figure 129: CH2 surface coverage at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Figure 130: CH3 surface coverage at various feedstock ratios (a 100 mm length and 1.0 mm diameter 
monolith with 598.15 K inlet temperature and 2.5 m/s inlet velocity) 
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Appendix C 
A sample code used in geometry generation 
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Appendix D 
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Appendix E 
 
The Gibbs free energy for the simulation results presented in section 8.4 is as 
observed in Figure 131 The results indicate that these are spontaneous reactions 
given that Gibbs free energy is negative. 
 
Figure 131: Gibbs free energy at various feedstock ratios 
 
 
Figure 132: Heat transfer coefficient at various feedstock ratios 
 
 
Figure 133: Nusselt and Prandtl numbers at various feedstock ratios 
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Table 15: Model input parameters (Quiceno et al., 2006) 
MATERIAL MAT-1 
 
SITE/PT_SURFACE/    SDEN/2.72E-9/ 
Pt(*)   H2O(*)  H(*)  OH(*)   CO(*)   C(*)     
CH3(*)  CH2(*)  CH(*)  O(*)    CO2(*)        
END 
!!******************************************************************
** 
!!*********         CH4  Surface Reaction on Pt                      
!!******************************************************************
** 
! The activation energies must be in cal/mol 
  
REACTIONS       
!*******************************************************************
************ 
!**** 1.  ADSORPTION-DESORPTION  
!*******************************************************************
************************  A(cm,mol,s) b    Ea(cal/mol)*** 
H2  +Pt(*) +Pt(*) =>H(*)+H(*)  4.600E-02   0.0   0.0 
 
H(*) +H(*)=>H2 +Pt(*) +Pt(*)   3.700E+18   0.0   16.098 
 
O2 +Pt(*)+Pt(*)=>O(*) +O(*)    1.89E+18    -0.5   0.0 
 
O(*)+O(*) =>O2 +Pt(*)+Pt(*)    3.700E+18    0.0   56.248 
 
CH4 +Pt(*)+Pt(*)=>CH3(*) +H(*) 9.0009E-04   0.0   17.197 
                                 
CH3(*)+H(*)=>CH4 +Pt(*)+Pt(*)  3.300E+18    0.0   11.942 
 
H2O+Pt(*)=>H2O(*)              7.500E-01    0.0   0.0 
 
H2O(*)=>H2O+Pt(*)              4.500E+12    0.0   9.984 
 
CO2+Pt(*) =>CO2(*)             5.000E+01    0.0   0.0 
 
CO2(*) =>CO2 +Pt(*)            1.000E+13    0.0   6.473 
 
CO      +Pt(*)  =>CO(*)        0.840E+01    0.0  0.0 
 
CO(*) =>CO +Pt(*)              1.000E+15   0.0    34.872 
 
!*******************************************************************
** 
!**** 2.  SURFACE REACTIONS 
***************************************************! 
!*******************************************************************
**********************    A(cm,mol,s) b    Ea(cal/mol)*** 
H(*) +O(*)=>OH(*)+Pt(*)        1.280E+21  0.0      2.675 
 
OH(*)+Pt(*)=>H(*)+O(*)         7.390E+19  0.0      18.463 
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H(*)+OH(*)=>H2O(*)+Pt(*)       2.040E+21  0.0      15.816 
 
H2O(*)+Pt(*)=>H(*)+OH(*)       1.150E+19  0.0      24.219 
 
OH(*)+OH(*)=>H2O(*)+O(*)       7.400E+20  0.0      17.675 
 
H2O(*)+O(*)=>OH(*)+OH(*)       1.000E+20  0.0      10.294 
 
C(*)+O(*)=>CO(*)+Pt(*)         3.700E+19  0.0      0.0 
 
CO(*)+Pt(*)=>C(*)+O(*)         3.700E+19  0.0      56.487 
 
CO(*)+O(*)=>CO2(*)+Pt(*)       3.700E+19  0.0      28.088 
 
CO2(*)+Pt(*)=>CO(*)+O(*)       3.700E+19  0.0      41.392 
 
CO(*)+OH(*)=>CO2(*)+H(*)     1.000E+19  0.0   9.243 
 
CO2(*)+H(*)=>CO(*)+OH(*)     1.000E+19  0.0   2.006 
!*******************************************************************
** 
!*******************************************************************
**********************    A(cm,mol,s) b    Ea(cal/mol)*** 
CH3(*)+Pt(*)=>CH2(*)+H(*)      1.260E+22  0.0   16.791 
 
CH2(*)+H(*)=>CH3(*)+Pt(*)      3.090E+22  0.0   0.0 
 
CH2(*)+Pt(*)=>CH(*)+H(*)       7.310E+22  0.0   14.068 
 
CH(*)+H(*)=>CH2(*)+Pt(*)       3.090E+22  0.0   0.0 
 
CH(*)+Pt(*)=>C(*)+H(*)         3.090E+22  0.0   0.0 
 
C(*)+H(*)=>CH(*)+Pt(*)         1.250E+22  0.0   32.961 
 
H2 +C(*)=>CH2(*)         4.000E-02  0.0   7.0937 
       
CH2(*)=>C(*)+H2                7.690E+13  0.0    5.995 
!*******************************************************************
** 
!*******************************************************************
**********************    A(cm,mol,s) b    Ea(cal/mol)*** 
CH4+O(*)+Pt(*)=>CH3(*)+OH(*)   5.000E+18  0.7   10.032 
 
CH4+OH(*)+Pt(*)=>CH3(*)+H2O(*) 1.000E+01  0.0   2.388 
 
CH3(*)+OH(*)=>CH4+O(*)+Pt(*)   3.700E+21  0.0   20.995 
 
CH3(*)+H2O(*)=>CH4+OH(*)+Pt(*) 3.700E+21  0.0   26.416 
!*******************************************************************
*************** 
END 
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Table 16: Species transport data for partial oxidation of methane on platinum (Kee et al., 2000) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
---------------------------------------------------------------------- 
Species Name     index  ε/kB         σ       μ           α        Zrot             
---------------------------------------------------------------------- 
H2                1    38.000     2.920     0.000     0.790   280.000   
O2                1   107.400     3.458     0.000     1.600     3.800   
H2O               2   572.400     2.605     1.844     0.000     4.000  
H                 0   145.000     2.050     0.000     0.000     0.000                               
O                 0    80.000     2.750     0.000     0.000     0.000                               
OH                1    80.000     2.750     0.000     0.000     0.000                               
C                 0    71.400     3.298     0.000     0.000     0.000                               
CH                1    80.000     2.750     0.000     0.000     0.000                               
CH2               1   144.000     3.800     0.000     0.000     0.000                               
CH3               1   144.000     3.800     0.000     0.000     0.000                               
CH4               2   141.400     3.746     0.000     2.600    13.000                               
CO                1    98.100     3.650     0.000     1.950     1.800                               
CO2               1   244.000     3.763     0.000     2.650     2.100                               
N2                1    97.530     3.621     0.000     1.760     4.000                               
N                 0    71.400     3.298     0.000     0.000     0.000 
AR                0   136.500     3.330     0.000     0.000     0.000 
HE                0    10.200     2.576     0.000     0.000     0.000  
Pt                0    10.200     2.576     0.000     0.000     0.000  
---------------------------------------------------------------------- 
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Table 17: Species Thermodynamic data 
 
 
 
 
 
 
THERMO ALL 
  300.0   1000.0   3000.0 
O(*)            O          1Pt  1          I    300.00                   3000.00              1000.00                        1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                             4 
O2(*)                   O   2Pt  1          I    300.00                 3000.00                1000.00                       1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                            4 
H(*)                    H   1Pt  1          I      300.00         3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                             4 
H2(*)                   H   2Pt  1          I    300.00        3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
H2O(*)              O   1H   2Pt  1     I    300.00                  3000.00                   1000.00                   1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
OH(*)                O   1H   1Pt  1     I    300.00                 3000.00   1000.00                1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
Pt(*)                   Pt  1                  S    300.00                  3000.00   1000.00                    1   
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
Pt                      Pt  1                   S    300.00         3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CO(*)                 C   1O   1Pt  1     I    300.00         3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CO2(*)               C   1O   2Pt  1     I    300.00          3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
C(*)                    C    1Pt  1            I    300.00         3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CH(*)                 C   1H   1Pt  1     I    300.00         3000.00    1000.00                   1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CH2(*)               C   1H   2Pt  1     I    300.00          3000.00                 1000.00                   1 
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0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CH3(*)               C   1H   3Pt  1     I     300.00          3000.00   1000.00                    1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
CH4(*)               C   1H   4Pt  1     I     300.00          3000.00    1000.00                   1 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        2 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00        3 
 0.00000000E+00 0.00000000E+00 0.00000000E+00 0.00000000E+00                                     4 
H2                           H   2               G    300.00           5000.00                 1000.00                  1 
 .299142220E+01 .700064410E-03-.563382800E-07-.923157820E-11 .158275200E-14           2 
-.835033546E+03-.135510641E+01 .329812400E+01 .824944120E-03-.814301470E-06         3 
-.947543430E-10 .413487200E-12-.101252100E+04-.329409400E+01                                     4 
O2                          O   2               G    300.00           5000.00    1000.00                  1 
 .369757685E+01 .613519690E-03-.125884200E-06 .177528100E-10-.113643500E-14           2 
-.123392966E+04 .318917125E+01 .321293600E+01 .112748610E-02-.575614990E-06         3 
 .131387700E-08-.876855390E-12-.100524900E+04 .603473900E+01                                      4 
H2O                     H   2O   1          G    300.00                  5000.00     1000.00                  1 
 .267214569E+01 .305629290E-02-.873026070E-06 .120099600E-09-.639161790E-14           2 
-.298992115E+05 .686281125E+01 .338684200E+01 .347498200E-02-.635469590E-05         3 
 .696858040E-08-.250658800E-11-.302081100E+05 .259023200E+01                                      4 
H                           H   1               G    300.00                  5000.00                    1000.00                1 
 .250000000E+01 .000000000E+00 .000000000E+00 .000000000E+00 .000000000E+00        2 
 .254716200E+05-.460117600E+00 .250000000E+01 .000000000E+00 .000000000E+00        3 
 .000000000E+00 .000000000E+00 .254716200E+05-.460117600E+00                                    4 
OH                        H   1O   1          G    300.00          5000.00       1710.00                1 
 .285376040E+01 .102994334E-02-.232666477E-06 .193750704E-10-.315759847E-15           2 
 .369949720E+04 .578756825E+01 .341896226E+01 .319255801E-03-.308292717E-06          3 
 .364407494E-09-.100195479E-12 .345264448E+04 .254433372E+01                                      4 
O                            O   1               G     300.00                 5000.00        1000.00               1 
 .254205876E+01-.275506100E-04-.310280290E-08 .455106700E-11-.436805100E-15           2 
 .292307989E+05 .492030884E+01 .294642800E+01-.163816600E-02 .242103100E-05          3 
-.160284300E-08 .389069610E-12 .291476400E+05 .296399500E+01                                      4 
CO                      C   1O   1          G     300.00          5000.00                      1000.00              1 
 .302507617E+01 .144268900E-02-.563082720E-06 .101858100E-09-.691095110E-14           2 
-.142683499E+05 .610822521E+01 .326245100E+01 .151194100E-02-.388175520E-05         3 
 .558194380E-08-.247495100E-11-.143105400E+05 .484889700E+01                                     4 
CO2                     C   1O   2          G     300.00   5000.00 1000.00                                               1 
 .445362582E+01 .314016800E-02-.127841100E-05 .239399610E-09-.166903300E-13           2 
-.489669524E+05-.955420007E+00 .227572400E+01 .992207230E-02-.104091100E-04         3 
 .686668590E-08-.211728010E-11-.483731400E+05 .101884900E+02                                     4 
CH4                     C   1H   4          G    300.00   5000.00 1000.00                                                 1 
 .168346564E+01 .102372400E-01-.387512820E-05 .678558490E-09-.450342310E-13           2 
-.100807773E+05 .962347575E+01 .778741700E+00 .174766800E-01-.278340900E-04         3 
 .304970800E-07-.122393100E-10-.982522800E+04 .137221900E+02                                      4 
CH                      C   1H   1          G    300.00   5000.00 1000.00                                                  1 
 .219622115E+01 .234038100E-02-.705820130E-06 .900758220E-10-.385504010E-14           2 
 .708672121E+05 .917838138E+01 .320020200E+01 .207287490E-02-.513443090E-05         3 
 .573388980E-08-.195553300E-11 .704525700E+05 .333158700E+01                                     4 
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Upon applying the kinetic interpreter to the thermodynamic data in Table 17, the 
species entropy coeffiecients, specif heat coefficients and enthalpy coefficients were 
found to be as presented in Tables 18, 19 and 20. 
CH2                     C   1H   2          G    300.00   5000.00 1000.00                                                 1 
 .363640757E+01 .193305600E-02-.168701600E-06-.100989900E-09 .180825510E-13           2 
 .453413341E+05 .215656196E+01 .376223700E+01 .115981900E-02 .248958490E-06          3 
 .880083620E-09-.733243490E-12 .453679000E+05 .171257700E+01                                      4 
CH3                     C   1H   3          G    300.00   5000.00 1000.00                                                 1 
 .284405718E+01 .613797410E-02-.223034500E-05 .378516110E-09-.245215900E-13           2 
 .164378004E+05 .545265727E+01 .243044200E+01 .111241000E-01-.168022000E-04          3 
 .162182910E-07-.586495220E-11 .164237800E+05 .678979400E+01                                      4 
C                           C   1               G    300.00   5000.00 1000.00                  1 
 .249266888E+01 .479889284E-04-.724335020E-07 .374291029E-10-.487277893E-14           2 
 .854512953E+05 .480150373E+01 .255423955E+01-.321537724E-03 .733792245E-06          3 
-.732234889E-09 .266521446E-12 .854438832E+05 .453130848E+01                             4 
N2                          N   2               G    300.00   5000.00 1000.00                                                 1 
 .292663788E+01 .148797700E-02-.568476030E-06 .100970400E-09-.675335090E-14           2 
-.922795384E+03 .598054018E+01 .329867700E+01 .140823990E-02-.396322180E-05         3 
 .564151480E-08-.244485400E-11-.102090000E+04 .395037200E+01                                      4 
N                           N   1               G    300.00   5000.00 1000.00                  1 
 .245026778E+01 .106614600E-03-.746533710E-07 .187965200E-10-.102598400E-14           2 
 .561160257E+05 .444874779E+01 .250307100E+01-.218001810E-04 .542052910E-07         3 
-.564755990E-10 .209990390E-13 .560988900E+05 .416756600E+01                                     4 
AR                       AR  1               G    300.00   5000.00 1000.00                 1 
 .312500009E+01-.140625050E-02 .937500490E-06-.156250080E-09 .000000000E+00         2 
-.940687583E+03 .103823694E+01 .250000000E+01 .000000000E+00 .000000000E+00       3 
 .000000000E+00 .000000000E+00-.745375100E+03 .436600100E+01                                   4 
HE                      HE  1               G    300.00   5000.00 1000.00                                                   1 
 .250000000E+01 .000000000E+00 .000000000E+00 .000000000E+00 .000000000E+00       2 
-.745375000E+03 .928723974E+00 .250000000E+01 .000000000E+00 .000000000E+00       3 
 .000000000E+00 .000000000E+00-.745375000E+03 .928723974E+00                                    4 
END 
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Table 18:  Species entropy coefficients 
 
Table 19: Species enthalpy coefficients 
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Table 20: Species specific heat coefficients 
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Table 21: Gas-phase reaction mechanism and kinetic data (Quiceno et al., 2006) 
Reaction                   A (mol, cm, s)                                    b                           Ea (kJ/mol) 
O2 + H = OH + O 9.756x 1013 0.0 62.10 
H2 + OH = H2O + H 1.000x 108 1.600 13.80 
H + O2 + M3 = HO2 + M3 2.100 x1018 0.800 0.0 
HO2 + H = OH + OH 1.500 x 1014 0.0 3.80 
HO2 + H = H2 + O2 3.000 x 1013 0.0 4.00 
HO2 + H = H2O + O 3.000 x1013 0.0 7.20 
HO2 + OH = H2O + O2 6.000 x 1013 0.0 0.0 
HO2 + HO2 = H2O2 + O2a 4.220 x 1014 0.0  50.14 
HO2 + HO2 = H2O2 + O2a 1.320x 1011 0.0  6.82 
H2O2 + OH = H2O + HO2 5.400 x1012 0.0 4.20 
OH + OH + M1 = H2O2 + M1 7.230 x 1013   0.370 0.0 
Low 5.530 x 1019 0.760 0.0 
Troe 0.50, 0.0 0.0 0.0 
CO + OH = CO2+H 4.760 x 107   1.230 0.29 
CO + HO2 = CO2 + OH 1.500 x 1014 0.0  98.70 
CO + CH3O = CO2 + CH3 1.580 x1013 0.0 49.40 
CHO + M1 = CO + H + M1 4.500 x 1014 0.0 66.00 
CHO + O2 = CO + HO2 2.400 x 1012 0.0 0.0 
CHO + O2 = CO2 + OH 0.600 x1012 0.0 0.0 
CHO + HO2 = OH + CO2 + H 3.000 x 1013 0.0 0.0 
CH2O + H = CHO + H2 1.270 x 108     1.62 9.00 
CH2O + O = CHO + OH 4.150 x1011     0.57 11.60 
CH2O + OH = CHO + H2O 3.400 x 109     1.18 1.87 
CH2O + HO2 = CHO + H2O2 3.000 x 1012 0.0 54.7 
CH2O + CH3 = CHO + CH4 7.830 x108 6.1 8.20 
CH2O + O2 = CHO + HO2 6.000 x 1013 0.0 70.70 
CH3 + O2 = CH2O + OH 3.300 x 1011 0.0 37.40 
CH3 + HO2 = CH3O + OH 1.800 x1013 0.0 0.0 
CH3 + HO2 = CH4 + O2 3.600 x 1012 0.0 0.0 
CH3 + CH3 + M1 = C2H6 + M1 3.610 x 1013 0.0 0.0 
Low 3.630 x1041 7.000 11.60 
Troe 0.620, 73.0 1180.0 0.0 
CH3O + M1 = CH2O + H + M1 5.000 x 1013 0.0 105.0 
CH3O + O2 = CH2O + HO2 3.000 x1010 0.0 7.3 
CH2O + CH3O = CH3OH + CHO 1.150 x 1011 0.0 5.2 
CH3 + O2 ! O + CH3O 0.600 x 1014 0.0 131.0 
CH2OH + O2 = CH2O + HO2 1.570 x1015 0.0 0.0 
CH3 + O2 + M1 = CH3O2 + M1 7.800 x 108 1.2 0.0 
Low 1.650 x 1026 3.30 0.0 
Troe 0.495, 2325.5 10.0 0.0 
CH3O2 + CH2O = CH3O2H + CHO 2.000 x1012 0.0 48.74 
CH3O2 + CH3 = CH3O + CH3O 2.400 x 1013 0.0 0.0 
CH3O2 + HO2 = CH3O2H + O2 2.400 x 1011 0.0    6.6 
CH4 + H = H2 + CH3 1.330 x104     3.00 33.60 
CH4 + O = OH + CH3 6.923 x 108     1.56 35.50 
CH4 + OH = H2O + CH3 1.000 x107     1.83 11.60 
CH4 + HO2 = H2O2 + CH3 1.100x 1013 0.0 103.10 
CH4 + CH3O = CH3OH + CH3 4.300 x1012 0.0 42.00 
CH4 + CH3O2 = CH3O2H + CH3 1.8100x 1011 0.0 77.80 
CH3OH + H = CH2OH + H2 1.640 x1007 2.0 18.89 
CH3OH + OH = CH2OH + H2O 1.440 x 1006 2.0    3.5 
CH3OH + OH = CH3O + H2O 1.640 x 1013 0.0    7.1 
CH3OH + HO2 = CH2OH + H2O2 9.640 x 1010 0.0 52.58 
CH3OH + CH3 = CH4 + CH2OH 9.000 x1012 0.0 41.1 
CH3O2H = CH3O + OH 6.000 x 1014 0.0 177.10 
CH3O2 + H2O2 = CH3O2H + HO2 2.400 x 1012 0.0 41.8 
CH3 + CO + M1 = CH3CO + M1 5.058 x1011 0.0  28.77 
C2H4 + CH3O = OXIRAN + CH3 1.000 x 1011 0.0  60.61 
CH3CHO + OH = CH3CHO + H2O 2.300 x 1010     0.73    4.6 
CH3CHO + HO2 = CH3CO + H2O2 3.100 x1012 0.0 50.0 
CH3CHO + CH3 = CH3CO + CH4 2.050 x 1006 5.6 10.3 
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Table 21 continued 
Reaction                      A (mol, cm, s)                                    b                            Ea (kJ/mol 
 
CH3CO + O = CO2 + CH3          4.818x1023                          0.0                                             0.0 
C2H4 + H + M1 = C2H5 + M1          2.000 x1009                         1.28        5.4 
    Low            16.980 x1018             0.0        3.2 
    Troe             0.760, 40.0                                       1025.0            0.0 
C2H5 + M1 = C2H4 + H + M1           8.200x 1013              0.0    166.8 
    Low             3.400 x 1017              0.0    139.6 
    Troe            0.750, 97.0                     1379.0       0.0 
C2H6 + H = C2H5 + H2            1.150 x1009                 1.9     31.1 
C2H6 + OH = C2H5 + H2O           6.200 x1006                2.0        3.6 
C2H6 + HO2 = C2H5 + H2O2           1.333 x1013                                             0.0      85.6 
C2H6 + CH3 = C2H5 + CH4           1.000 x1013                                               0.0                       56.54 
C2H6 + CH3O = CH3OH + C2H5           2.409 x1011                                               0.0                       29.68 
OXIRAN + H = C2H3O + H2           8.010 x1013                 0.0    40.50 
OXIRAN + OH = C2H3O + H2O                            6.625x 1012                  0.0    12.14 
OXIRAN + CH3 = C2H3O + CH4           1.072 x 1012                 0.0    49.47 
OXIRAN = CH3CHO           6.310 x1013                   0.0                    247.71 
OXIRAN = CH4 + CO           1.210 x 1013                                      0.0                     239.46 
OXIRAN = CH3 + CHO           3.630 x1013                                              0.0                     239.46 
C2H5 + M1 + O2 = C2H5O2 + M1           2.002 x1042                  -10.3    25.44 
C2H5O2 →DC2OOH            2.080 x1012                       0.0    138.0 
DC2OOH→ C2H5O2            8.500x1009                  -0.09         69.5 
DC2OOH→OXIRAN + OH           1.300 x1010                                               0.0         65.5 
C2H5O2 + HO2 = C2H5OOH + O2           9.697 x1010                         0.0                     -10.47 
C2H5O2 + CH2O→C2H5OOH + CHO          1.000 x 1012                            0.0          42.0 
C2H5OOH + CHO→C2H5O2 + CH2O          2.700 x 1006         1.0    0.688 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
